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OPTIONAL DERRINGER 

EYEBOLT ASSEMBLY 

 

 

As an optional Derringer assembly, we have included an additional 

four eye bolts, four 3/8” flat washers and four 3/8” lock nuts.  Use 

this option if you don’t want to modify your existing turnbuckles or 

if your existing turnbuckles don’t use 1/2” threaded rods.  When 

installing, make sure to tighten the eye bolt enough to where it 

fits snug onto the Derringer, but loose enough to allow swivel 

movement.  See Photo J for Derringer eyebolt assembly example. 

 

You may now proceed to the Derringer  

Instructions on the following page. 
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S9528 INVENTORY LIST 

 
4 - DERRINGERS   4 - O-RINGS     4 - 3/8” EYE BOLTS 

4 - 1/2” DIMPLE NUTS  4 - 3/8” FLAT WASHER  4 - QUICK LINKS  

4 - 1/2” NUTS    4 - 3/8” LOCK NUTS    4 - 1/4” PINS 

 

ASSEMBLY 

1.  Using wrenches tighten the turnbuckle jam nut firmly against the turnbuckle body to prevent the threaded rod 

from spinning during installation. 

 

2.  Using a hacksaw, cut the hook off of the threaded hook bolt on your current turn buckle (see photo A).  Bevel the 

sharp edge at 45 degrees.  Remove the threaded rod from the turnbuckle body and reverse it putting the cut end into 

the turnbuckle body. **Apply a small amount of paint to the newly cut end of the threaded rod to prevent 

corrosion. ** 

 

3.  Thread the supplied standard nut on to the threaded rod down approximately 5” (12.7cm) then open the handle of 

the Derringer and push the threaded rod up through the breach assembly (refer to photo C).  Install the supplied 

dimple nut so the threaded rod protrudes past the end of the nut 1/8” (0.3175cm)  and tighten the turnbuckle jam 

nut to keep the threaded rod from spinning.  Use a wrench on the turnbuckle to tighten the Derringer’s dimple nut.  

 

4.  Tighten the Derringer jam nut against the Derringer.  

 

5.  Install the O-rings on to the NON-THREADED hooks of the SPRINGLOADED TURNBUCKLES ONLY! (See 

photo D)  Note: You will usually have 2 long turnbuckles and 2 short turnbuckles with a bed-mounted tie down 

system.  The longer chrome barrels will contain springs while the shorter chrome barrels do not) DO NOT USE the O-

ring adjusting sight on the shorter non-spring-loaded turnbuckles (SEE STEP 7 IN INSTALLATION). 

 

6.  Install your refitted lever action Derringer turnbuckles and mark the respective locations (DF-Drivers Front DR-

Drivers Rear, etc.) to simplify future use.  

 

INSTALLATION  

1.  Hang the turnbuckle from the camper anchor point by the Derringer hook.  

 

2.  With the lever in the closed position, the threaded hook should be positioned and adjusted until the lower hook is 

approximately 1/2” (1.27cm) above the tie down.  

 

3.  Remove the turnbuckle and insert the lower hook into the hole on either the camper or the tie down. ***In some 

applications, you may find that the hook does not easily insert into the hole on either the camper or the tie down.  You 

can use the supplied quick links to attach to in order to bypass any difficulty. *** 
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4.  Open lever/breach assembly and insert the top Derringer hook into the camper anchor point (refer to photo G). 

In some cases, campers that use eye bolts for anchor points will have the opening of the eye 

facing the front of rear of the camper.  In this situation, hook turn buckle down through the eye 

instead of up through the eye.  See figure 4.1 

 

 

5.  **FOR SPRINGLOADED TURNBUCKLES ONLY** To check for correct spring tension, pull the lever handle 

down until you begin to feel spring tension when the hole for the locking pin is about half blocked (see photo F). 

 

6.  The O-ring is only used as a gauge to set your spring tension.  Adjust the O-ring against the turnbuckle barrel 

before locking the lever down.  Locking the lever down should result in the O-ring being spaced approximately 1/4”  

(0.635 cm) below the body of the turnbuckle (photo D). 

 

7.  All non-spring-loaded turnbuckles WILL NOT use the O-ring adjusting sight.  When adjusting the tension on the 

non-spring-loaded turnbuckles, adjust for approximately one quarter less lever tension than you applied to the spring-

loaded turnbuckle.  

IMPORTANT!!   DUE TO THE LEVER ACTION DESIGN, THE DERRINGER MAKES IT EASIER TO 

OVERTIGHTEN TURNBUCKLES THAN IT IS WITH CONVENTIONAL TURNBUCKLES.  BE CAREFUL NOT TO 

OVERTIGHTEN, AS DAMAGE MAY OCCUR. 

 

 

 

 

 

Correct 
Incorrect 

Figure 4.1 
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ILLUSTRATED DIAGRAMS 
 

PHOTO A      PHOTO B 

 

PHOTO C      PHOTO D 

 

  PHOTO E 

 

CUT THREADED ROD 
HERE TURNBUCKLE

JAM NUT

TURNBUCKLE
 JAM NUT

DERRINGER SAFETY
NYLOCK NUT

DERRINGER

 
        FASTGUN TRIGGER LOCKS ARE AVAILABLE AS AN OPTION TO DETER 
       THEFT.  THEY ARE SOLD IN SETS OF 2 AND 4, AND ARE KEYED ALIKE. 
                            ASK YOUR DEALER FOR MORE DETAILS   
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ILLUSTRATED DIAGRAMS 

 

          PHOTO H (TORKLIFT APPLICATION)  PHOTO I (BED MOUNTED APPLICATION) 

 

PHOTO J (OPTIONAL DERRINGER EYE BOLT ASSEMBLY WITH 

CONVENTIONAL CHAIN AND RIGGING) 

 

PIN HOLE        
1/2 BLOCKEDPHOTO F   

   

PHOTO G
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INSTRUCTIONS FOR MAINTENANCE OF 

POLISHED STAINLESS STEEL PRODUCTS 
 

STAINLESS- 

In metallurgy stainless steel, also known as inox steel or inox from French “inoxydable”, is defined as a steel alloy with a 

minimum of 10.5 [1] or 11% chromium content by mass. [2] Stainless does not stain, corrode or rust as easily as carbon steel, but 

it is not stain proof and requires up keep regularly. [3] It is also called corrosion-resistant steel when the alloy type and grade are 

not detailed, particularly in the aviation industry. There are different grades and surface finishes of stainless steel to suit the 

environment to which the material will be subjected in its lifetime. Stainless steel is used where both the properties of steel and 

resistance to corrosion are required. 

All “stainless” steels can corrode under the wrong conditions. Many companies, in fact, do not call them stainless steel, but 

“corrosion resistant” steel. Remember that most of the metal is still iron and can corrode or rust depending on how much stress it 

is exposed to. One of the worst things you can do to stainless steel is expose it to chlorides. The better grades can withstand a lot 

of abuse, but most grades can eventually fail when exposed to chlorides in bad atmospheres. 

Some grades of “stainless” steel have very poor resistance to corrosion, they are marginally better than carbon steel, but when 

correctly hardened and passivated or electro polished can give fairly good performance. The grade of steel must reflect the 

exposure conditions and performance required. 

 Stainless steel is known for its ability to be a clean surface that resists corrosion and rust. Dirt, dust and grime, however, put 

stainless steel at risk for corrosion and rust. Luckily, stainless steel responds well to cleaning, never wearing out from excessive 

cleaning, as long as certain rules are followed. 

1. Water and a cloth. 

Routine cleaning can be accomplished by using warm water and a cloth. This is the least risky option for cleaning stainless steel. 

Dry with a towel or cloth to prevent water spots. Wipe in the directions of the polish lines. 

2. Mild detergent, (dish washing liquid) and cloth. 

For cleaning that needs more power, mild detergent and warm water can do a great job without damaging the stainless steel. Make 

sure you rinse the surface thoroughly to prevent staining and spotting. Towel dry to prevent water spots which can be caused by 

minerals in water. 

3. Glass cleaner for fingerprints. 

Fingerprints are one of the biggest complaints about stainless steel, but can be taken care of by using glass cleaner or household 

ammonia. Rinse thoroughly and towel dry. There are some newer types of finishes for stainless steel that resist fingerprints, a must 

if your pint-sized helpers leave their mark on your stainless steel appliances. 

4. Stainless steel cleaner. 

If you’ve had staining or scratching, or need to polish your stainless steel, a stainless steel cleaner may be a good option. Some of 

these cleaners and polishes can help minimize scratching and remove stains. They also can polish stainless steel surfaces nicely. 

Read the directions on the stainless steel cleaner and test in an inconspicuous spot. Be sure to rinse thoroughly and towel dry. 
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INSTRUCTIONS FOR FINISH MAINTENANCE  

OF TORKLIFT PRODUCTS 

 
POWDER COATED STEEL: 

To keep your Torklift products looking good follow these guidelines. All steel powder 

coated Torklift products are sandblasted for maximum adhesion and use a high 

quality industrial urethane based powder coat. Due to the extreme, harsh, undercar 

environment that your Torklift products live in, (consistently sprayed with corrosive 

road chemicals such as salt, and road debris), Torklift does not warranty the power 

coated finish.  

To minimize corrosion from these factors on powder coated steel products, Torklift 

recommends regularly cleaning and inspecting the powder-coated surface and 

touching up any affected areas with enamel or urethane based aerosol paint product. 

If there are any areas of surface rust, there are also aerosol spray rust converters 

available on the market that can be used as a preparation to touch-up paint 

application. These finish maintenance products are available at any automotive parts 

supplier. 

 

POLISHED STAINLESS STEEL: 

Torklift utilizes quality grade 304 stainless steel in our stainless steel polished 

products. 304 stainless steel is well known for its anti-corrosive properties.  

However, in some environments such as coastal regions or when coming in 

contact with some road chemicals, corrosion may occur. 

For a quick clean simply use WD40 and a cloth rag. We also recommend 

occasional polishing of our polished stainless products to maintain their 

attractive finish. Use an approved stainless steel chrome or aluminum mag 

wheel polish cleaning product, which can be purchased from any automotive 

parts supplier. 
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Torklift International Limited Lifetime 

Warranty Information 
 

322 N. Railroad Ave Kent, WA 98032 

Torklift will require proof of purchase to register, with pictures of any defective product 

before issuing a replacement. Torklift will not register any product without proof of 

purchase, which can be faxed, scanned, emailed, or mailed to the information provided 

below. Torklift warrants it’s hitches, custom hitch receivers, frame mounted tie downs, 

turnbuckles, and accessories (excluding wire harnesses which carry a 90 day warranty) 

from date of purchase against defects in material and workmanship under normal use and 

service for the ownership life of the original consumer purchaser. ALL COMMERCIAL 

APPLICATIONS ARE WARRANTED FOR A PERIOD OF 90 DAYS FROM THE 

DATE OF INSTALLATION/SERVICE.  Torklift will replace FREE OF CHARGE any 

part, which proves defective in material or workmanship when presented to Torklift, 

TRANSPORTATION CHARGES PREPAID by purchaser, at the address above. THIS 

WARRANTY IS LIMITED TO DEFECTIVE PARTS REPLACEMENT ONLY. 

LABOR CHARGES AND/OR DAMAGE INCURRED IN INSTALLATION OR 

REPLACEMENT, AS WELL AS INCIDENTAL AND CONSEQUENTIAL 

DAMAGES CONNECTED THEREWITH ARE EXCLUDED. This warranty does not 

include the finish or paint on our products. Rusting, cracking or peeling of the finish is 

also excluded. Some states do not allow the exclusion or limitation of incidental or 

consequential damages, so the above limitation or exclusion may not apply to you. Any 

damage to Torklift products as a result of misuse, abuse, neglect, accident, improper 

installation or any use violation of instructions furnished by Torklift or WHEN USED IN 

ANY COMMERCIAL APPLICATION WILL VOID THE WARRANTY. This warranty 

gives you specific legal rights, and you may also have rights, which vary from state to 

state. With warranty service, you may be able to go to a small claims court, a state court 

or a federal district court. 

 

 



 10 

 

 

322 N. Railroad Ave Kent, WA 98032 

Phone (800) 246-8132    Fax  (253) 854-8003 

 

or visit our website: www.TorkLift.com 

 

Dear Valued Customer,  

 

Thank you for making TorkLift your choice for truck, camper packages and accessories 

for your vehicle. By choosing TorkLift products, you have chosen a company that has 

been serving the RV industry for nearly 40 years and whose name has become 

synonymous with strength, quality and advanced design and installation.  

 

Please take a few moments of your time to complete the Product Registration 

Warranty Card on the next page. When registering your newly purchased TorkLift 

products, you can be assured that your contact information is secure and that you and 

your product are getting the attention and respect that you deserve.  

 

Thank you again for choosing TorkLift quality products. 

Register for your lifetime warranty and receive a free Torklift  

International gift. 

To Fax: Send copies of the questionnaire, warranty card and receipt to  

253-854-8003 

To E-mail: Send copies of the questionnaire, warranty card and receipt to 

warranty@torklift.com 

To Mail: Send to Torklift International 322 N. Railroad Ave Kent, WA 98032 

http://www.torklift.com/
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PLEASE FILL OUT THIS FORM COMPLETELY AND RETURN TO TORKLIFT WITHIN 
30 DAYS OF PURCHASE ACCOMPANIED BY A COPY OF YOUR ORIGINAL  RECEIPT

1. PART(S) PURCHASED

2. PURCHASER INFORMATION

3. TRUCK INFORMATION

YEAR: ______________ MAKE: _________________       

4. CAMPER INFORMATION

YEAR: ___________  MAKE: _______________  MODEL: ________________

5. DEALER INFORMATION

PURCHASED FROM: ______________________________________________

CITY: _________________    STATE: _____  ZIP / POSTAL: ______________

INSTALLED BY:    OWNER          ABOVE DEALER         ANOTHER DEALER 

IF ANOTHER DEALER, WHO: _______________________________________

PART#: ___________________    PART#: _______________________

OFFICIAL WARRANTY  REGISTRATION CARD

PART#: ___________________    PART#: _______________________

NAME: _____________________________________________________________

EMAIL: ______________________________                          

ADDRESS: __________________________________________________________

CITY: _________________  STATE: _____   ZIP / POSTAL CODE: ______________

                           
              

PHONE: (          )          -_________

MODEL:_____________    BED LENGTH: ___________

ADDRESS:______________________________________________________

TODAY’S DATE: _________________________


