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ENVIROSEAL HTS
DESCRIPTION:  Medium Duty, Vapour Permeable Roof Sarking (also available with an 
integrated tape release liner)
SUITABILITY:  Suitable for metal sheet roofs and cement or terracotta tiled roofs

PRODUCT NAME WIDTH (mm) LENGTH (m) m2 PER ROLL WEIGHT (kg) PRODUCT CODE

Enviroseal HTS 1500 30 45 18 185381

PRODUCT CONSTRUCTION

APPLICATION DETAIL

Bradford Enviroseal™ ProctorWrap™ HTS is suitable underneath metal sheet, cement, terracotta 
and slate tiled roofs. Bradford Enviroseal ProctorWrap HTS is a non-reflective vapour permeable 
product that does not provide a reflective R-Value.  It can significantly reduce risk of condensation 
in the roof space when a drained / vented cavity is provided adjacent to the membrane’s outer 
surface so no direct contact is made with the outer cladding profile. 

      This product is suitable for use in BAL regions 12.5 to 40 in accordance with AS 3959 when
combined with compliant metal ember guard mesh at ridges, valleys and gutter to provide needed 
drainage and venting cavity pathways. 

For more information on how to install this product correctly see the Bradford Roof Sarking 
Installation guide at bradfordinsulation.com.au

PRODUCT DIMENSIONS

IMPORTANT INFORMATION

This product is only recommended for the applications listed in this datasheet unless 
advised otherwise by an official Bradford technical representative.
 This product is not recommended for use in tropical climate zone 1 where the external 
humidity is higher than the inside of the structure.
 This product is not designed to withstand prolonged exposure to UV or weather. Once 
installed the exterior roof must be applied as soon as possible.
 Prior to installation, this product should be stored in a cool dry place away from sunlight, 
and should not come into contact with wet concrete or alkaline based materials.

CLASSIFICATION

PRODUCT DESCRIPTION

Bradford Enviroseal™ ProctorWrap™ HTS is a UV stabilised tear resistant 3-ply spun bonded 
polyolefin membrane with reinforcement scrim bonded together using a laminating adhesive. 
This product is also available with an integrated tape release liner.

  This product meets the requirements of the AS/NZS 4200.1 and is suitable for use in Australian 
residential applications.

APPLICATION TABLES

Pitched Metal Roof 
Non-Ventilated 

Roof Space

CLIMATE ZONE

This product is recommended for use in warm to cold climate zones where there are higher levels of 
insulation used and vapour permeable and water barrier properties are required. 

This product meets the requirements of AS/NZS 4200.1
CRITERIA RESULT
Product Identifier Enviroseal HTS
Duty Classification (AS/NZS 4200.1) Medium Duty

Tensile Strength (AS/NZS 1301.448s)
Machine ≥ 9.5
Lateral ≥ 7.5

Edge Tear Resistance (TAPPI T470)
Machine ≥ 90
Lateral ≥ 90

Water Control Classification (AS/NZS 4201.4) Water Barrier
Vapour Barrier (ASTM E96) Class 4 Vapour Permeable
Vapour Permeability (ASTM E96) > 1.1403 μg /N.s

Emissivity (AS 4201.5)
Inward Facing Non-Reflective (0.9)

Outward Facing Non-Reflective (0.9)
Flammability Index (AS 1530.2) ≤ 5 (Low)
Electrical Conductivity (AS/NZS 3100) Non-Conductive

Resistance to Dry Delamination (AS/NZS 4201.1) Pass
Resistance to Wet Delamination (AS/NZS 4201.2) Pass
Shrinkage (AS/NZS 4201.3) ≤ 0.5%

Classifications in accordance with AS/NZS 4200.1. This product should be installed in accordance with AS 4200.2

Pitched Tile Roof 
Non-Ventilated 

Roof Space

Green Spunbond

Grey Spunbond

Vapour Permeable Film

PE Reinforced Scrim

Technical Datasheet
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Weather Exposure: This product is a secondary sarking material and is not designed to withstand 
prolonged direct exposure to the elements - accordingly, the exterior cladding and/or roof should 
be installed without delay. Product exposed to harsh weather conditions, or UV for more than 6 
weeks in walls or 4 weeks in roof applications, should be inspected for damage prior to installation 
of the exterior cladding and damaged product should be repaired or replaced to comply with the 
product warranty.

Nominal Thickness < 1.0 mm

CSR Bradford  Locked Bag 1345 North Ryde BC NSW 1670
bradfordinsulation.com.au

CSR Bradford is a business division of CSR Building Products Limited ABN 55 008 631 356 
The contents of this brochure are copyright protected and may not be reproduced in any form without prior written consent of CSR Bradford. Recommendations and advice regarding the use 
of the products described in this brochure are to be taken as a guide only, and are given without liability on the part of the company or its employees. We reserve the right to change product 
specifications without prior notification, please refer to the CSR Bradford website for the latest revision of this document. The purchaser should independently determine the suitability of the 
product for the intended use and application.

For further technical advice  
call 1300 850 305 or  
visit bradfordinsulation.com.au

Enviroseal HTS-IT 1500 30 45 18 190904




