
.745".3760"

.375" .855"
.465" 1.435"

OD

.745" .3085"

.470" .700"

.545" 1.225"

OD .745" .3375"

.470" .600"

.545" 1.225"

OD

Intake Exhaust

.745" .3375"

.470" .600"

.545" 1.225"

OD

.745".3745"

.450" .755"
.540" 1.370"

OD
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134	 Order at 1-800-533-8010 (Outside US & Canada, 1-507-452-1830) or Online at www.goodson.com

"�Thank you for a good supply of tooling. Everyone there is very helpful. You don't always find that anymore."
- John Bursick, Harts Machine Service, Cecil, OH, Goodson Customer since 1997

Shovel Head 80" (78-83)
• �Use with 71036 OE Style Seals
	 Intake or Exhaust	 Manganese	 Cast
OD	 ID	 OAL	 Size	 Bronze	 Iron	 Supersedes
.6250"	 .3745"	 1.910"	   Std.	 20-2050M	 20-2050C	 HVG-5400
.6260"			   +.001"	 20-2051M	 20-2051C	 HVG-5401
.6270"			   +.002"	 20-2052M	 20-2052C	 HVG-5402
MSRP / Jobber

Shovel & Pan Heads
• �Use with 71011 Viton seals  

or 71035 OE Style Seals
	 Intake or Exhaust	 Manganese	 Cast
OD	 ID	 OAL	 Size	 Bronze	 Iron	
.5650"	 .3760"	 1.900"	   Std.	 20-2020M	 20-2020C	
.5660"			   +.001"	 20-2021M	 20-2021C	
.5670"			   +.002"	 20-2022M	 20-2022C	
.5680"			   +.003"	 20-2023M	 20-2023C
.5750"			   +.010"	 20-2029M	 20-2029C
MSRP / Jobber

Twin Cam & Evo Sportster w/ 7mm Valves
• Use with 71028 (0.562") Viton Seals
	 Intake 	 Manganese	 Cast
	OD	 ID	 OAL	 Size	 Bronze	 Iron	 Supersedes
.5625"	 .2760"	 2.040"	   Std.	 20-20690M	 ———	 HVG-6600
.5635"			   +.001"	 20-20691M	 ———	 HVG-6601
.5645"			   +.002"	 20-20692M	 ———	 HVG-6602
.5725"			   +.010"	 20-20699M	 ———
	 Exhaust	 Manganese	 Cast
OD	 ID	 OAL	 Size	 Bronze	 Iron	 Supersedes
.5620"	 .2755"	 2.040"	   Std.	 20-20700M	 ———	 HVG-6700
.5630"			   +.001"	 20-20701M	 ———	 HVG-6701
.5640"			   +.002"	 20-20702M	 ———	 HVG-6702
.5720"			   +.010"	 20-20709M	 ———
MSRP / Jobber

Evolution, Twin-Cam & Evo Sportster 
With 5/16" Valves (.530" Top Guides)
• �Use with 71045 Viton Seals
	 Intake 	 Manganese	 Cast
	OD	 ID	 OAL	 Size	 Bronze	 Iron	 Supersedes
.5625"	 .3075"	 2.100"	   Std.	 20-20860M	 ———	 HVG-5600
.5635"			   +.001"	 20-20861M	 ———	 HVG-5601
.5645"			   +.002"	 20-20862M	 ———	 HVG-5602
	 Exhaust	 Manganese	 Cast
OD	 ID	 OAL	 Size	 Bronze	 Iron	 Supersedes
.5625"	 .3096"	 2.100"	   Std.	 20-20870M	 ———	 HVG-5700
.5635"			   +.001"	 20-20871M	 ———	 HVG-5701
.5645"			   +.002"	 20-20872M	 ———	 HVG-5702
.5725"			   +.010"	 20-20879M	 ———
MSRP / Jobber	

.615" .2760"

.685"

.735"
.702"

1.305"

OD .615" .2755"

.685"

.735"
.920"

1.305"

OD

.615" .3075"

.620" .737"

.665" 1.435"

OD .615" .3075"

.620" 1.135"

.665" 1.435"

OD

Intake Exhaust

Evolution, Twin-Cam & Evo Sportster 
With 5/16"Valves (.420" Guide Top)
• �Use with 71010 Viton Seals or 71032 OE Style Seals
	 Intake 	 Manganese	 Cast
	OD	 ID	 OAL	 Size	 Bronze	 Iron	 Supersedes
.5620"	 .3098"	 2.100"	   Std.	 20-2120M	 20-2120C		
.5630"			   +.001"	 20-2121M	 20-2121C	 HVG-5600S
.5640"			   +.002"	 20-2122M	 20-2122C	 HVG-5601S
.5720"			   +.010"	 20-2129M	 ———
	 Exhaust	 Manganese	 Cast
OD	 ID	 OAL	 Size	 Bronze	 Iron	 Supersedes
.5620"	 .3098"	 2.150"	   Std.	 20-2130M	 20-2130C
.5630"			   +.001"	 20-2131M	 20-2131C	 HVG-5700S
.5640"			   +.002"	 20-2132M	 20-2132C	 HVG-5701S
.5720"			   +.010"	 20-2139M	 ———
MSRP / Jobber

.615" .3098"

.650"
.700" 1.400"

OD

.800"

.615" .3098"

.650"
.700" 1.450"

OD

1.150"

Intake Exhaust

Intake Exhaust

.600" .2347"

.480"
.545"

.540"
1.110"

OD .600" .2342"

.480"
.545"

.600"
1.110"

OD

Intake Exhaust

Milwaukee-Eight™ Valve Guides
• Use with 6mm seals (71046 or OE)
	 Intake	 Manganese	 Cast
	OD	 ID	 OAL	 Size	 Bronze	 Iron
.4750"	 .2347"	 1.655"	    Std.	 20-21020M	 ———
.4760"			   +.001"	 20-21021M	 ———
.4770"			   +.002"	 20-21022M	 20-21022C
.4850"			   +.010"	 20-21029M	 20-21029C
	 Exhaust	 Manganese	 Cast
	OD	 ID	 OAL	 Size	 Bronze	 Iron
.4750"	 .2342"	 1.655"	    Std.	 20-21030M	 20-21030C
.4760"			   +.001"	 20-21031M	 20-21031C
.4770"			   +.002"	 20-21032M	 20-21032C
.4850"			   +.010"	 20-21039M	 20-21039C
MSRP / Jobber

Sportster (1970-1983)
• �Use with 71033 (intake) & 71034 (exhaust) OE-Style Seals
	 Intake 	 Manganese	 Cast
	OD	 ID	 OAL	 Size	 Bronze	 Iron	 Supersedes
.5650"	 .3085"	 1.770"	   Std.	 ———	 20-2320C	 HVG-5100C
.5660"			   +.001"	 ———	 20-2321C	 HVG-5101C
.5670"			   +.002"	 ———	 20-2322C	 HVG-5102C
	 Exhaust	 Manganese	 Cast
OD	 ID	 OAL	 Size	 Bronze	 Iron	 Supersedes
.5650"	 .3375"	 1.770"	   Std.	 ———	 20-2330C	 HVG-5200C
.5660"			   +.001"	 ———	 20-2331C	 HVG-5201C
.5670"			   +.002"	 ———	 20-2332C	 HVG-5202C
MSRP / Jobber

https://goodson.com/collections/catalog-page-134?utm_source=catalog&utm_medium=referral&utm_campaign=browse&utm_content=cat_page

