
1. IDENTIFICATION
Part No. and Description: HBS-1, Hylomar Sealant 100 Gram Tube
Material Name: Valco Hylomar Universal Blue 710XX251, 710XX253, 710XX255, 710XX260, 710XX274, 710XX283,
710XX285, 710XX286, 710XX326, 710XX327, 710XX329, 710XX337
Trade Name & Synonyms: Hylomar Universal Blue
Description: A Silica filled polyurethane/polyester mixture dispersed in methylene chloride.
Proper Shipping Name: Toxic liquiD oRgaNic N.o.S. (Contains Dichloromethane)
NFPa = NaTioNal FiRE PRoTEcTioN aSSociaTioN: 704
Health (NFPa): 2   Flammability (NFPa): 1 Reactivity (NFPa): 0
Transportation information: UN# 2810 Packaging group: III Hazard Class 6.1
Shelf life: 2 years HMiS: 310C

Manufacturer: Hylomar LTD Distributor: Goodson Tools & Supplies
Cale Lane, Wigan, England 156 Galewski Drive

Winona, MN 55987
507-452-1830 or 800-533-8010

Emergency Phone: 800-924-6804 (24 hours) or INFOTRAC at 800-535-5053

2. HAZARDOUS INGREDIENTS/IDENTITY INFORMATION
HaZaRDouS coMPoNENTS (SPEciFic cHEMical iDENTiTY - coMMoN NaME(S)): DICHLOROMETHANE
ligHT = 63% (DICHLOROMETHANE) MEDiuM = 55% (DICHLOROMETHANE) HEaVY = 30% (DICHLOROMETHANE)
l - 25 = 75% (DICHLOROMETHANE) l - 20 = 80% (DICHLOROMETHANE) l - 14 = 86% (DICHLOROMETHANE)
caS NuMBER: #75-09-02 acgiH TlV/TWa: 174 MG/KG TlV/STEl: N/A
HaZaRDouS coMPoNENTS (SPEciFic cHEMical iDENTiTY - coMMoN NaME(S)): POLYESTER POLYOL
ligHT =   37+/-5% (POLYESTER POLYOL) MEDiuM = 45+/-5% (POLYESTER POLYOL) HEaVY = 70+/-5%
(POLYESTER POLYOL) 
l - 25 = 25+/- 5% (POLYESTER POLYOL) l - 20 = 20+/-5% (POLYESTER POLYOL) l - 14 = 14+/-5% (POLYESTER
POLYOL)
HEalTH HaZaRD: Harmful if swallowed. Can cause skin and eye irritation.
Hylomar Universal Blue is suspected of causing cancer and damage to Central Nervous System, Kidney and Liver through
prolonged or repeated exposure.
PREcauTioNaRY STaTEMENTS: Obtain special instructions before use. Do not handle until all safety precautions have
been read and understood. Use only outdoors or in well ventilated areas. Do not breathe mist or vapor. Wear protective
gloves and safety glasses. Do not eat, drink or smoke when using this product. Wash thoroughly after handling. Avoid
release to the environment. 
iF SWalloWED: Call a Poison Control Center and/or doctor. Rinse mouth. If skin irritation occurs get medical attention. 
EYES: Rinse with water for several minutes. Remove contact lenses if present and easy to do so. Continue rinsing. If eye
irritation persists, get medical attention.
iNHalaTioN: Remove to fresh air and keep at rest in a position comfortable for breathing. Take off contaminated clothing
and wash before reuse.
SToRagE: Store in a well ventilated place. Keep containers closed tightly.
DiSPoSal: Dispose of contents/container in accordance with local, regional, national and international regulations.
NoTE: HYLOMAR PUTTY, I.E., THE RESIDUE AFTER SOLVENT EVAPORATION IS NOT KNOWN TO BE HARMFUL.  

3.   INGREDIENTS
cHEMical NaME % caS No/Ec No iNDEx No
Dichloromethane 25-65% 75-09-2 602-004-00-3

200-838-9
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claSSiFicaTioN: DSD: Carc. Cat. 3;R40
CLP: Acute Tox. 4;H302, Skim Irrit. 2;H315, Eye Irrit. 2;H319, STOT SE 3;H336, 

Carc. 2;H351, STOT RE 1;H372
coMMENTS: All concentrations are in percent by weight unless ingredient is a gas. Gas concentrations are in percent by
volume.

4. FIRST AID MEASURES
gENERal iNFoRMaTioN: Ensure that medical personnel are aware of the material(s) involved and take precautions to
protect themselves.
iNHalaTioN: Move into fresh air and keep at rest. If not breathing, give CPR, or if trained personnel are available give
oxygen. Get medical attention if discomfort continues. 
SkiN: Take off all contaminated clothing. Wash skin thoroughly with soap and water. If irritation develops and persists,
seek medical attention. 
EYES: Rinse eyes with water. Remove contact lenses and continue flushing eyes with running water for at least 15
minutes. Hold eyelids apart to ensure rinsing of the entire surface of the eye and lids with water. Get immediate medical
attention.
iNgESTioN: Rinse mouth thoroughly. Do not induce vomiting. If vomiting occurs, keep head low so that stomach content
does not get into lungs. Drink a few glasses of water of milk. Get medical attention immediately.
coMMoN SYMPToMS: Symptoms include itching, burning, redness and tearing of eyes. Itching, redness, burning of
skin. Vapors may cause drowsiness and dizziness.
Note to Physician: Provide general supportive measures and treat symptomatically.

5. FIREFIGHTING MEASURES
gENERal FiRE HaZaRDS: Product is non-flammable
Extinguishing Media Suitable Media: Water spray, foam, dry powder or carbon dioxide. 
unsuitable Media: Do not use water jet as an extinguisher as this will spread the fire.
Special Hazards: By heating and fire, toxic vapors/gasses may be formed. Solvent vapors may form explosive mixtures
with air.
advice for Firefighters Protective Equipment: Self-contained breathing apparatus and full protective clothing must be
worn in case of fire. Respiratory protection - follow the general fire precautions indicated in the workplace. 
Firefighting Procedures: Cool containers exposed to heat with water spray and remove container if no risk is involved.
Prevent runoff from fire control or dilution from entering streams, sewers or drinking water supply.

6. ACCIDENTAL RELEASE MEASURES
PERSoNal PREcauTioNS, PRoTEcTiVE EquiPMENT aND EMERgENcY PRocEDuRES
Non Emergency Personnel: Keep upwind. Ventilate closed spaces before entering them. Avoid inhalation of vapors,
spray and contact with skin and eyes. Do not touch damaged containers or spilled material unless wearing appropriate
protective clothing.
Emergency Personnel: Keep unnecessary personnel away. Wear protective clothing.
Environmental Precautions: Prevent further leakage or spillage if safe to do so. Do not discharge into drains, water
courses or onto the ground.
clean up: Eliminate all ignition sources. Ventilate area. Wipe up with absorbent material (cloth, fleece) Transfer to a
container for disposal. Following product recovery, flush area with water.

7. HANDLING AND STORAGE
Handling: Keep away from sources of ignition. NO SMOKING. Use only outdoors or in a well ventilated area. Avoid
inhalation of vapors/spray and contact with skin and eyes. Wear protective clothing. Avoid prolonged exposure. Wash
thoroughly after handling. Wash contaminated clothing before reuse. Observe good industrial hygiene practices. Avoid
release to the environment.
Storage: Keep container tightly closed in a cool, well ventilated place. Keep away from heat, spark open flame and other
sources of ignition. Store away from incompatible materials. Store in closed original container at temperatures between
5°C and 25°C (41°F and 77°F).
Specific uses: Non-setting and non-hardening Gasketing Compound.

8. PERSONAL PROTECTION
occuPaTioNal ExPoSuRE liMiTS
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coMPoNENTS TYPE ValuE
Dichloromethane (75-09-2) TWA 100 ppm

STEL 1060 mg/m3
300 ppm

TWA 350 mg/m3
Biological liMiT ValuES
coMPoNENTS ValuE DETERMiNaNT SPEciMEN SaMPliNg TiME
Dichloromethane (75-09-2) 30 PPM Carbon Monoxide end-tidal breath end of shift

Provide adequate ventilation. Observe Occupational Exposure Limits and minimize the risk of inhalation of vapors.
Personal protective equipment should be chosen according to CEN standards and in discussion with the supplier of the
personal protective equipment.
EYES: Safety glasses with side shields or chemical type goggles.
HaNDS: Protective gloves. Polyvinyl alcohol gloves are recommended. Change gloves frequently.
RESPiRaToRY: In case of inadequate ventilation or risk of inhalation of vapors, use suitable respiratory equipment with
gas filter (type A2) or an approved respirator.
HYgiENE: Wash thoroughly after handling the material and before eating, drinking and/or smoking. Routinely wash work
clothing and protective equipment to remove contaminants.  

9. PHYSICAL & CHEMICAL PROPERTIES
appearance: Blue thixotropic gel Physical State: Liquid
Form: Thixotropic gel color: Blue
odor: Sweet Flash Point: N/A
auto ignition Temperature: 600°C (1112°F) Vapor Pressure: 47 kPa (20°C, 68°F)

Vapor Density: 2.93 (Air=1) (20°C, 68°F)
Relative Density: 1.32 (20°C, 68°F) Solubility: Slightly miscible (water)
Partition coefficient (N-octanol/water): Log Pow: 1.25-1.30 (measured)
Voc (weight %): 25-65% (Test Method 1.1A Determination of Volatile Matter)

10. STABILITY AND REACTIVITY DATA
Reactivity: This product is stable and non reactive under normal conditions of use, storage and transport.
chemical Stability: Material is stable under normal conditions.
Hazardous Reactions: No dangerous reaction known under conditions of normal use.
avoid: Heat, sparks, flames, elevated temperatures.
incompatible Materials: Strong oxidizing agents. Alkali metals.
Hazardous Decomposition Products: Phosgene. Hydrogen Chloride. Carbon Monoxide. Carbon Dioxide.

11. TOXICOLOGICAL INFORMATION
Occupational exposure to the substance or mixture may cause adverse effects.
information on likely Routes of Exposure:
ingestion: Harmful if swallowed. Ingestion may cause irritation and discomfort.
inhalation: Vapors may cause drowsiness and dizziness.
Skin: Causes skin irritation. May be absorbed through the skin.
Eye: Causes serious eye irritation.
Symptoms: Symptoms include itching, burning, redness, and tearing of eyes. Itching, redness and burning of skin.
Vapors may cause drowsiness and dizziness.

iNFoRMaTioN oN Toxicological EFFEcTS
acute Toxicity: Harmful if swallowed.

PRoDucT TEST RESulTS
Universal Blue Light, Medium and Heavy Grades (Mixture) Acute Dermal LD50 Rat: > 2000 mg/kg

Acute Inhalation LC50 Rat: 15000 ppm
Acute Oral LD50 Rat: 1410-2524 mg/kg

coMPoNENTS TEST RESulTS
Dichloromethane (75-09-02) Acute Oral LD50 Rat: 1600 mg/kg
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SkiN: Causes skin irritation.
EYES: Causes serious eye irritation.
RESPiRaToRY: Not Classified.
gERM cEll MuTagENiciTY: Positive in vitro, but negative in vivo assays.
caRciNogENiciTY: Suspected of causing cancer.
TaRgET oRgaN: May cause damage to liver, kidney, central nervous system.

Symptoms may be delayed. Severe overexposure may cause cardiac sensitization and result in irregular rhythm.

12.   ECOLOGICAL INFO
ToxiciTY
PRoDucT TEST RESulTS
Universal Blue Light, Medium and Heavy Grades (Mixture) EC50 Algae:>662 mg/l 48 hours

EC50 Daphnia magna: 135-2270 mg/l 48 hours
LC50 Guppy (Poecilia reticulate): 295 mg/l 14 days
LC50 Salmo garidneri: 5.5 mg/l 96 hours
NOEC Pimephales Promelas: 357 mg/l 8 days

coMPoNENTS TEST RESulTS
Dichloromethane (75-09-02) EC50 Water flea (Daphnia magna): 1250 mg/l 48 hours

LC50 Fathead minnow (pimephales promelas): 140.8 -
277.8 mg/l 96 hours

PERSiSTENcE aND DEgRaDaBiliTY: The product is not readily biodegradable. BOD: 5-25% / 28 days. The product is
intrinsically biodegradable. Degradation = 100% / 28 days.
BioaccuMulaTiVE PoTENTial: Potential to bioaccumulate is low. BCP (Cyprinus carpio): 6.4-40, 42 days at 0.025
ppm. Log Pow: 1.25-1.30 (measured).
MoBiliTY: The product is slightly soluble in water.
ENViRoNMENTal: Log Pow: 1.25 - 1.30 (measured)

This product is not classified as environmentally hazardous. However, this does not exclude the possibility that large or
frequent spills can have a harmful or damaging effect on the environment. An environmental hazard cannot be excluded
in the event of unprofessional handling or disposal. 

13.   DISPOSAL CONSIDERATIONS
Do not discharge into rivers, lakes, mountains, etc. because the product may affect the environment.

Empty containers should be taken to an approved waste handling site for recycling or disposal. The waste code should be
assigned in discussion between the user, the producer and the waste disposal company. Do not discharge into drains,
water courses or onto the ground. Collect and reclaim or dispose in sealed containers at licensed waste disposal site.
Dispose of contents/container in accordance with local/regional/national/international regulations.

14.  TRANSPORTATION
uN Number: UN2810
Proper Shipping Name: Toxic liquid, Organic, N.O.S. (Dichloromethane)
Hazard class: 6.1
Packing group: III
labels Required: 6.1

15.  DISCLAIMER
To the best of our knowledge, the information contained herein is accurate; obtained from sources believed by
goodson to be accurate. Since the conditions and methods of use of this product are beyond our control, we
disclaim any and all liability arising out of the improper use of this product or the information provided here with.
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