
SWD-UNI 
Universal Dressing Stand

Instructions

Please read instructions before using

 
Instructions
Lever A:  Used for moving the dressing 

diamond across the face of the 
valve seat stone

Lever B:  Used to adjust the diamond dress 
angle from 90º (vertical) to 0º 
(horizontal) in 1º increments.  
To adjust the angle, hold lever A, 
loosen lever B and move it to the 
desired angle by swinging lever A. 
Tighten lever B when the desired 
angle is achieved.

Lever C:  Use to adjust the dresser head 
position in relation to the dresser 
pilot.

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

REPLACEMENT PARTS LIST
Spring Detent  SWD-UNI-DET
Arm Assembly with Spring & Plunger  SWD-UNI-ARM
Dresser Pilots (select based on stone holder type)
Fits Stone Holder Type OAL Order No. Brand
A .437" Hex Stone Holder 59⁄16" 031-1102-89 Kwik-Way
B .437" Hex Stone Holder 81⁄2" 031-0202-71 Kwik-Way
C .406" Hex Stone Holder 49⁄16" 031-1102-03 Kwik-Way
D .406" Hex Stone Holder 51⁄2" 031-1102-38 Kwik-Way
E .437" Hex or Flex Stone Holder 71⁄4" 031-0202-80 Kwik-Way
F .385" Top Stone Holder 6" 031-0202-55 Sioux
G .375" Top Stone Holder 63⁄8" 031-0202-47 B&D KO Lee
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SWD-UNI — Rectificatora Para 
Piedras de Aseintos de Válvulas

Instrucciones

Por favor de leer las instrucciones antes 
de usar.

 
Instrucciones
Palanca A:  Usado para mover el diamante 

de revestimiento (G-13P) a 
trave de la cara de la rueda

Palanca B:  Usado para adjusta el diamante 
de aguzar de 90º (vertical) a 0º 
(horizontal) en incrementos de 
1º. Sostiene la palanca A, afloja 
palanca B, mueve a grados 
deseado por mecesiento 
calanca A. Apriete palanco B 
cuando deseado.

Palanca C:  Ajusta la cabeza de 
revesimiento adentrao o fuera 
del piloto.

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

REPLACEMENT PARTS LIST
Parada de Resorte    SWD-UNI-DET
Ensamblaje de Brazo Principal Con Resorte y Soporte de Mano SWD-UNI-ARM
Diamante Superior de Reemplazo    G-13P
Pilotos Centrales Para Afiladores de Piedras
Para Porta Piedras de Tipo Largo Total Order No. Brand
A Acople Hexagonal de .437" 59⁄16" 031-1102-89 Kwik-Way
B Acople Hexagonal de.437"  81⁄2" 031-0202-71 Kwik-Way
C Acople Hexagonal de.406"  49⁄16" 031-1102-03 Kwik-Way
D Acople Hexagonal de.406" 51⁄2" 031-1102-38 Kwik-Way
E Acople Hexagonal o de Flex de.437" 71⁄4" 031-0202-80 Kwik-Way
F Porta Piedras Para .385" 6" 031-0202-55 Sioux
G Porta Piedras Para .375" 63⁄8" 031-0202-47 B&D KO Lee

© Goodson Tools & Supplies Noviembre 2016

Palanca B

Palanca C

Palanca A

Piloto Central

A

BD

C

E

F

G


