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Zerk-Lock™ Grease Fitting Adapter

Fittings, Adapters and Accessories

Connects any ⅛" NPTF male tube adapter directly to a standard grease fitting.
Aluminum, carbon steel construction; fluorocarbon elastomer seal.

Model No. Thread
Dimensions

A 
 in./mm

B  
in./mm

C-Hex  
in. / mm

270784 ¹⁄₈" NPSL Female .625 / 15.9 .500 / 12.7 .500 / 12.7

Note:
Zerk-Lock, with a straight female thread, is designed to accept a tube connector with a tapered male 
thread. This tapered to straight thread engagement is required for secure seal.

Swivels
Model No. Description

91048 ⅛" NPT male x ⅛" NPT female 90° swivel
91308 ⅛" NPT male x ⅛" NPT female straight swivel

Street Tee
Model No. Description

276407 ¹⁄₈" NPT male x ¹⁄₈" NPT female x ¹⁄₈" NPT female

Adapter Unions
Model No. Description

66649 ⅛" NPT male x ⅛" NPT female swivel adapter union

Installation/Assembly Tools
Model No. Description

226-12508-5 Plastic Tube & Hose Cutter
226-13095-7 Replacement Blade
241238 Hose Swedging Tool
274062 Hand vise for quick connect and reusable hose ends
532-31847-1 Tool for Loosening Quickline-Type Fittings
276424 Quicklub Spare Parts Kit

Model No. Description

247615 Staking tool for the 270784 Zerk Lock fitting

Metric Adapters*
Model No. Description

20042 M6X1 male x ⅛" NPSF female straight
20043 M6X1 male x ⅛" NPSF female 90°
244201 ⅛" BSPT male x ⅛" NPT female thread

304-19166-1 M6X1 male x ¼" - 28 SAE female
304-19165-1 M8X1 male x ¼" - 28 SAE female
304-19164-1 M10X1 male x ¼" - 28 SAE female

241650 ⅛" BSPT male x ⅛"  NPT female thread - stainless steel
273482 M8X1 male x ⅛" NPT female straight
277307 M8X1 female x M8X1.25 male 90°

* Contact Lincoln for a complete metric Quicklub catalog.


