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Remote Lube Fitting Systems

Hose Ends for ⅛" I.D. Hose

No. 241289

No. 246002

Part No. Description

241289 ¹⁄₈" NPT swedge on hose stud (Requires swedging 
tool)

246002 ¹⁄₈" NPT field installable hose coupling (swedging 
tool not required)

Installation Tools
Hose 
Swedging 
Tool
Part No. 
241238

Hose Ends for Use with Quicklinc FittingsNo. 272394

No. 272401

No. 274238 No. 274239

No. 272427

Part No. Description

272394 Hose stud, 90° (to be used with 272427)
272401 Hose stud, straight (to be used with 272427)
272427 Threaded sleeve
274238 Stainless steel hose stud sleeve
274239 Stainless steel straight hose

Hose End Connecting Tools

No. 274062

Part No. Description

274062 Hand vise for quick connect and reusable hose ends

Bulkhead Connectors
Part No. Style A B C D

13154 1 ¹⁄₈" PTF ¹⁄₂" / 12.7 mm ¹⁄₄" -28 ³⁄₁₆" / 4.8 mm
14054 1 ¹⁄₈" PTF ¹⁄₂" / 12.7 mm ¹⁄₄" -28 ¼" / 6.4 mm
13155 2 ¹⁄₈" PTF ¹⁄₂" / 12.7 mm ¹⁄₄" -28 ³⁄₁₆" / 4.8 mm

51055 Lock Nut ¹⁄₈" N.P.S.M. threadNo. 51055

Style 2Style 1

No. 66649

Reducing Bushings
Part No. A B C D

20024 ¹⁄₄" -28 THD ¹⁄₈" NPSF ⁷⁄₈" / 22.2mm ½" / 12.7 mm
67132 ³⁄₈" NPT ¹⁄₈" NPT ³⁄₄" / 19.1mm ¹¹⁄₁₆" / 17.5mm Hex
20011 ³⁄₈" NPT ¹⁄₄" NPT ³⁄₄" / 19.1mm ³⁄₄" / 19.1mm Hex

273482 8 mm x 1.0 ¹⁄₈" NPT 0.96" / 24.4mm ⁹⁄₁₆" / 14.2mm

Swivels
Part No. Style A B C

66717 1 ¹⁄₈" NPT — 1¹⁄₄" / 31.8mm
91048 2 ¹⁄₈" NPT ¹⁄₈" NPT 1¹⁄₄" / 31.8mm
91308 3 ¹⁄₈" NPT ¹⁄₈" NPT 1³⁄₈" / 34.9mm

Note: Not suitable for installations requiring continuous rotation.

Style 1

Style 2 Style 3

Adapter Union


