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Threaded Fittings

⅛" Pipe Thread
The ⅛" pipe threaded fittings are constructed for additional strength. This type 
of fitting is popular for use in the construction and agricultural industry and large 
industrial machinery.

Part 
No.

A 
in./mm

B 
in./mm

C 
in./mm

D 
in./mm

E F 
in./mm

G 
in./mm

5000 ²¹⁄₃₂ / 16.7 ¹⁹⁄₆₄ / 7.5 ⁷⁄₁₆ / 11.1 .400 / 10.2 — — —

5003 1¼ / 31.8 ²⁵⁄₃₂ / 19.8 ⁷⁄₁₆ / 11.1 .400 / 10.2 — — —

5009 2⅝ / 66.7 2⁵⁄₃₂ / 54.8 ⁷⁄₁₆ / 11.1 .400 / 10.2 — — —

5505 1 / 25.4 ⁵⁄₁₆ / 7.9 ½ /  12.7 .480 / 12.2 — — —

5200 ⁵⁷⁄₆₄ / 22.6 ¹⁹⁄₆₄ / 7.5 ⁷⁄₁₆ / 11.1 .400 / 10.2 45° ⁴¹⁄₆₄  / 16.3 ²⁷⁄₆₄ / 10.7

5300 ⅞ / 22.2 ⁹⁄₃₂ / 7.1 ⁷⁄₁₆ / 11.1 .400 / 10.2 65° ²³⁄₃₂ / 18.3 ½ / 12.7

5308 1⁷⁄₃₂ / 31.0 ⁹⁄₁₆ / 14.3 ⁷⁄₁₆ / 11.1 .400 / 10.2 65° ²³⁄₃₂ / 18.3 ½ / 12.7

5400 ²⁷⁄₃₂ / 21.4 ⁹⁄₃₂ / 7.1 ⁷⁄₁₆ / 11.1 .400 / 10.2 90° ⁴⁷⁄₆₄  / 18.7 ½ / 12.7

No. 5000 

No. 5200 
⅛" P.T.F. 

Spec. Short

No. 5400 
⅛" P.T.F. 

Spec. Short

⅛" P.T.F. Spec. 
Extra Short

No. 5003 
⅛" P.T.F. 

Spec. Short

No. 5009 
⅛" P.T.F. 

Spec. Short

No. 5505 
⅛" N.P.T.F.

No. 5300 
⅛" P.T.F. 

Spec. Short

No. 5308 
⅛" P.T.F. 

Spec. Short


