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AirCare™ Air Preparation Systems

Pressure Gauges—Low-Pressure Gauges
For air lines.

Part 
No.

Maximum 
Register

Indicator 
Needle

Dial Diameter  
in.

Connection

Size  
in.

Location

66100
200 psig /  
14 kg/cm² Single 2

¹⁄₄ NPT(M)
Bottom

600401 Back Center
66101 ¹⁄₈ NPT(M) Bottom

Pressure Gauges—High-Pressure Gauges
For lubricant supply lines.

Part 
No.

Maximum 
Register

Indicator 
Needle

Dial 
Diameter  
in. / mm

Size  
in.

Location

66689 2000 psig / 
140 kg/cm²

Single

2¹⁄₂ / 65
¹⁄₄

NPT(M)

Bottom68946 Dual
69844 3000 psig / 

210 kg/cm² Single69827 Back Center
66111 5000 psig / 

350 kg/cm²
3¹⁄₂ / 88.9

Bottom
69039 Dual 2¹⁄₂ / 65

Lubricant Filters
Remove solid contaminants before delivering lubricants to the supply line.Filters 
mount in pump outlet before vent valve on reciprocating pump systems.

* In-line filter with flouroelastomer seal.

Part 
No.

Element Size 
micron

Maximum Pressure:
Connections 

in.
Hex Body 
Size - in.

84004 140 5000 psig / 340 bar ½ NPTF (M) ¼

Lubricant Strainers
Remove solid contaminants before delivering lubricants to the supply line.Strainers 
mount at pump inlet.

Part No. Use with Pump/Model Type Strainer Size

82103 Series 20 Models 1823/282288 500 Micron

Note: Not recommended for use with heavy lubricants.


