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Injector Accessories

Closure Plugs for Injectors and Manifolds
For use in plugging lubricant outlets of injectors and manifolds.

Compression Nuts
* For plugging outlet of series SL-32, SL-33, SL-42, SL-43 injectors.

Model Style Material
Thread 
Size (in)

A  
in./mm

B  
in./mm

C  
in./mm

66260
One Piece

Brass

5⁄16-24 5⁄16 / 7.9 ½ / 12.7 ⅛ / 3.2
66260-9 Stainless Steel
83924

Two Piece
Brass

83924-9 Stainless Steel
66713 One Piece Brass 7⁄16-24 7⁄16 / 11.1 5⁄8 / 15.9 ¼ / 6.3

Injector-Operated Air Valve
Model For Injector Series Air Inlet Air Outlet
82272 SL-1, SL-44 ⅛" NPTF(F) ⅛" NPTF(F)

Air Lubricant Spray Devices

Model
Use With 

Series
Air Inlet 

(in)
Lubricant 
Inlet (in)

Spray 
Outlet

Air Consumption

68421

SL1, SL44 ¼ NPTF 
Female

¼ NPTF 
Female

Fixed 
Nozzle

3.5 CFM @40 PSI 
99 l/min @2.8 bar

4.1 CFM @60 PSI 
116 l/min @4.1 bar

5.2 CFM @80 PSI 
147 l/min @5.5 bar

69456 Swivel 
Nozzle

* 68587 Bulkhead 
Mount

84204 SL32, SL33, 
SL42, SL43

⅛ NPTF 
Female

7⁄16 – 24 Male Fixed 
Nozzle Throttle Controlled

Metric Outlet Adapters
Adapts injector outlet to 4 or 6 mm tubing.

Assembly comes with one nut and one ferrule.

Conversion Kit 
Model No.

Tubing 
Size

Material Nut Ferrule

249281 4 mm Carbon Steel 249277 249271

249282 6 mm Carbon Steel 249274 249273

Feedline Brush
Use to apply lubricant to chains and conveyors. 1⁄8" NPT(F) inlet, 1" long, 
5⁄8" surface area diameter; aluminum body with nylon bristles.

Model 68874

Style 1

Style 2

* 3⁄16" (4.8 mm) maximum bulkhead thickness.

Model Material Thread Size (in) A in./mm B in./mm Style

* 12698 Carbon Steel
5⁄16-24 5⁄16 / 7.9 ½/ 12.7

1

* 12698-9 Stainless Steel

2

12511 Carbon Steel
⅛ PTF

7⁄16 / 11.1
7⁄16 / 11.1

12511-9

Stainless Steel
67044 ⅜ NPT 13⁄16 / 20.6

67007
¼ NPT 3⁄16 / 4.8 ⅝ / 15.9

67007-9


