
Instruction Manual: Hose Splitter Assembly  

    

Step 1 Screw the splitter into the large outlet on the WaterMonster.  DO NOT over tighten.
It can be very difficult to remove if over tightened.  Remember, the water
is gravity fed, a loose fit will be sufficent.
Using teflon tape will help 

Step 2 Screw in both hoses to the splitter.  Again, DO NOT over tighten.  It can
be very difficult to remove if over tightened.

Step 3 Screw on the water dispensers on both hoses

Step 3 Open the ball valve on the WaterMonste tank to establish water flow.
Squeeze the dispenser for a few seconds to remove any trapped air
and to establish a good water flow.

Step 4 To ensure your water dispenser is flowing at its maximum rate, make sure
the sliver screw above the handle is all the way screwed in.   
If it isn't, you may experience slower flow rate.

More below



Tips/Troubleshooting When you are storing the hoses.  It is VERY important to coil them up
with NO CRIMPS.  Storing the hoses with crimps can be difficult to 
reshape.  A crimped hose restricts waterflow.
Also, drain out all the water in the hose before storing.

If waterflow slows or stops, please check the following

* Verify valve is turned on at the tank and the hose ends
* Verify there is no crimp in the hose
* Verify there is sufficent water in the tank.  
* Verify the water level in the tank is higher than the level you are pouring.

Stacking cups 3 or 4 levels high could experience poor flow performance 
as the tank gets low.

* If you raise the hose outlet higher than the water level in the tank, you
will lose water flow.

* To re-establish waterflow, simply lower the hose to ground level and
squeeze the dispenser until the water flow resumes.  
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