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READ AND SAVE THESE INSTRUCTIONS

Add: North Carolina USA

E-mail: sales@alorair.com 



AIR MOVER

Caution!  To decrease the danger of flame or electric stun, don't utilize 

this fan with any strong state speed control device. 

Caution!  Unit must be grounded. Try not to use with an additional line. 

Connect to an outlet with a ground fault interrupting device.

Caution!  Never work a unit with a broken control string, as this may 

prompt to electrical or fire dangers. If power line is broken, it must be 

replaced with the same type cord with the same amperage rating . 

Caution!  Don’t touch grills when unit is working. 

NOTICE:   Keep engine dry. For indoor use only. 

NOTICE:  Unplug when not being used or while moving unit. 

NOTICE:  Do not permit kids to play with or around the unit. Make sure 

the unit is out of reach to kids. 

NOTICE:  Always work the unit on a steady, level surface so it can't fall 

and cause harm. 

Caution! Don’t adjust or alter the unit in any way.Use the parts 

approved by ALORAIR Company. Adjustments or utilization of 

unapproved parts could void your warranty. Contact your approved 

distributor for help. 

Caution! 

A) Do not work any fan with a broken outlet or plug. Return the fan to 

an approved distributor office for examination and repair. 
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Safety Information 



AIR MOVER AIR MOVER

BEFORE YOU BEGIN 

Warranty registration

Please visit www.alorair.com to register your purchase for better 

helping you with utilizing, maintenance and other service. You can also 

scan QR code for more information. 
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Parts Identification

B) Do not run line under covering. Don’t cover line with floor 

coverings, runners, or other covers. Don’t course line under furniture 

or machines. Place the line far from crowded area where it won't be 

stumbled over.

Operation Positions: Inlet grill. Prevent obstructions

 from getting into unit.

Pro: Optional speed control 
with amperage shown.

Rear cord wrap . Wrap cord clockwise  secure 
with a plug clip restrained. 

Velo: On/Off switch. 
Circuit breaker reset switch 

 Front Lift/Cord Wrap tab. Wrap cord 

clockwise and secure with plug clip. 

GFCI-protected power outlet 
sockets with reset switch. 

 

 Carry strap 

 

 Stand folds out and locks (Pro only). 

 Outlet grill. Prevent obstructions from getting into unit



1. Remove four screws on from impeller side.  

 2. Remove six screws from the 

unit base. Take off the housing 

for inner parts washing.

Disassembly for housing & impeller washing

To disassemble the unit for 

washing, please follow the two 

steps listed near the picture.
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AIR MOVER
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AIR MOVER

1. Unwrap the rope and connect the unit to a standard 115V GFCI-protected outlet. Be 

certain switch is off before connecting the unit to electrical plug. 

2. Direct the unit outlet toward the surface need to be dried.Press the Up or Down button 

to adjust the airflow speed on the panel. 

3. When surface is dry, turn the unit off and place the unit in the other area need to be 

dried. 

4. When completed, unplug the unit and re-wrap the power line in the line wrap.

Electrical Safety Device:

Circuit breaker: Circuit breaker will automatically cut off the power when it finds power 

over-burden or short circuit conditions. Then check the power line for any damage and 

ensure it can be connected to an grounded outlet appropriately. Press the "Circuit Breaker 

Reset Switch” to restart the unit.

Ground Fault Circuit Interrupter: Ground Fault Circuit Interrupter will automatically cut off 

the power when it finds ground fault. Then check the power line for any damage and 

ensure it can be connected to an grounded outlet appropriately. Press the "Circuit Breaker 

Reset Switch” to restart the unit

Transport and Storage 

1. Utilize the handle to load or convey the unit. 

2. Wrap power line in a clockwise direction and secure with plug clip. 

3. Units might be stacked for transport and storage. when transporting in a vehicle, avoid 

the sliding and collision  to the air mover and staff.

4. Keep unit dry. Don’t let the unit touch rain or snow.

OPERATING INSTRUCTIONS Maintenance

Caution: Unplug unit before start maintenance. 

Before use

Check if the power line and plug is broken. Don’t use if broken. Grasp the plug(not the 

cord) to unplug.

Clean housing and impeller

If you find dust accumulated on the impeller, you need to disassemble the housing for 

cleaning. Please refer to the steps below. Please use soft cloth or pressurized air to clean 

the dust on the impeller. Liquid is not allowed to be used on the impeller, while mild 

detergent can be used to clean the housing. Make sure housing is dry for reassembling.


