
 

 

 

Macan Convenience Module Installation Guide 

 

 

Firstly, our sincere thanks for purchasing our Macan Convenience module, a lot of work and 
love went into the product and we hope you will find it very helpful.  

Let’s get started, In your box from us you should have: 

 

1) A convenience module,  

2) A custom wiring harness,  

3) A USB Cable 

 

Tools you will need: A T20 screwdriver and a Trim removal tool (or something that wont 
scratch any trim plastic) 

 

 

The module would have most likely been sent to you pre-configured to your vehicle and 
your requirements, so lets begin installation.  

The module lives in the rear trunk/boot lining of the vehicle but first just to be safe, lets 
remove the fuse for the module we are connecting to. You can disconnect the negative 
terminal of the battery of the vehicle if you wish instead, it is located underneath the trunk 
floor lining. Removing the fuse is sufficient though.  (Excuse the lack of hoovering, the car is 
the company work horse!) 

On the right-hand side of the trunk/boot you simply pull the panel back and it will reveal 4 
rows of fuses. We want to remove ROW E – FUSE 9, It is a 20A or 30A (dependent on year of 
Macan) fuse.   



 

 

Simply squeeze the pink cover at either end and it will allow you to access the fuse. Once 
removed, we can begin.  

 

This one:  



 

You will find 2 x T20 screws behind the rubber panels in each handle on the trunk/boot lid. 
Remove the small rubber panels by a trim removal tool (as shown) or something that won’t 
scratch any plastic in the surrounding area. Once you have removed these, twist the catch 
on the warning triangle housing in the middle of the trunk lid lining and remove the red 
triangle case (if you have one) This will reveal 2 more T20 screws, remove these too. 

 

 



 

 

Now you will remove the trunk/boot lining by pulling it down. It is held in place by various 
typically robust Porsche clips. Ideally you want to focus on the left-hand side of the lining as 
that is where the module we need is located. You can remove the whole panel as I have 
here so as to produce a better guide but usually, we pop just enough metal clips to lower 
the panel enough to access what we need. Watch the trunk/boot close button, you will 
need to pry it out gently and disconnect the small push terminal before lowering the panel 
completely. (otherwise it just hangs there looking sad and you may break it) 

 

Once you have removed/lowered the panel, you will see the trunk/boot controller to the 
left of the trunk/boot catch.  



 

 

There are 3 plugs on this controller, but we are only interested in the left two. One is power 
and the other is a larger connector for data.  

 

The power connector in the middle is a simple squeeze and pull, the data connector has a 
locking catch.  



 

You simply push this little catch in and slide the locking arm to the right, this will push the 
connector out of its housing.  

 

Like that. Once those two connectors are released from the module, then we simply 
connect them to the supplied harness.  

They are exactly the same fitment so will only go together correctly.  



 

Power... 

 

Data… remember the catch, start it off from the side position, but just enough off the 
bottom of its movement so it can move freely, push it in the yellow connector and you will 
see it trying to go vertical, push it together firmly and click it locked at the top.  



 

On its way… 

 

Done.  Now the pair should be locked together. You should feel a slight click when they lock.  



 

Lastly, connect our module to the remaining connector, it only goes in one way too! If you 
have any connections spare, please go back a few steps and check why. The cars connectors 
should go into the harness and the harness should connect to the car.  

Right, that’s the connection part complete, now to tidy up and put the trunk/boot lining 
back on.  

 

On the back of our module you will see a self-adhesive pad, you can use this to adhere the 
module to the car, I have mine as pictured.  



 

The module came with a USB lead, connect that to the module too. This is so if needs be, we 
can send you a link to software and via your computer connected to this USB lead, we can 
remotely access the vehicles data.  Our module does not write any data to the vehicle, so 
will not affect warranty and as you can see, easily removeable if you ever sell the car and 
buy another Macan!  

Now we put the lining back on the trunk/boot. If you have worked on just the left side it’s a 
case of lining back up the clips on the back and popping them back in, if you have removed 
the cover completely, its easier if you can get a second pair of hands to help hold it up, while 
you line up the clips and push it back together. Don’t forget to reconnect your trunk/boot 
button switch to the right of the trunk catch.  

Before you have fully attached the lining, pop off the left-hand side red reflector and line 
the USB cable up, this is so you can easily access that USB connection in the future if you 
need to. The reflector simply clips in and out.  



 

Once you have reassembled the lining and its all back together, you will be reinserting the 
fuse we took out earlier, ROW E -  Number 9, This one:  

 

Once that is complete, put the pink cover back on and put the right-hand side trunk/boot 
lining back on too.  

Right now the trunk/boot lid has no idea if it is open or closed, so close it manually by hand, 
pull it down and push it closed, you will hear it do its pull and click sound at full close like it 
should.  

That’s it, you are good to go. All the factory functions are the same, but you now you also 
have:  

 One touch closing of the trunk using the key fob. 
Simply hold the trunk button on the key fob for more than ¾ of a second and the trunk will 
automatically close. We chose that time as its an intentional hold, so you don’t accidentally start 



closing the trunk when you wish it to open further by repeatedly pressing the trunk button (factory 
feature 

 One touch closing of the trunk from the driver’s door button, without the ignition being 
on. 

Simply press the trunk button on the driver’s door (when the trunk is open) and the trunk will close 
automatically, you do not need to hold it nor have the ignition on. 

 Closing of the trunk whilst moving. 
Once the closing procedure has been initiated in the previous feature, you can drive off, the trunk 
will continue to close automatically. You must be stationary to begin closing but there is no speed 
limit once it has begun. Perfect for busy traffic at school pick ups or needing to get going asap. 

 Full closure of windows, trunk, sunroof and sunblind. 
Holding the lock button on the key fob for ¾ of a second triggers full closure mode, this will 
automatically close anything on the vehicle that is open (apart from the glovebox!), lock the doors, 
fold in the mirrors and set the alarm. 

 Summer mode 
Holding the unlock button on the key fob for ¾ of a second triggers summer mode, this will 
automatically open all the windows, fold out the mirrors, vent the sunroof and move the sunblind 
back enough to let hot air out of the vehicle. It will unlock the vehicle and disarm the alarm. 

 Mirror fold on lock/unlock (we will have pre-configured this for you) 
When the vehicle is locked or unlocked via the key fob, the mirrors will respond accordingly by 
folding in on lock and out on unlock. 

 Mirror puddle light delay on fold out. 
When the previous feature is activated at night and the vehicle is unlocked, the mirrors will fold out 
and once fully extended will activate the downward facing puddle lights (if fitted). 

 Entry and Drive full closure. (we will have pre-configured this for you) 
By holding your finger on the drivers door handle for a second or more, the auto full closure mode 
will activate (excluding trunk), if you have the entry and drive option on your vehicle. 

 Auto Volume down on ignition PCM 3/4 (we will have pre-configured this for you) 
Last but not least, the module will automatically turn the audio unit down upon ignition. So, 
although we cannot stop it reverting to the radio function, we can stop it blaring out! 
 

Try them out, we know you will find them very helpful and wonder why, like we did, Porsche 
never gave them to us from the factory!  

Please enjoy them and if you have any questions, please do not hesitate to contact us on 
info@nichetechnology.com (we are on European time, so we may not reply instantly 
outside of office hours) 


