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Innovations



ELECTROTHERMAL AFTERBURNER  
FOR  

CAFEMINO ELECTRIC



Cafemino Electric

Electrothermal Afterburner



ADVANTAGES
It can be used anywhere because the installation of the chimney connection is not needed 

No permission needs to be taken from the institutions for opening a new business  

Since no chimney connection is required, the cleaning costs significantly reduce the installation 
costs. 

It leads to low energy consumption compared to other afterburners 

Maintenance is very easy. 

Prevents smoke at workplace. 

Can be added to old model electric machines



The Connect 
Between 

Afterburner And 
Roasting 
Machine





Main Parts



1- CONNECTION BRACKETS: Allows 
roasting machine to be stabilized. 
2- SECONDARY PIPES: Provides entry into 
the electrothermal vesicle from the roasting 
machine.  
3- CARRIER BOTTOM CAR: Fixing and 
carrier part of the machines 
4- CARRIER LOWER WHEELS: It allows the 
machines to be fixed at the desired location. 
5- MAIN SWITCH:  Turns on or off the main 
electrical current input to the machine. 
6- EMERGENCY STOP SWITCH: It allows 
the machine cutting off its electricity in case of 
an emergency. 
7- START / STOP SWITCH: Allows heating 
element to be switched on or off.



8- DIGITAL  DISPLAY: It allows 
heating element’s temperature to 
be 
9- COOLING FAN: Allows 
cooling of electrical panel 
10- ELEKTROTERMAL 
RESERVOIR: Burned part of the 
exhaust gas.  
11- PROTECTIVE CAGE: 
Allows to protect the hopper 
output. 
12- OUTLET PIPE: Allowing the 
exhaust gas to escape. 



How to Use???







TROUBLESHOOTING
If the temperature does not rise;  

Check the resistance. 

Check the thermostat. 

Check the thermocouple. 

Check the control circuit. 

If the problem is not resolved, contact your authorized technical service for 
assistance



Any Question???




