
   

Installation Instructions
Model 500-S-UV-SB

Complete Umbrella System with Aluminum Boat Seat Bracket

First, using the stainless steel hardware included (3 screws, washers, 
locknuts & 1/8” hex key) and your 3/8” wrench, attach the 1-1/2” Ball Mount
(RAM 202U) to the top of the aluminum Boat Seat Bracket. Note: Install the
washers and lock nuts on the underside of the seat bracket.

Our Boat Seat Bracket (#ASSB-CA) mounts between the boat seat and
the seat swivel. After removing your seat from the boat, turn it upside 
down and remove the swivel mechanism. Place the Boat Seat Bracket 
between the swivel and boat seat and re-install the screws/bolts. (Note:
make sure the screws/bolts are long enough – with the added thickness 
of the seat bracket (3/16”) - to hold securely.) Once the Seat Bracket is
mounted, return the seat to the boat and secure in its original position. 

Now it’s time to attach the adjusting arm and umbrella to the Boat Seat
Bracket. Simply loosen the lever on the Adjusting Arm (RAM-201U-D) and
position it over the ball mount - spring end down. Next, place the umbrella
ball into the opposite end of the adjusting arm and tighten the lever. Your 
Always Shady Umbrella System is now mounted directly behind your seat
back and out of the way - yet still allows for easy adjustment. To reposition
your umbrella slightly loosen the locking lever on the adjustment arm, point
the umbrella at the sun, and then retighten the lever – you’re done! When
your umbrella is not in use, simply loosen the lever on the adjustment arm
and remove both the umbrella and adjusting arm for storage. The Boat Seat
Bracket is designed to stay mounted to the seat - but completely out 
of your way.

Your Always Shady Umbrella System is now ready to keep you 
shaded, cool and out of the broiling sun! 


