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FURTHER INFORMATION   13

TECHNICAL SPECIFICATIONS

Battery (Lithium Ion): 2,950 mAh, 2x 3.6 V (INR18650–30Q )
Output Power:  35 W
Output Voltage: 0.2–9.0 V
Output Current (continuous): 0.5–30.0 A
Atomizer Resistance (cold): 0.02–8.0 Ohm
Temperature Limit: 200–600 oF 
Input Voltage (unloaded): 3.0–4.2 V
Input Current: 12.0–30.0 A
Screen On Current: 50 mA
Quiescent Current: 30 mA
Power Down Current: 1 uA
Efficiency: 85%

WARRANTY INFORMATION

JetChill provides a 12 month warranty on parts and labour for the Flavour Blaster. 
Please consult www.jetchill.com for full terms and conditions. 
For warranty assement the Flavour Blaster needs to be returned to the following address.
In the original Flavour Blaster packaging
With a note detailing order number and original delivery address:

CONTRACT PRODUCTION LTD
UNIT 1C
THORNTON ROAD INDUSTRIAL ESTATE
PICKERING
YO18 7JB UK
01751 475950





www.flavourblaster.com 
www.jetchill.com
info@jetchill.com
(uk): 00 44 (0) 208 1243014 
(usa): 00 1 (469) 469 3181

JetChill Ltd
Print Centre
Fulwell Road
Roker
Sunderland
SR6 0HR (UK)
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