
8” Hitch Extension 

A: 8” Hitch Extension 
B: 12mm Flat Washer
C: 12mm Split Washer

D: Key
E:  Lock Pod
F: Hitch Pin

G: 19mm Wrench

Maximum trailer weight is lowered with use of this extension, use the lower of these totals:
-50% of towing maximum listed on your hitch/vehicle OR 3500 lbs
Maximum Tongue Weight:
-50% of the tongue weight listed on your hitch OR 350 lbs
-3 bike max (tongue weight reduces exponentially the farther from the hitch, do not load 4 bikes)

Not for off road use
DDo not use more than one extension
When towing, use towing chains for safety
Follow all local laws with regards to towing, extensions make 
Failure to follow strict use can lead to racks/trailers detaching from car

A (1x)

B (1x)

C (1x) D (2x)

E (1x)

F (1x)

G (1x)



Installation Instructions

Check Fitment
To ensure this hitch extension ts your hitches, make 
two measurements below:

Distance 
from hitch 
pin to end 
of shank 
must not 
exceed 3” on 
your hitch 
moumount

Distance from hole 
to face of receiver 
must be at least 
1.5”

Insert hitch extension into your vehicle’s hitch 
receiver. Align mounting holes

Intall Hitch Extension

Install Hitch Pin
Install a split washer, then a at washer onto hitch 
pin. Insert hitch pin through holes only from the 
threaded side of hole. Tighten with wrench provided

Lock Hitch Extension
Install lock pod to end of hitch pin. Lock using a key 
then pull key out

Once a year, remove hitch extension from car. Clean and inspect for damage. 

Maintenance

Lifetime Warranty
Thank you for purchasing a RockyMounts™ product.  We take pride in providing a great customer experience and manufacturing 
products that enable our customers to get their gear to their next colorful adventure.
As of January 1, 2014, RockyMounts™ products are covered for life to the original purchaser when used in accordance with the instruction 
manuals’ assembly, installation and use guidelines.
IIf you feel something broke before it’s time, please email us at ride@rockymounts.com or call us at 800.873.1871. For the most efficient 
service, email a digital photo (we need this photo to verify the problem) of the product in question, a brief description of the situation, 
and your purchase receipt. Our techs will respond within one business day. Most of the time we’ll replace the part in question, but we 
may ask for more details.  
RockyMounts™, Inc. warranty only covers RockyMounts™, Inc. products. It does not cover theft, or damage to vehicles and/or equipment.
All products purchased prior to Jan 1, 2014 are covered by a one-year warranty; see your product manual for details.
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