
Step 3: Insert your TriggerTech trigger
3a) Connect the bullpup transfer bar to your TriggerTech trigger by 
inserting the pin into the sear hole. Do not let the washer fall o�.

3b) Using the four (4) supplied 8-32x3/8 Flat Head Screws and the 
supplied 3/32” Allen wrench, loosely fasten your TriggerTech trigger 
to the rail. Once all four (4) screws are correctly threaded, tighten 
each one until snug.

WARNING: Do NOT over tighten these screws as you can strip the 
threading in your new trigger which can void warranty.

Step 1: Remove your optics and scope mount
1a) Read product disclaimer prior to installation and use. 

1b) Remove your optics from the scope mount and place it 
somewhere where it can not be damaged.

1c) Using the supplied 3/32” Allen wrench, remove the scope 
mount from your factory trigger.

ATTENTION: Keep all fasteners from this step as they will be 
reused later.

TriggerTech Installation Guide for Mission Crossbows

www.TriggerTech.com 1-888-795-1485

TriggerTech Disclaimer

Upon installing TriggerTech products, purchaser agrees to these terms and conditions. TriggerTech's Triggers (“Products”) are not toys. As is common with all crossbow and 
�rearm related products, user must use safe handling and operating practices at all times. Improper operation may cause serious injury and property damage. Purchaser/user 
agrees to use the Products at his/her own risk. Purchaser/User shall be responsible for ensuring that all users of the Products comply with these Terms and Conditions and are 
properly trained on crossbow and �rearms safety protocols. The Purchaser/user agrees to refrain from operating TriggerTech Products in unsafe ways and must always be 
pointing their crossbow or �rearm in the safest direction possible, away from people, pets and property and abide by all crossbow and �rearm regulations in their respective 
locations. Purchaser/user agrees to conduct a thorough check before each instance of use and to be in touch with TriggerTech with any concern of trigger function and will 
not conduct their own maintenance on the Product. TriggerTech is not responsible for inexperienced shooters and is not accountable for the training or for any equipment 
used in, on, or with the Products. TriggerTech assumes no liability for damage or injury associated with the use of the Products. Purchaser/user assumes all liability for damag-
es to property or persons caused by use of Products. User certi�es by purchasing/using a Product he or she is legally quali�ed to purchase and own the Product and any 
related crossbow or �rearm and that there are no state or local laws preventing ownership and owner will utilize a trigger lock or any related safety mechanisms to prevent 
accidents. We strongly recommend a regular practice routine, with an unloaded crossbow or �rearm, be utilized to assure the continued capabilities of both product and user. 
Never assume the Product works without testing it �rst in an unloaded condition (if a �rearm, double-check to make sure the chamber is empty), for proper �t and function.  
All TriggerTech Products are designed and are made for the speci�c crossbow or gun it is advertised for. It is the user’s responsibility to personally check for compatibility. 
Aftermarket triggers can involve complicated procedures that presuppose a base knowledge of shooting and crossbow/�rearm handling. If unfamiliar with shooting or 
exchanging out trigger components, Purchaser/user agrees to seek further information and assistance from a professional. 

Step 2: Remove the existing trigger
2a) Using the supplied 3/32” Allen wrench, remove the four (4) 
screws securing your factory trigger to the rail.

ATTENTION: Discard these screws.

WARNING: Do not remove the screws on the trigger housing.
3/32” ALLEN WRENCH

DO NOT REMOVE
THESE SCREWS

LOOSELY FASTEN ALL
SCREWS BEFORE
TIGHTENING
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Step 4: Install your optics and con�rm installation
4a) Reusing the screws from Step 1, secure the scope to the scope 
mount.
4b) Check that the trigger is installed correctly. The transition 
between the lower string channel and the rail should be smooth. 
4c) Check that the trigger lever engages with your new trigger. Your 
lever should not be overly loose.
4d) Use your rope cocker to test the ADF, Auto Safety, Safety, and to 
Fire the trigger prior to drawing your bow string back. Contact 
TriggerTech if any issues are found.

Maintenance
Lubrication: TriggerTech’s frictionless triggers are grease free 
because of the Patent Pending rolling technology. Under no 
circumstances should you use grease or lubricants of any kind. 

Cleaning: The best way to clean a TriggerTech trigger is with 
compressed air. Simply blow air through the trigger where 
desired. Grease cutting agents can be used provided they do 
NOT leave residues that can collect dust, we recommend 
lighter �uid. 
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TriggerTech Warranty

TriggerTech (the manufacturer) warranties that the Products will be free from material defects at the time of delivery and manufacturing defects for the life of the 
product (this does include wear from aggressive use or handling). Except as speci�cally and expressly provided herein, there are no warranties, express or implied, 
which extend beyond the description on the face of these terms and conditions. This warranty applies only to Products manufactured by TriggerTech. The 
conditions of the warranty are: Products shall not have been misused, neglected, altered, improperly installed or otherwise damaged; and, there shall be no 
evidence of tampering or deliberate misuse or destruction. Modifying the product in any way VOIDS the warranty. The do not tamper sticker must not be broken. 
Warranties are handled directly through the manufacturer, not through our dealer network. Please contact us directly for a return authorization. Defective product 
will need to be sent to us for inspection. Shipping to us is the customer’s responsibility. Installation of your trigger may void part or all of the �rearm and/or bow 
manufacturer’s warranty, please check with the �rearm or crossbow manufacturer to �nd out how this will a�ect your warranty prior to installation of the trigger. 
No TriggerTech representative, distributor or reseller is authorized to assume for TriggerTech any other obligations or liabilities in connection with the product, or 
alter the terms of this warranty in any way. The manufacturer does not assume nor imply any oral or statutory warranties. TriggerTech does not assume liability for 
all incidental and consequential damages are excluded from the warranty including those caused by unauthorized servicing, alterations or modi�cations, or 
improper or unsafe accessories.

Step 7: Sight in your crossbow
WARNING: Your optics have been removed and installed on a 
new trigger which may require sighting in. It is unsafe and 
dangerous not to sight your crossbow in.

7a) Test your crossbow in a safe environment with a crossbow 
rated arrow bag at a short distance. 

7b) Incrementally increase the range while adjusting your 
scopes zero point. 

SMOOTH TRANSITION
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