
Step 2: Remove the existing trigger
2a) Gently tap the front trigger pin from left to right until the 
trigger assembly comes free.

2b) Move safety into safe position. Gently tap the rearward pin 
from right to left until the trigger assembly comes free and the 
bolt catch assembly remains in-tact.

CAUTION: Removing the reward pin too far can cause the bolt 
release to disassemble. If this happen see Step 8 to reassemble.

NOTE: Safety and bolt release are not transferable.

Step 3: Insert your TriggerTech trigger
3a) Insert the trigger assembly and gently tap the front trigger 
pin in, from right to left. Ensure that the pin is not contacting 
the bolt release as this can jam the bolt catch, which is danger-
ous.  

3b) Move safety into safe position. Gently tap the rear trigger 
pin in, from left to right, until �ush with the bolt release. 

NOTE: If your bolt release assembly has come apart, see Step 8 
to reassemble. 

Step 4: Fit the bolt release to the bolt stop
4a) Adjust the bolt release to the bolt catch by using a pair of 
narrow pliers and gently bending until it slots perfectly into the 
bolt catch notch. This may take several attempts.  

CAUTION: Do not over bend as this can damage the part and 
void your warranty. 

4b) Test that the bolt release fully engages the bolt catch and 
functions properly. The bolt release should be in contact with 
the bolt catch through the entire cycle. Repeat Step 4a until 
complete. 

Step 1: Unload your �rearm and remove the bolt and stock
1a) Read product disclaimer prior to installation and use. 

1b) Remove all ammunition and magazines from your �rearm. 

1c) Remove the bolt from your �rearm by pressing the bolt 
release while sliding the bolt aft-ward.

1d) Using the appropriate screwdriver, carefully remove your 
stock from the action. 

CAUTION: Remember the size and location of each bolt you 
remove from the stock for reassembly.
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TriggerTech Disclaimer

Upon installing TriggerTech products, purchaser agrees to these terms and conditions. TriggerTech's Triggers (“Products”) are not toys. As is common with all 
�rearm related products, user must use safe handling and operating practices at all times. Improper operation may cause serious injury and property damage. 
Purchaser/user agrees to use the Products at his/her own risk. Purchaser/User shall be responsible for ensuring that all users of the Products comply with these 
Terms and Conditions and are properly trained on �rearms safety protocols. The Purchaser/user agrees to refrain from operating TriggerTech Products in unsafe 
ways and must always be pointing their �rearm in the safest direction possible, away from people, pets and property and abide by all �rearm regulations in their 
respective locations. Purchaser/user agrees to conduct a thorough check before each instance of use and to be in touch with TriggerTech with any concern of 
trigger function and will not conduct their own maintenance on the Product. TriggerTech is not responsible for inexperienced shooters and is not accountable for 
the training or for any equipment used in, on, or with the Products. TriggerTech assumes no liability for damage or injury associated with the use of the Products. 
Purchaser/user assumes all liability for damages to property or persons caused by use of Products. User certi�es by purchasing/using a Product he or she is legally 
quali�ed to purchase and own the Product and any related �rearm and that there are no state or local laws preventing ownership and owner will utilize a trigger 
lock or any related safety mechanisms to prevent accidents. We strongly recommend a regular practice routine, with an unloaded �rearm, be utilized to assure the 
continued capabilities of both product and user. Never assume the Product works without testing it �rst in an unloaded condition (double-check to make sure the 
chamber is empty), for proper �t and function.  All TriggerTech Products are designed and are made for the speci�c gun it is advertised for. It is the user’s responsi-
bility to personally check for compatibility. Aftermarket triggers can involve complicated procedures that presuppose a base knowledge of shooting and �rearm 
handling. If unfamiliar with shooting or exchanging out trigger components, Purchaser/user agrees to seek further information and assistance from a professional. 
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Step 5: Re-install the stock and bolt
5a) Using the same screws from Step 1, re-install your stock 
onto the action.

5b) Insert the bolt and check the bolt release functionality. The 
bolt should only be removable while the bolt release is being 
pressed. When the bolt release is not being pressed, the bolt 
should not be removable. 

Step 6: Check trigger function
Prior to using your �rearm, perform the following tests without 
ammunition to see if your installation was done correctly. 
6a) Safety on, gun cocked, pull trigger - �ring pin should NOT move
6b) Safety o�, gun cocked, pull trigger - �ring pin should move
6c) Safety on and cycle action - �ring pin should NOT move
6d) Safety o� and cycle action - �ring pin should NOT move
6e) Safety o� and tap the butt-stock - �ring pin should NOT move
6f) Safely repeat Steps 6a through 6d (and NOT 6e) at a ri�e range with live 
ammunition to ensure trigger installation was done correctly. 

Step 7: Pull weight adjustment
Your TriggerTech trigger is set around 2.5lb and can be adjust-
ed between 1.5lb to 4.0lb* in roughly 1oz increments. Use the 
supplied 5/64” Allen wrench and insert it into the set screw 
located on the bottom of your trigger. To increase pull weight, 
rotate clockwise. 

*WARNING: Pull weight could vary between actions and must 
not be operated under 1.5lb. 

CAUTION: Always keep the set screw engaged with the “Click-
er” to prevent the set screw from falling out.

Step 8: Bolt catch assembly
If your bolt catch assembly has come apart, assemble the bolt 
catch, spring, and pin, prior to re-installing it in your �rearm. 
Slide the assembly into the slot as shown in Step 2 and gently 
tap the rearward pin in, to hold the bolt catch assembly in 
place. 

CAUTION: Ensure the two end tangs are in the correct locations 
as shown to the left and in Step 2. 
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TriggerTech Warranty

TriggerTech warranties that the Products will be free from material defects at the time of delivery and manufacturing defects for the life of the 
product (this does include wear from aggressive use or handling). Except as speci�cally and expressly provided herein, there are no warranties, 
express or implied, which extend beyond the description on the face of these terms and conditions. This warranty applies only to Products 
manufactured by TriggerTech. The conditions of the warranty are: Products shall not have been misused, neglected, altered, improperly installed 
or otherwise damaged; and, there shall be no evidence of tampering or deliberate misuse or destruction. Modifying the product in any way 
VOIDS the warranty. The do not tamper sticker must not be broken. Warranties are handled directly through the manufacturer, not through our 
dealer network. Please contact us directly for a return authorization. Defective product will need to be sent to us for inspection. Shipping to us 
is the customer’s responsibility. Installation of your trigger may void part or all of the �rearm manufacturer’s warranty, please check with the 
manufacturer of the �rearm to �nd out how this will a�ect your warranty prior to installation of the trigger. No TriggerTech representative, 
distributor or reseller is authorized to assume for TriggerTech any other obligations or liabilities in connection with the product, or alter the terms 
of this warranty in any way. The manufacturer does not assume nor imply any oral or statutory warranties. TriggerTech does not assume liability 
for all incidental and consequential damages are excluded from the warranty including those caused by unauthorized servicing, alterations or 
modi�cations, or improper or unsafe accessories.
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