
 

 

 
 

 
 
 
 
 
 
 
 
 
 
 
 See it in action on our website 

www.eaeco.com 
For more info call us at  

 928-757-5061 
 
 

QUICK FACTS 

Removes bead wires to: 
� Extract the steel bead to be recycled 

� Pre-process prior to shredding/grinding 
 

 
Extracts beads from: 

�  Car tires  
� Light-truck tires 

 
Tire sizes it cuts: 

� 13”- 18” inside diameter 
 

Production Rate: 
Average 170 sidewalls per hour (90lbs/hr) with 95% 

contaminant free wire 
 

Floor Space:     Weight:                                            
33” x 33” (84cm x 84cm)              450lbs (318Kg) 

 
Motor: 

� 5 HP electric motor 
Motor specifications: 

� 220V, 60Hz, single phase 
 

Cutting Surface: 
� Hardened Cutting Bits 

� Cutting bits can be re-sharpened multiple times before 
needing to be replaced 

 
**REQUIRES 120PSI AT 3-5CFM AIR COMPRESSOR** 

 
 

Bead Wire Remover BWR5-1 

 
   

 
  

 

The BWR5-1 Bead Wire Remover extracts the 
steel bead wires from passenger and light 
truck tire sidewalls. Once the steel bead is 
removed, the steel and the steel-free rubber 
sidewall can each be recycled separately, 
maximizing value.


