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Launch the uAvionix Echo application and complete the fields as required 
for your device/vehicle.  

Selected Device Type: Choose 
Vektor.  

Control: This setting controls 
device transmit functions. The 
selections available will depend on 
the device type selected.  

TX enabled: Transmit ADS-B message 
enabled, receive is also enabled.  

RX Only: ADS-B out disabled. 
Standby: Transmit and Receive 
Disabled.  

ICAO: Enter the ICAO Number of 
the Vehicle in Hexadecimal format.  

Call Sign: Enter the tail number of 
the vehicle. (A-Z 0-9)  

Emitter: This should be set to the 
vehicle type, either SURFACE 
VEHICLE or SURFACE 
EMERGENCY VEHICLE.  

Vehicle Length: Select the length value in meters that matches the 
vehicle.  

Vehicle Width: Select the width value in meters that matches the vehicle.  

GPS Antenna Offsets (optional): Choose the lateral and longitudinal 
offset in meters from the front of the vehicle. 
 



UAV-1001101-001



UAV-1001101-001

 



UAV-1001101-001

 

 



UAV-1001101-001



UAV-1001101-001

 

±

 

 

° °

The CE Declaration of Conformity was issued for this product. 
The product is marked with the CE marking. 
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Use the equipment only in closed areas and routes of the airport (the equipment 
is not intended for operation on public roads)! 

The user is not allowed to make any modifications to the equipment! 

Use the equipment only in an intended manner described in this Operational and 
Technical Manual. 

It is necessary to carry out the maintenance of the equipment on a regular 
basis. 

The daily technical maintenance consists in visual inspection of the equipment 
and checking its mounting on a vehicle. In the winter season, it is necessary to 
remove thicker snow and ice layers from the Vektor transmitter surface. 

In longer time periods, minimally once a year, it is necessary to check the 

condition, placing and connection of the power cable.  

The manufacturer shall not be responsible for any damages caused by an 
incorrect installation on the vehicle and /or an unqualified installation in the 
vehicle electrical installation. 

The manufacture’s shall not be responsible for any damages caused by 
equipment use in discrepancy with this Manual. Any other use or 
installation of the equipment must be consulted with the manufacturer. 

The manufacturer shall not be responsible for any damages caused by the 
equipment falling from the vehicle, on the vehicle or in its environment. 
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