ENGINEERING 1

PRESSURE DROP-BAR

Application

A HSN-80 valve is used to open (or close)
one portion of the circuit to (or from) flow
from another portion. Flow can be in either
direction (bi-directional).

Operation

There are ports drilled thru the body and
drilled thru the main spool. Rotating the
handle 90° counter-Clockwise aligns the ports
and allows the fiow between ports 1 and 2.
Rotating the handle clockwise shuts off flow.

Features

The valve handle's position can be re-set

in any position, after the valve has been
installed, by simply lifting, rotating and
releasing the handie. Design incorporates a
rolier thrust bearing to ensure low rotational
torque to adjust the valve, The valve is con-
structed of steel parts and all operating parts
are hardened and ground. The cartridge is
designed for easy service and field repair.

$
Rated fiow—Ports 2to 1 = 20 gpm (75,8 Ipm)
Ports 1 to 2= 30 gpm (113,7 Ipm)
Maximum operating pressure—
5000 psi (345 bar)
Rotation, full close to open—1 turn (90°)
Torqueto adjust valve when under pressure—
(port 110 2) = 11.25in. Ib. (1271 Nmm)
{port 2to 1} = 18.00 in. ib. (2034 Nmm)
Maximurn shut-off leakage at rated pressure—
3cipm (49,2 cmd)
Viscosity range—27-30 SSU at 100°F
) 35-2000 SSU at 100°F
Seals—Viton
Operating temperature—-40°F to 350°F
{-39,6°C 10 175°C)
Fittration—Maintain SAE Class 6, I1SO 18/15
Seal kit—HSSK -800-K
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