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INSTALLING KOGEL CRANKSET PRELOAD ADJUSTER

KOLOSSOS: INSTALLATION MANUAL

WHAT’S IN THE BOX
Kogel Preload Adjuster - Outer Ring
Kogel Preload Adjuster - Inner Ring

Titanium M3x 12mm allen screw
Kogel Sticker
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TOOLS NEEDED FOR THIS INSTALLATION:
• 2.5mm allen wrench
• Torque wrench
• Loctite 638

STEP 1:
Remove crank set.

STEP 2:
Remove the inner and outer ring of the plastic preload 
adjuster.  On Easton crank sets these threads might be 
machined into the spindle. In that case, do not remove 
the inner threads. The Kogel outer ring will thread onto 
your existing inner threads.



KOGEL.CC USA: +1 915 777 5666 info@kogel.cc

INSTALLING KOGEL CRANKSET PRELOAD ADJUSTER

KOLOSSOS: INSTALLATION MANUAL

STEP 4:
Use Loctite 638 around spindle where preload will sit.

STEP 5:
Install inner ring.  
(leave Loctite to dry for 24 hours) 
 
If the fit is too tight to do it by hand 
use open vice and  
a mallet. (no need for Loctite)

STEP 3:
Clean spindle.
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STEP 7:
Install crankset as per manufacturer instructions.

STEP 8:
Expand preload to take up any excess play between 
crank and bottom bracket. Preload Adjuster should just 
contact the bearing cover, but not add any preload to 
the bearings. Back it off a quarter turn to release any 
side load on the bearings.

STEP 6:
Thread outer ring onto inner ring. Tighten all the way.
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STEP 9:
Tighten the pinch bolt 3Nm.


