
www.expressionproducts.co.uk

How To Install Your Wine Rack

Expression Products Ltd - Registered in England No - 8419421
Trading Address - 8 Chiltern View, Wycombe Road, Saunderton, High Wycombe, Bucks HP14 4HX

Have a Smartphone or Tablet?
Please scan the adjacent QR 
Code to visit our website. 

Find and follow us on...

Thank you for buying from Expression Products.  Please see below instructions for installing your wine rack.

Tools Required For Installation (not supplied).

Pozi Drive Cross Head Screw Driver
Short Standard Screw Driver
Small Spirit Level
Tape Measure or Ruler 
Pencil
6mm Masonry Drill (for brick wall installation) 
Electric Drill (for brick wall installation) 

Your rack is shipped with protective films on the high gloss surfaces.  It is recommended to become familiar with the parts and have a 
practise of assembling the rack before removing these films.

Step 1
Position the first bracket strip where the wine rack is to be installed (ensure that the rectangular hole is at the top). Check that the 
strip is vertical with a spirit level and mark the three hole positions with a pencil.  If the wine rack is being installed on a wooden 
surface (ie the side of a kitchen cabinet) use the screws to assemble the first bracket strip in place with the three chrome brackets.  
Alternatively if installation is onto a brick wall, drill the three positions with a 6mm masonry drill bit and use the red wall plugs 
supplied.

Step 2
Position the second bracket strip so that it has a distance of 90mm from the first (ensure that the rectangular hole is at the top and 
that the strips are positioned at the same height to each other).  Attach the second bracket strip as described in Step 1.

Step 3
Position the first wine rack panel in place ensuring that the hook shape slots behind the top and bottom bracket. Tighten the clamp 
screws in the three brackets.  Repeat for the second wine rack panel.
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