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1. Product description  

One-component finishing in modified semi-gloss acrylic resins for interior and exterior floors in Cemento 3D. It 

also protects and decorates industrial and civilian floorings that can be walkable, plaster, concrete, concrete, 

garage bricks, basements, ideal for delimiting work islands, walls, handrails, concrete shingles or bricks, 

warehouses, service premises and environments with strong condensation. Protects against aging wooden 

structures, prefabricated panels, natural stones and civil plaster. Suitable as a coating layer even on 

watertight. 

 

2. Features 

 Excellent surface finish, 

 Dustproof, Easy to clean 

 Good resistance to abrasion and scratching 

 Carrable, resistant to moderate truck forklifts 

 Quickly dry 

 Applicable in closed environments, diluted with water 

 Tightens even on difficult surfaces 

 Resists thermal shocks 

 It requires minimal maintenance even after a few years 

The product complies with the European Directive 2004/42 / EC (D.legs.n.161 / 2006), which aims to limit the emissions of volatile organic 

compounds (VOCs) into the environment 

 

3. Surface preparation: 

 on surfaces that are healthy, dry, clean, free of detaching, disarming or oils 

 aspirate the powder, apply a coat of Decor Finish as adhesion promoter, after at least 12 hours, apply 

two coats of CEMENT WHITE. 

 Prior to application, the substrate must have reached a maximum moisture content of 4% by weight. 

 

4. Preparation of the product: 

 Shake before using. 

 Dilute the product with water at 15% for first hand, 5% for the second hand, with the possibility of 

varying the dilution depending on the climatic conditions at application, application medium and 

desired thickness, normally applies such as. 

 

5. Application 

 Apply brushes, satin hair rollers, traditional or airless spray, at least two layers of cross-cut product. As 

an aesthetic variant, on the last layer not yet dried, flakes, brillantines, metallic powders, sands of 

inerts, splashes of tinted or contrasting dyestuffs and any other object can be spread, which, for better 

conservation and cleaning, must be covered with Decor Finish.  

 

6. Environmental conditions and support during application and drying in depth: 

 Temperature between 10 and 30 ° C and at least 4 degrees above the dew point. 

 Waiting time between hands at 20 ° C. 



 Wait for 4-5 hours between each other, max not critical.  

These times are greatly influenced by the applied thickness, temperature and ventilation during drying; variations of these parameters may 

make it necessary to lengthen drying times. In case of insufficient drying times,  

the applied product may become wrinkled, cracked, formed or raised. 

 

7. Drying at 20 ° C and U.R.50%: 

 Out of dust after 30 minutes; hardened after 24 hours; walkable: after 48 hours, undergo light traffic 

after 5 days. 

 Complete drying and achieving maximum chemical and mechanical strength is achieved in at least 

five days at 30 ° C, or ten days at 10 ° C, depending on thickness and temperature. 

 

8. Cleaning the tools: 

 with drying water not yet done.  

 

9. Notes: 

 Do not apply the product in the presence of moisture in countertops or on parts subject to stagnant 

water. 

 UV rays and atmospheric agents may in some cases cause a slight fading. 

 Organic coloring agents (eg wine, coffee etc.) and chemical agents (detergents, disinfectants ...) 

may cause a change in tonality, without altering the functionality of the product itself. 

 To increase the resistance in general, and especially in the case of dark colors (reflection index <60), 

we recommend terminating the application with a hand of Decor Finish. 

 The length of time depends mainly on the thickness applied and the type and intensity of wear to 

which the floor is subjected. 

 To maintain a pleasant appearance, we recommend regular cleaning and care of the surface. 

 

10. Yield and other technical data: 

 Practical yield: 5 - 8 m² / liter = 0.13 - 0.2 liters / m² depending on the roughness and absorption of the 

substrate and the type of finishing to be obtained. 

 Specific weight 1.25 ± 0.05 at 20 ° C. 

 Color: White or neutral. 

 Packaging: 2.5 liters 

11. Conservation: 

 One year in original, well-closed packages and in a dry place between + 5 ° C and + 30 ° C. 

 

12. Safety (according to EEC: 

 The product is not flammable or dangerous. Precautionary statements: not subject 

 

13. Risk Phrases: 

 not subject Symbols: not subject, The product does not require labeling under D.L. N ° 65 of 14/03/2003 

and subsequent amendments and updates. 

14. Transport: 

 ADR / RID: Not subject to transport. 

 

Further information on proper disposal, storage and handling of the product, please refer to the relevant Safety Data Sheet. 

The above data and descriptions are based on our precise studies and experiences. However, we can not assume any 

responsibility in general because application systems and product uses are normally outside our control. In any case, it is 

recommended to regulate the application of our products to the nature and condition of the media to be treated and to 

examine the suitability of the product by sample testing. The data contained may vary at any time without prior notice from 

Nikkolor Italia. Updates will be published on www.nikkolor.net 
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