
 

 

HomeLink Programming 

 

CAUTION! 

Before programming HomeLink to a garage door opener or gate opener, make sure that people and objects are out of 

the way of the device to prevent potential harm or damage.  Your motorized garage door or gate will open and close 

while you are programming HomeLink.  Do not program HomeLink if people or pets are in the path of the door or gate.  

Am moving garage door or gate can cause serious injury or death to people and pets or damage to objects. 

Do not run the vehicle's engine while programming HomeLink.  Exhaust gas can cause serious injury or death. 

When programming HomeLink with and garage door opener that lacks safety stop and reverse feature as required by 

U.S. federal safety standards (this includes and garage door opener model manufactured before April 1, 1982).  A 

garage door that cannot detect an object signaling the door to stop and reverse - does not meet current U.S. federal 

safety standards. 

 

Before beginning the programming steps below, install your HomeLink Kit on your garage door opener per 

instructions in the receiver box. 

 

NOTE: Some vehicles may require the ignition to be turned on or to the second (or "accessory" or ACC) position for 

training and/or operation of HomeLink.  It is also recommended that a new battery be replaced in the hand held 

transmitter of the device being trained to HomeLink for quicker training and accurate transmission of the radio 

frequency. 

1. For first time training, press and hold the two outer HomeLink buttons releasing only when the HomeLink indicator 

light begins to flash after 20 seconds (Do not perform this step when training the additional HomeLink buttons). 

2. Position the hand-held transmitter 1-3 inches away from the HomeLink surface (located on your visor), keeping the 

HomeLink indicator light in view. 

3. Using both hands, simultaneously press and hold both the desired HomeLink button and hand held transmitter button.  

DO NOT release until the HomeLink indicator light flashes slowly then rapidly.  When the indicator light flashes rapidly, 

both buttons may be released (The flashing indicates successful training). 

4. Press and hold the trained HomeLink button and observe the indicator light. 

 

 * If the indicator light is solid/continuous, training is complete and your device should activate when the 

HomeLink button is pressed and released. 

 * If the indicator light blinks rapidly for 2 seconds and then turns a solid/continuous light, proceed with the 

following training instructions for a rolling code device.  A second person may make the following steps quicker and 

easier.  Please use a ladder or other device.  Do not stand on your vehicle to perform the next steps. 

 

5. At the garage door opener receiver (HomeLink Kit Receiver) in the garage, locate the "learn" or "smart" button 

(usually near where the hanging antenna wire is attached to the unit).  If there is difficulty locating the training button, 

reference the garage door opener's manual or contact us. 

6. Press and release the "learn" or "smart" button (the name and color of the button may vary by manufacturer). 

NOTE: Once the button is pressed, there are 30 seconds in which to initiate the next step. 

7. Return to the vehicle and firmly press and hold the trained HomeLink button for two seconds and release.  Repeat the 

"press/hold/release" sequence up to 3 times to complete the training process. 

 

HomeLink should now activate your device. 

 

Retain the original hand-held transmitter of the RF device you are programming for use in other vehicles, as well as for 

future HomeLink programming.  It is also suggested that upon the sale of the vehicle, the programmed HomeLink 

buttons be erased for security purposes.  To erase the programmed buttons, perform the procedure shown in step 

number 1. 

 

**To train additional HomeLink buttons, begin with step two. 



 

 

Interference with Homelink Radio Receiver Causing Limited Range of Remote Controls 

 

Limited range of your remote controls could be related to radio frequency interference that comes from something in your 

home or in the surrounding environment. Certain electrical devices can radiate interference; this could be almost anything 

that is plugged into an electrical outlet. 

 

Please keep in mind that the device can be brand new, or can be an item that has been in use for quite a while.  Also, the 

item may continue to function properly as far as you are able to tell. The only problem with the item may be that it has 

started to broadcast the interference, with no other symptoms noted. 

 

Your existing garage door opener unit can cause interference with the new HomeLink radio receiver, sometimes moving 

the HomeLink receiver to a electrical outlet farther from the opener power head will help in this situation. 

 

Some devices are more likely to generate interference than others. This includes TV cable, cable amplifiers, surge 

protectors, fluorescent lights, battery charging devices (power tools, golf carts, etc.), anything that utilizes a timer 

(sprinkler systems, lights, alarm systems, etc.), and a myriad of others. If the problem seems sporadic, we can safely 

assume that the device responsible for the interference is only being operated during those times. Again, please keep in 

mind that the age of the device does not determine if it is capable of broadcasting unwanted interference. Any electrical 

device can be the source of the problem. 

 

The first step is replacing the battery in your remote. If the range on your remote does not improve, remove the wall 

control wires from the overhead unit. If the range does not improve you will likely need to replace the remote control. 

After replacing the remote, or if you have other remotes programmed in to the opener, and the range problem still exists, 

please proceed to the Power Down test. 

 

Multiple garage doors: 

If you have two garage door units and one is working just fine, you will need to start by unplugging the good unit. This 

will help determine if the unit with no range starts to function properly. If the range comes back to the bad unit then you 

will need to replace the logic board on the unit that was unplugged as it is emitting an RF signal that is over powering the 

other garage door opener. If the range does not improve after the "good" unit has been unplugged, replace the batteries 

and try programming some additional remotes to determine if the existing remotes are the issue. If the extra remotes do 

not have any range then you would need to replace the receiver logic board in the "bad" unit. 

 

Power Down test: 

To isolate potential sources of interference, turn the circuit breaker off to the garage and plug the garage door opener into 

an extension cord from another room. If the range improves, then the interference is coming from a device in the garage. 

If no improvement is seen follow the same procedure, this time turning off the circuit breakers to your home, with the 

exception of the garage, and test the remote controls. If improvement is noted, turn the circuit breakers back on, one by 

one, until the range problem resurfaces. This will allow you to narrow down what room the problem device is in. You will 

have to go from there to isolate it further, by unplugging and re-plugging the items in that room. 

 

If you are unable to determine any source of interference, then the receiver will need to be replaced. 

 


