
Rear bumpers
1. Find the left and right main mounting brackets 

(large L-shaped brackets): In the trunk, drill a  
second 15mm (5/8”) diameter mounting hole at  
a distance of 85 mm (3-3/8”), center-to-center,  
towards the rear of the vehicle from the original 
hole.  On the driver’s side the gas tank may have  
to be removed, or moved up and to the right, to 
gain access.  Once both holes are drilled, attach  
the main brackets.  Angle the holders in the  
direction of the center of the vehicle (see Fig. 3)

2. Drill the mounting holes in the rear lower quarter 
panels for the side mounts of the rear bumpers:  
Use the following dimensions to locate the drill 
point (look at Fig. 4). Approximately 285 mm  
(11-1/4”) from the front upper edge of the lower  
quarter panel toward the rear (see figure 4-5).  
Then approx. 23 mm (7/8”) downwards from the 
upper edge of the lower quarter panel (see Fig. 6). 
Drilling diameter is 9 mm (11/32”).  It is advised to 
mark the location of the hole first and then double 
check the location by holding up the bumper as it 
would be installed.

Quick Chrome Bumper Installation Overview
Installation instructions for part RE4-403, chrome bumper conversion set with  

brackets for 1975-85 Fiat 124 Spider and Spider 2000 models.

Remove the original bumpers, their shocks, and attaching brackets (front only).
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3. Attach the left and right rear bumpers.

4. Bolt the bumpers to the rear brackets, bolt the  
side mounts to the rear lower quarter panel and 
align the two rear bumpers. Because of car-to-car 
differences the side mounts on the bumpers may 
have to be bent to achieve perfect alignment with 
the body (see figure 7). 

Front bumper
1. Attach the front bumper brackets:  

Use the threaded holes (see figure 9) that used to 
mount the bumper shock bracket.  The ends of the 
brackets point towards the center of the vehicle on 
both sides (see figure 10).

2. Attach and align the front bumper; Align the 
bumper so that it runs parallel to the edge of the 
grille opening and the bumper is parallel to the 
body. 

3. The included stainless steel turn signal brackets 
bolt between the bumper and bumper bracket. 
The original turn signal lights can be bolted to this 
bracket (see figures 12, 13, 14). 

4. Because of car-to-car differences the side mounts  
on the bumpers may have to be bent to achieve 
perfect alignment with the body (see figure 15).  
Once the desired alignment is achieved, mark the 
body and drill the appropriate holes for bolting the 
side mounts to the body. 
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