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1-RUNNING-DOG BIKE TOW LEASH – TRIKE ADAPTER INSTALLATION INSTRUCTIONS            

                                            (Adapter sold separately)                                                                      

WARNING!  DO NOT USE BTL ON ADULT TRIKE (2 REAR WHEELS) WITHOUT  

ADAPTER!  The back tire will run over your dog! 

 Link to our video tutorial: https://www.youtube.com/watch?v=uctPt8Zs2BE  

1) Loosen nuts to the end of each bolt so that the entire adapter assembly can slide on. 

2) Place the trike on its side with the side you want your dog on facing up.  

3) Remove the wheel by removing the nut.  Remember how it 

goes together. 

4) You will need a ½ inch wrench (a ratcheting box wrench is 

best) to clamp the adapter to the axle.  If possible, 

mounting the adapter above the axle is preferred (See 

PHOTO 1). Note: Place Blue Shim Material between 

clamp and axle tube to protect finish.  Not shown for 

clamp placement clarity.   

5) Look at the axle tube.  There are 3 (three) bent tubes 

attached to the axle tube.  Choose the spot closest to the 

wheel on the side of the trike you wish the dog to run (See 

PHOTO 1) 

6) If something interferes with clamping the BTL above or 

below the axle, go to an alternative position (See PHOTO 2). 

7) To clamp closest to the wheel, it may be necessary to 

straddle the tube with the clamps. (See PHOTO 2)  Then 

you must clamp the adapter below the axle.  

8) Adjust the BTL arm/mast height to the dog’s shoulder 

height, making sure the clip is installed POINTING 

FORWARD. 

9) If greater BTL arm height is needed to reach the dogs 

shoulder, the adapter may be angled up or the BTL outer 

bracket inverted (See PHOTO 3).   

10) The BTL arm is the right height when it touches the 

ribs of the dog’s side so that he steps away from you 

when you turn toward him on level ground. You can 

test the desired height by poking your finger in the 

dog’s side to locate the best response height. The arm 

is too low if your dog steps over it, too high if the arm 

slides over the back of the dog. 

11) Adjust the arm’s height to the dog’s shoulder height 

by rotating the clamp on trike adapter; then tighten it 

securely in place. 

12) Make sure the BTL is clamped securely; attach the 

dog and enjoy your rides. 

 

For additional adjustments, see the BTL instructions 

Our website: http://www.biketowleash.com/accessories 

Check out our YouTube channel: www.youtube.com/biketowleash 

 

 

 

BEFORE USE All Riders must READ and FOLLOW ALL Instructions 
Failure to follow instructions will compromise you and your dog’s safety and VOID BTL Warranty 
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