
Alcohol based glue: Dries faster but there may be glue
strings. Used for gluing large wood boards and smaller
objects such as metal and furniture. 

White glue: Dries slowly, sticks tightly, traceless. Used 
for thin transparent films and paper parts. 

Note: When attaching transparent film to wood, please
use whiuse white glue. 

Cut      Cut/Slice      Next      Wrap up
Glue in

this direction

3. When you have to bend the wires, you can wrap it around a pen 
to make a perfect hoop, or use tweezers for smaller details. 

Wrap all the wires
together tightly. 

Connect one of the LED
wires to one end of the
extension wires by 
twisting them together.

Connect the other LED
wire to another pc of
extension wire. Mark 
the positive wire so you
can identify it later!

Place the wires on the
adhesive sheet as 
shown. 

Wrap the adhesive 
sheet once around 
the wire.

Place the other wire onto 
the adhesive sheet. The
copper wires of opposite 
charges should never touch!

Warning: Do not plug wires into power outlets. 
Do not use more batteries than recommended. 

1. The white wire on the LED 
light is positive; the grey wire 
is negative. Always match the 
charges when connecting 
the wires.

3. How to extend the wires:

2. Gently cut off a bit of the 
rubber covers on each end of 
the wire to expose the copper, 
in order to connect the LED 
wires. 

Conect the wires to the 
battery box then turn on the 
switch to test it. Any exposed
copper must be wrapped up
with tape.

Tips

Legend

Tips

Glue Guide

Tools Needed

1. Please use the cutting template to cut materials,
otherwise you might run out of material.
2. Certain wood pieces, fabrics and beads may look
slightly different due to supplier availability.
3. Children should be accompanied by an adult.
4. Refer to the below instructions to test the LED
lights plights prior to assembling.
5. Refer to final product images on the packaging to
help you with assembling. 

Do not attach the wires
to the battery directly
with your hands. 

Please Read Before You Start











Note: the LED light at 
the flower planter should 
first go through the hole 
below A11, then fix the 
 bulb onto A17. 

Note: all 4 lights
used at the pool
   should be D8
   blue lights.
   Please test
   before use.

Repeat this for all
LED lights, prior to
assembling. 

Take out four D8 blue light LEDs, wrap up the copper wires according to the above method, then
glue the lightbulbs to the indented positions on A9, A10 and A17 as shown below. 

(front and
back of tape)

Wrap up each wire
separately, with tape.

Cut off some
of the rubber.

Take out the 
LED light.

Glue the previously made wood parts on component one as shown below. The gluing positions are 
labelled on the paper parts. 

Test the D8 blue light LED according to instructions on page one. Wrap up the exposed copper
wires with tape as shown below to avoid short circuit (the positive and negative wires must never
touch). Follow the same steps for D7 yellow light LED.

Fold along the dashed line as shown, 
attach it onto A38 to complete the stairs.

Align the paper to the 
right side of the wood. 
Leave out 0.2cm of 
paper on the left.

Cut out the paper, fold along the
dashed line and attach it onto A16.

Glue the swimming pool paper onto
A10 to complete it.

Cut out the paper part, fold along the
dashed line and attach it onto A17.

Cut out the paper, fold along the 
dashed line and attach it onto A18.

Align the paper to the right side of the wood and glue it
on. Leave 0.2cm of paper on the left. 

(Repeat the same steps
to make the reversed shape.)

Glue the paper on and complete A8.
Align the paper to the left of the wood board and
glue it on. Leave 0.2cm of paper on the right.

Let the glue dry a bit then attach the floor paper.Apply white glue
all over the board.

Use a spare cardboard
to spread out the glue.

Material E - dust cover
not included in all models

Tips: attach the floor and wallpaper according to the steps below. After applying glue, wait for a 
minute then stick the paper on. This will prevent the glue being too wet and damaging the paper.



(note the
order of
gluing)

Attach components three 
and four. 

Apply glue along the dashed lines, attach 
component five, the pool water surface. 

Attach component six. Apply glue along the dashed lines and 
attach component six. 

Attach the previously made components three, four, five and six. 

Glue the paper as shown. The
folded paper should be glued
along the sides of the wood
board. 

Fold the paper along the dashed
line to make it easier to glue onto
the A6 wod piece. 

Attach D1-17-2 at the position shown.

If the positions marked in
red are not right angles, 
please cut them to create
right angles.

Apply glue along the sides of D12, glue the paper part and 
the water ripple paper (D14) on both sides of D12. 

Use the same method to make D13
swimming pool transparent film two.

Tear off the kraft and transparent sheets on D12. 

Follow the dashed line to fold and glue the paper in half.

Wrap up the exposed copper wires with
tape as shown to complete the extension.

Cut out a 40cm long D9 grey wire and a 40cm long D9
white wire. Connect them to the LED light wires by 
twisting the same colours together. 

Glue the wires in place as shown. Cut them
to make them approximately the same length.

Twist all the grey wires together and twist all
the white wires together. 



Apply glue along the dashed lines and
then attach A3. 

Attach the living room floor. 

Glue D1-16 onto A15.
Glue components 9 and 10 together 
to complete the living room floor.

Attach the wood, put
glue on the yellow area,
attach the stairs.

Fold D15 along the dashed
lines and glue it with A14.

Fold and glue the left side of the paper part 
inwards to wrap up the left side of the wood. 

Follow the same steps to wrap up A12 inside D1-13.
Unlike the previous step, do not wrap up the sides.

Fold the paper 
along the dashed
lines as shown.

Glue A13 on the back of D1-14
then wrap up A13 as shown
and glue them together.



Glue all items onto
the cupboard as shown. 

Attach the gas stove
and water tap. Attach the tap handle.

Glue D1-39 on D4 and cut them out. Paint
the sides black with a pen. 

Fold and glue according to the dashed
line, located on the bottom. 

Glue it on the bottom
side of B1. 

Fold D1-33-1 along the dashed line.

Glue the previously made books and tableware to finish the cabinet. 

Glue D1-33-2 on both sides.

Glue the paper parts
on D4 and cut them out.

Stack and glue
three plates
together. 

Repeat to make three cups.

Glue the grey part, then attach the paper pieces 
back to back so both sides are patterned. 

Attach the handle.

Repeat to make the D1-43 books.

Cut the paper parts, fold and glue the inner pages as shown, then complete the books. 

Glue A2 at the
back end of
A3. 

After installing the music box, attach A2 as shown. 



Fold the crease inwards, apply 
glue to seal the opening. 

Fold as shown
to form a 
crease.

Glue as shown. The
center should be hollow.

Apply glue on one side of D22
then fold it to the other side.

Refer to p.9 to complete the books. 
Glue all items onto the tea table. 

Cut out a 4.5x3.3cm piece of D22 using the template for sofa cushion, then follow the below steps to complete it.

Cut off a bit of the
rubber at the top.

Polish the table legs with sandpaper then attach
them as shown to complete two dining chairs.

Glue the backrest and seat
cushion together as shown.

Glue the completed D25 on the back of D24, wrap up the sides as shown 
to complete backrest component one.

Cut out D24 and D25 usingt the corresponding templates, follow the below steps to complete
the dining chair backrest. 

Wrap up the wood
as shown and glue it.

Cut out D18 and D24 using the corresponding templates, assemble as shown to complete the 
dining chair seat cushion. 

Cut out the relevant templates and
repeat the previous steps to make
the boothseat backrest (B17). 

Wrap up D1-72 as shown to complete
backrest component two.

Attach the seat cushion and backrest
as shown to complete the booth seat.

Refer to the instructions for sofa
cushion on p.11 to complete the above.

Put the non-woven side
of B18 on the back of D23. 

Attach the items to complete the dining table.

Cut the tablecloth to your liking;
stright or scalloped sides.

Polish with
sandpaper.

Attach the table legs
as shown to complete it.

Attach the three
previously made parts.

(Cut off a bit of the
rubber at the top)

Refer to p.9 to make the plate.

Use the same method to make two pieces.



Booth

Dining
  Chair

Glue the previously made cupboard, dining table, dining chairs, booth seat, sofa and tea table
on the first floor as shown.

Stack and glue two pieces of B20 together. Cut out D18 and D21 using the templates for three-seat 
sofa cushion. Wrap up the cushions using the previous method and then glue them onto B19 to 
complete the three-seat sofa. 

Glue the four seat cushions onto B21 as shown.

Cut out the
sofa cushion
template and
refer to p.10
to make pillows.

Glue the three backrests side by side.

Glue the three seat cushions side by side.

Repeat the steps to make
four sofa cushions. Cut off the excess fabric at the corners.

Wrap up the sides and
cut off any excess fabric.

Repeat the same steps to 
make three backrests.

Glue as shown and cut off the excess fabrics
at the corners to make the cushion flat.

Pinch the four corners to
make a nicer cushion shape.  

Seal the other opening using 
the same method.

Glue the side that doesn’t have the non-woven fabric onto
the back of D21, centered. Then cut off the two sides as shown.



Attach D1-20 as photo shown. Refer to 
the previous method for flooring. 

Cut out D1-79 paper, glue them on top of the 
holes with lightbulbs to block off light.

Cut off a bit of the rubber at the end of the wires to 
reveal the copper. Twist the copper part of all the 
grey wires together and similarly, twist all the white 
wires together. 

Cut out two 20cm segments of the white extension wire and cut out two 20cm segments of the grey
extension wire. Cut off a bit of rubber at one end to reveal the copper then connect the extension 
wires to the LED wires, through twisting the copper wires together. Connect the same coloured wires
together, then finally wrap up the copper with tape so that different coloured wires will not touch. 

Apply glue on the holes, put the wires through the holes, wait
for a minute and then attach the fan lamps. 

Apply glue around the lightbulb and attach three D54s. 

Attach the previously made sofa and tea table as shown. Attach the sofa at the height indicated 
on the paper. Use something to support the bottom of the sofa until the glue is dry and the sofa 
is fixed in place. You may then remove the supporting item. First floor furniture placement complete.

Cut out the paper part and complete the first floor ceiling. Refer to p.6 flooring instructions, the
ceiling is made in the same manner. Put the fan lamp wires through the second floor board and
glue them in place. 

Follow these steps to 
make two fan lamps.

Take out three D7 LED lights, test them according to the instructions on page one, then follow the
below steps. 

Glue the paper onto the side of
the wood without wire troughs.

Poke D40 with an awl 
to widen the hole. 

Wrap up the light with tape as shown, bend
the bulb downwards. They are to be placed 
inside the holes and project light downwards. 

Trim all the LED wires to the same length. 

Take out one D7 LED light, test it according to instructions on page one and follow the below steps.



Lay A28 down flat as shown then glue on A29 and A27. Note that A29 should be stuck in between
A26 and A27. 

Lay the stairs flat as shown then glue on A29 and A27. Note that the A29 should be stuck in between 
A26 and A27.

(note the direction)

Assemble as shown to complete the staircase and handrails. 

Attach A20 and A21 as shown. 

Flip to the other side and glue D1-21 on. 

Put the second floor board wires through
the hole on A2 as shown.

Glue A4 and A5 onto the
floor, then attach the second floor board
as shown.

Glue the bathroom step at the
position shown. 

Glue the wallpaper onto the wood piece.

Attach the second floor board in place, at the
position outlined on the wallpaper. 



Attach the artificial plants to complete the flower planter.

Spread out the moss to cover all
of the silk wadding. 

Put some silk wadding inside the planter, leave
a little space to add moss on the surface. 

Cut out D62 and D61 then glue them as shown to complete the bathroom curtains. 

Glue wall lamp one in place as shown, stick the
wires along the red dashed line. The wires should 
go out of the window to the back of the house. 

Take out two D7 LED lights, test them prior to assembling (instructions on page one), then follow
the steps below. 

Put the LED wires through D66 and hide the
bulb inside D66 to make it look more like a lamp.

Cut off a small 
part as shown.

Glue wall lamp two in place as shown, put 
the wires through the hole, glue along the 
red dashed lines and stick the wires on the 
back, along the edge. 



Take out one D7 LED light, refer to page one to test it, then follow the below steps. 

(You may also choose to not cut
the upper half if you like the design.)

Glue the quilt onto the bed as shown. 
Cut the corners slightly to make them round. 

Based on the dashed lines, fold
inwards repeatedly and glue in place.

Cut out the upper half 
of the decorative border.

Label the back
of D60 with a pen
as shown so it is
easy to fold and
glue. 

Wrap up and glue the wood. Referring to the previous 
instructions for sofa cushion, complete the mattress. Put the non-woven side down on D19. 

Complete the bed tail in the same
manner as the bedside shown above.

Take out C2, cut D18 and D59 using
bed backrest template two. Repeat
the steps to make bed backrest
component two. 

Wrap up the wood,
refer to the previous
instructions for sofa
cushion. 

Put the non-
woven side on
the back of D59.



Lay the table down flat and attach 
the legs.

Glue the toilet and carpet in place. 

Glue D1-59 on non-woven fabric
then cut it out to complete the
bathroom carpet. 

Follow these steps to make D1-58 and D1-57.

Use the same method to
make two pairs of slippers.

Place and glue the bedside table and slippers as shown to complete the bedroom. 

Wrap up D1-54 and glue it.
Glue it along the side 
of the slippers.

Glue it onto 
D17, paper side 
facing down,
and cut it out.

Refer to instructions
on page nine. 

Fold along the dashed
lines and glue. Glue D1-49 onto D4, cut out

the white center with a knife.

Glue D1-52 onto D4 then cut it out. Glue D1-53 onto D4 then cut it out. 

Cut out D19 and D22 using the templates for 
bed pillow. Refer to the instructions on p.10
to complete the pillows. 



(Freely cut out random pieces, place them as shown)

Wrap up the
bottom end
with tape.

Refer to p.15 to make the essential
oil vial.

Follow the same steps
to make a second towel.

(Roll it up and cut in half)

When D73 is fully
attached, cut it short.

Cut D72 according to the length
of D1-61. Wrap it inside D1-61
and glue it.

(Wrap up the
bottom of the
wire with tape
to make it fit
more steadily
into D28.)

Use an awl to help roll up the paper.



Hold onto the light until the glue has dried.

Cut D19 using the template for reclining chair pillow. 
Refer to page ten to make two pillows for the reclining chair. 

Hold with your
hands until the
glue is dry. 

Place the non-woven side
face down onto D17. 

Refer to previous instructions to
wrap up the cushion. 

Place the non-woven side
face down onto D17. 

Wait until the glue is dry, complete the chandelier.

Wrap five wires
around D68.

Take out one D7 LED light, refer to the instructions on page one to test it prior to assembling,
then follow the below steps. 

Attach the bathroom parts shown below to complete it. 

Wrap the wire around
D68 as shown.  



(final effect) Put it over the house to
protect it from dust. 

Follow the above diagram while gluing. 

Tear off the adhesive sheet and
then glue the pieces together. 

Note: dust covers not included in all models. 

Use D6 to wrap up the copper wires
separately as shown. This will ensure 
the opposite charges do not touch. 

After connecting the wires, place the
battery box in the slot inside the wall.
Do not glue it, you can pull it out any
time to replace the batteries. 

Connect the lighting wires to the battery box by
twisting their copper wires together. The white
wires should connect with the red and the grey
wires should connect with the black. 

Turn the house around. Cut out extension wires, 15cm each,
and connect them to the bedroom drop light wires to extend
them. Refer to page 7 for instructions on wire extension. 

Ensure the left and right roofs are firmly
attached as shown. 

Attach the left roof first, it should match
the center of the side wall. 


