
ALUMINA NINE PENDANT  
WITH SPHERE V (UK-EU)

POLAR DIAGRAMPERFORMANCE (PER BULB)

LAMP  

Shape: G200
Bulb Materials: Borosilicate Glass and Brass Cap
Bulb Finish: Matte White
Beam angle: 360°

Base: E27
Working temperature: -5°C to 40°C
Warm up time: Instant
Warranty: 2 years
Input Voltage: 220-240V

5060915712035EAN CODE:

CP-CHK-SET-NON-ALM-01-EUSKU CODE:

DIMENSIONS:

BULB: 
200 x 240 mm (Width x Length) 

LARGE CANOPY: 
508 x 50 mm (Width x Length)

PENDANT: 
50 x 93 mm (Width x Length)

CABLE LENGTH: 
5000 mm (Length)

Specification subject to change without notice. Refer to our website for the most recent product documentation.

www.tala.co.uk   |  hello@tala.co.uk   

Available upon request.

IES/LDT FILE:

IP54IP20
CANOPY: BULBS:

CHALK FINISH 8 WATT | 720 LUMENS | 2000K TO 2800K (PER BULB)

CRI (colour rendering index) 95

Lamp lumen output 720lm

Flicker <5%

Efficiency (Lm/W) 90lm/W

Lifetime (TM-21) (hours) 15,000hrs

Colour Temperature 2000K - 2800K

Power factor 0.9

A grand lighting system, the Nine Pendant display is designed to transform interior spaces with a 
cascade of light. 

Framed in a large circular canopy this system comes pre-packed with all 9 pendants, paired with 
the new Sphere V bulbs. 

DIMMING 
 
Dimmable: Yes 

Recommended EU Dimmer: Varilight V-Pro
(For a full list of recommended and compatible dimmers see website)




