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Company Profile 

 
Spectrum Smart Solutions Systems is the first " Home Automation" company in Ajman, United Arab Emirates. It was 

established in November 2016. Spectrum makes your home " A Smart Home" by providing you services like security, 

convenience, comfort and luxury. 
 
We provide solutions regarding Smart lighting, Smart Thermostat, Curtains control, Video Intercom, Smart Door 

Locks, Indoor and Outdoor IP CCTV cameras, Complete Home Wi-Fi Solution, Garage door solutions, Sound and 

Multimedia Solutions. You can control all of your devices with only one smart phone application. 
 
As for as technology is concerned, we provide most reliable and most secure wireless technologies. We believe that 

“Devices can serve more when they are connected".  Our Engineering team will program your home resources 

according to your requirements. 
 
You can navigate our website which is managed and owned by our company. Investigate and buy our products. We 

also provide customized solutions. Visit our showroom, tell your needs or choose a package. 
 
Spectrum is not only Smart Home integrator company but a certified re-seller of Z-Wave manufacturers like Homeseer, 

Qubino, TKB Home, DoorBird and POPP.  We have very good relations with international brands like HomeSeer, 

Qubino, Fibaro, MCO Home, DoorBird, Aeotec by Aeon Labs, Yale, Linksys, Foscam, Hikvision, Remotec, Sonos, TKB 

Home and BroadLink. 
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Visit Our Showroom 

 

You can contact us on phone numbers and emails provided on catalog and website, through social media or by visiting 

our showroom. Our Showroom is located in Ajman, United Arab Emirates. We recommend our customers to visit our 

showroom to get them familiar with our system. We have complete Smart Home demo in our showroom. To get 

showroom location click link below. 

https://www.google.ae/maps/place/Spectrum+Smart+Solutions+Systems/@25.397524,55.5103447,18z/data=!4m5!

3m4!1s0x0:0x75f7ab738eec3da7!8m2!3d25.397524!4d55.511439?hl=en 
 
 

Company Website 
 
 
www.spectrum.co.ae is our company’s website which is managed and owned by our company. Investigate and buy 

our products. We will deliver products within 48 hours anywhere in UAE. We regularly update our website with new 

arrivals, company achievements, blogs, smart home articles and DIY literature for our valued customers. 
 
  

Social Media 

 

Get in touch with Spectrum by following us on social media. We have accounts on Twitter, Instagram, Facebook and 

YouTube which is owned by our company. We regularly update these accounts. For any new product, smart phone 

application interface or company achievements you will be updated. 
 
          www.twitter.com/spectrum_ae 
 
          www.instagram.com/spectrum_ae 

 
          www.facebook.com/spectrum.co.ae 
 
 
 

Contact Info 

 

         +971 6 744 5665     
 

         +971 50 646 2611 
 
          sales@spectrum.co.ae 
 
          info@spectrum.co.ae 

 

  

 

 

 

 

 

 

 

https://www.google.ae/maps/place/Spectrum+Smart+Solutions+Systems/@25.397524,55.5103447,18z/data=!4m5!3m4!1s0x0:0x75f7ab738eec3da7!8m2!3d25.397524!4d55.511439?hl=en
https://www.google.ae/maps/place/Spectrum+Smart+Solutions+Systems/@25.397524,55.5103447,18z/data=!4m5!3m4!1s0x0:0x75f7ab738eec3da7!8m2!3d25.397524!4d55.511439?hl=en
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Smart Home By Spectrum 
 

 

Smart Home is computerized system enables home residences to control and monitor their home resource and devices 

such as lighting, climate, curtains, watering, electrical switches, CCTV etc. There are two type of technologies, first is 

Wireless and second is wired. Both have their own advantages and disadvantages but future belongs to wireless. 

We are providing wireless home automation solutions which is based on Z-Wave wireless protocol. Z wave works on  

" Mesh Networking Topology". A Z-wave network can contain up to 232 devices. Each device has almost 30 meters 

range and all devices acts as a repeater. Due to this characteristic range can be increased. In a Z-Wave network there  

is a main controller to control the whole Network which has a unique identification number or Network ID so there is 

no chance of hacking. Z-Wave network is most secure and reliable network. 

We are providing Homeseer as our gateway. Homeseer works with thousands of devices and technologies. The beauty 

of Homeseer is, for each protocol or device there is a software driver (Plug-in). For example for all Z-Wave devices you 

need to install only Z-Wave plugin and all Z-Wave devices will become compatible with homeseer. Similarly for the 

RFID, Sonos, nest, IFTTT etc. HS Touch design is smart phone application provided by Spectrum. This application is 

customized which means we can make graphics for you according to your need and desire. 
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HomeSeer HomeTroller SEL 

  
Application: Home Controller 

 

 

 
 
Homeseer HomeTroller SEL is fastest and most affordable home 

controller who can control light switches, thermostats, door locks, 

curtains, garage doors, audio/video intercoms, IP CCTV cameras, 

multimedia, home theater, water valves, sirens, smoke detectors, 

motion sensors, door sensors, remote controls and much more. 

 
Product Features 
 

 
Compatibility 
 
HomeTroller SEL can control up to 232 devices. Each device is called node and devices are connected through mesh 

network topology. It is designed to work with thousands of products from hundreds of manufactures using most 

popular home automation technologies. With HomeSeer, your imagination is your only limitation. 

It is compatible with various technologies and devices. "Plug-ins" are software drivers that allow HomeSeer to work 

with other technologies Here is a link to check list of compatible products. 

https://homeseer.com/compatible-products/ 

https://homeseer.com/homeseer-plug-ins/ 
 

Z-Wave Requirements 
 
Z-Wave interface is required for communication with Z-Wave devices. 
 

Installation Requirement 
 
  For installation and operation, we need to provide it a DC power source an ethernet cable connected with internet. 

Wireless Protocol Z-Wave frequency Operating system 

Z-Wave 868.42 MHz Linux 

Ranked #1 Home Automation System for 2014, 2015, 2016 by toptenreviews.com 

Controls all home resources with one smart phone application. 

Compatible with Apple and Android smartphones and tablets. 

Runs all Linux-compatible HomeSeer Drivers (plug-ins). 

Compatible with IFTTT, Amazon Echo, Google Home and Apple Home Kit. 

Independent of Internet so can control home devices when internet is down. 

Locally processed automation so you won't experience the delay that is common with Internet-reliant solutions 

Have unique ID and stores all sensitive information in its own memory so most safe and secured controller 

 

https://homeseer.com/compatible-products/
https://homeseer.com/homeseer-plug-ins/
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HomeSeer HomeTroller Zee S2 
 

Application: Home Controller 

 

 

 
Homeseer HomeTroller Zee S2 is fastest and most affordable 

home controller. It has same features as Homeseer 

HomeTroller SEL but only 5 HomeSeer Drivers (plug-ins). 
 

Z-Wave Requirements 
 

Z-Wave interface ( USB stick) is required for communication 

with Z-Wave devices.  

Compatibility 
 
Same as Homeseer SEL but can support only 5 Linux plugins. 
 
 

Installation Requirements 
 

DC power source and an ethernet cable connected with internet 
 

Homeseer User Interface 
 

HSTouch is Homeseer’s graphical user interface which can be 

downloaded from Apple and Android store free of cost. 

Homeseer user interface is customized. It means you can make 

graphics according to your need and desire.  Spectrum has made 

an attractive and easy interface for its valued customers. On 

customer’s demand user interface can be changed but customer 

has to pay for that one. 
 

Product Features 

 

 

Wireless Protocol Z-Wave Frequency Operating System 

Z-Wave 868.4 MHz Linux 

Ranked #1 Home Automation System for 2014, 2015, 2016 by toptenreviews.com 

Controls all home resources with one smart phone application. 

Compatible with Apple and Android smartphones and tablets. 

Runs with 5 Linux-compatible HomeSeer Drivers (plug-ins). 

Independent of Internet so can control home devices when internet is down. 

Locally processed automation so you won't experience the delay that is common with Internet-reliant solutions 

Have unique ID and stores all sensitive information in its own memory so most safe and secured controller 
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HomeSeer Z-Net Z-Wave Interface 

 
Application: Home Controller Extension 

 

 

 
 
Homeseer Z-Net is Z-Wave interface which works as an 

extension of Homeseer controller. Wireless signals of 

Homeseer main controller becomes weak after 30 meters so 

we need to install Z-Wave extension. This acts as a booster and 

increases the wireless signal. 

 
Product Features 
 

 
Installation Requirements 

 
DC power source and ethernet cable connected with internet. 

HomeSeer Z-Wave USB Stick 
  

    
Application: Z-Wave interface 

 
 
 
 
 
 

Features 
 

 

Wireless Protocol Z-Wave Frequency Operating System 

Z-Wave 868.4 MHz Linux 

Remote Z-Wave Interface for use with HomeSeer Software and HomeTrollers 

May be Used with Other Z-NETs in Larger Homes or outbuildings 

Includes Easy to Use Web-Based Management Features 

Independent of Internet so can control home devices when internet is down 

Locally processed automation so you won't experience the delay that is common with Internet-reliant solutions 

Have unique ID and stores all sensitive information in its own memory so most safe and secured controller 

Wireless Protocol Z-Wave Frequency 

Z-Wave 868.4 MHz 

Connects a Linux, windows or MAC with USB interface to a wireless Z-Wave network. 

It is basically transceiver who transmits Z-Wave signals to Z-Wave devices meanwhile it also receives Z-Wave signals 

and provide them to controller (Homeseer HomeTroller SEL/HomeTroller Zee S2) for processing. 

It has restore and firmware upgrade function. 

It is compatible with all Z-Wave devices and networks. 
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Flush Dimmer 

 
Application: Smart lighting 

 

 

 
 
Dimmer dims the light or manages the speed of a fan. It can be 

controlled either through a wireless network or through the wall 

switch. Control dimming and switching of lights through remote 

or smart phone application from anywhere in the world. It 

measures power consumption of light or fan and supports 

connection of digital temperature sensor.  
 

                  Electrical Diagram for 230 VAC                                                        Electrical Diagram for 24 VDC           
  

                
 

Supported lighting Load 
 
Dimmable Compact fluorescent lights, LED lights, low voltage halogens with electronic transformer.  

Each dimmer can support up to 140 watts in case of incandescent light. 

In case of LED or halogen lights as starting current is very high so each dimmer can control up to 30 watts 

which means 6 LED lights can be controlled while wattage of each LED should be 5W. 

 
Specifications and  Features 

 

 

Wireless Protocol Manufacturer Manufacturer Country 

Z-Wave Qubino Slovenia 

Power supply: 100 VAC to 230 VAC ± 10%, 50/60 Hz, 24-30 VDC 

Rated load current: AC output: 0.6A at 230VAC, DC output: 0.85A at 30VDC 

Output circuit power of resistive load: AC output: 140W at 230 VAC, DC output: 21 W at 24 VDC 

For installation in boxes:  Ø ≥ 60 mm or 2 M, depth ≥ 60 mm   

Acts as a transceiver in a Z-Wave network and have a Wireless range of 30 meters. 

Saves energy by monitoring and measuring Electrical Power in Watts and Energy Consumption in KWH. 

Can be integrated with other Z-Wave devices like motion sensors, door sensors to control the lights or fans. 
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DIN Dimmer 
 

Application: Smart Lighting 

 

 

 
Qubino Din Dimmer is used for dimming of light or to control the 

speed of a fan. The module can be controlled either through a Z-

Wave network or through the wall switch. It is designed to be 

mounted inside an electrical cabinet onto DIN rail. It has 

dedicated slot for digital temperature sensor. 
 

     Electrical Diagram for 230 VAC                                            Electrical Diagram for 24 VDC   

                                                                     
 

Supported Loads 
 

Dimmable Compact fluorescent lights, LED lights, low voltage halogens with electronic transformer.  

Each dimmer can support up to 140 watts in case incandescent light. 

In case of LED or halogen lights as starting current is very high so each dimmer can control up to 40 watts 

which means 8 LED lights can be controlled while wattage of each LED should be 5W. 
 

  Specification and features 
 

  

Wireless Protocol Manufacturer Manufacturer country 

Z-Wave Qubino Slovenia 

Power supply: 100 VAC to 230 VAC ± 10%, 50/60 Hz, 24-30 VDC 

Rated load current: AC output: 0.85A at 230VAC, DC output: 0.85A at 30VDC 

Output circuit power of resistive load: AC output: 200W at 230 VAC, DC output: 21 W at 24 VDC 

Acts as a transceiver in a Z-Wave network and have a Wireless range of 30 meters. 

Dimensions (WxHxD):  18 x 93 x 58 mm 

Saves energy by monitoring and measuring Electrical Power in Watts and Energy Consumption in KWH.  

Can be integrated with other Z-Wave devices like motion sensors, door sensors to control the lights or fans. 
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RGBW Dimmer 

 
Application: Smart lighting 

 

 

 
 
The Qubino RGBW Dimmer is designed to control your 

RGB/RGBW strips and LED strips or bulbs. You can control it either 

remotely through the Z-Wave network or through wall switches. 

It can make 10 million colors. 
 

 
 

                          Qubino RGBW wiring Diagram                                                       RGBW Scenes           
  

            

 

 

 

 

 

 

 

 

 

 

Supported Load 
 
The Qubino RGBW Dimmer is ideal for dimming RGB/RGBW strips, LED strips and bulbs, or even halogen 

bulbs. It can create different lighting effects (scenes) and adjust the color and intensity of the light source. 
 

Specifications and  Features 
 

Wireless Protocol Manufacturer Manufacturer Country 

Z-Wave Qubino Slovenia 

Power supply: 12-24VDC 

Rated output power: 8A for single output channel,13A at max. 

Max load (halogen bulbs): At 12V- 156W combined; At 24V- 312W combined 

Electricity consumption:  12V: 0.48W; 24V: 0.72W 

For installation in boxes:  Ø ≥ 60 mm or 2M 

Activate  5 special scene effects (Ocean, Lightning, Rainbow, Snow and Sun) with one click. 

Acts as a transceiver in a Z-Wave network and have a Wireless range of 30 meters. 

Can be integrated with other Z-Wave devices like motion sensors, door sensors to control the lights or fans.  

Ideal for drawing rooms, kitchens, outdoor sitting area, washrooms and swimming pool lighting. 
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Flush 1 Relay 
 

Application: Smart Lighting 

 

 

 
Qubino Flush 1 Relay is the smallest smart switch. It is  ideal as an 

electrical device switch for lights, fans, ovens, washing machines, 

irons, power sockets, garage doors etc. You can control it either 

remotely through the Z-Wave network or through wall switches. 

It also measures power consumption and supports the 

connection of a digital temperature sensor. 
 

              Electrical Diagram for 230 VAC                               Electrical Diagram for 24 VDC   
 

 
 

Supported Loads 
 

Compact fluorescent lights, LED lights, low voltage halogens with electronic transformer, fans, garage door etc. 

Each switch can control up to 2300 Watts for . It is ideal for chandelier. As for as LED light is concerned it can bear 

upto 320 Watts. it can control almost 64 LED lights while considering each LED of 5 Watts. 

 

Specification and features 

 

  

Wireless Protocol Manufacturer Manufacturer country 

Z-Wave Qubino Slovenia 

Power supply: 100 VAC to 230 VAC ± 10%, 50/60 Hz, 24-30 VDC 

Rated load current of resistive load: AC output: 1 x 10A at 230VAC, DC output: 1 x 10A at 30VDC 

Output circuit power of resistive load: AC output: 2300W at 230 VAC, DC output: 240 W at 24 VDC 

Dimensions (WxHxD):  41.8 x 36.8 x 15.4 mm 

For installation in boxes:  Ø ≥ 60 mm or 2M, depth ≥ 60 mm 

Acts as a transceiver in a Z-Wave network and have a Wireless range of 30 meters. 

Saves energy by monitoring and measuring Electrical Power in Watts and Energy Consumption in KWH.  

Can be integrated with other Z-Wave devices like motion sensors, door sensors to control the lights or fans. 
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Flush 2 Relay 

 
Application: Smart lighting 

 
 

Qubino Flush 2 Relay is the smallest double switch. You can 

control it either remotely through the Z-Wave network or 

through wall switches.. It also measures power consumption and 

supports the connection of a digital temperature sensor. 
 

                       Electrical Diagram for 230 VAC                                            Electrical Diagram for 24 VDC           
  

                  
 

Supported Load 
 
Compact fluorescent lights, LED lights, low voltage halogens with electronic transformer. 

Smart switch has 2 output terminals. Each output can be connected with load up to 920 Watts. 

As for as LED light is concerned each output terminal can bear upto 115 Watts. Each output can control almost 23 

LED lights while considering each LED of 5 Watts.  
 

Specifications and  Features 
 

  

Wireless Protocol Manufacturer Manufacturer Country 

Z-Wave Qubino Slovenia 

Power supply: 100 VAC to 230 VAC ± 10%, 50/60 Hz, 24-30 VDC 

Rated load current of resistive load: AC output: 2 x 4A at 230VAC, DC output: 2 x 4A at 30VDC 

Output circuit power of resistive load: AC output: 2 x 920W at 230 VAC, DC output: 2 x 96W at 24 VDC 

Dimensions (WxHxD):  41.8 x 36.8 x 15.4 mm 

For installation in boxes:  Ø ≥ 60 mm or 2M, depth ≥ 60 mm 

Can be connected with Digital temperature sensor having range from -50° to +125°C 

Acts as a transceiver in a Z-Wave network and have a Wireless range of 30 meters. 

Saves energy by monitoring and measuring Electrical Power in Watts and Energy Consumption in KWH. 

Can be integrated with other Z-Wave devices like motion sensors, door sensors to control the lights or fans. 
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Flush 1D Relay 
 

Application: Smart Garage Door 

Qubino Flush 1D Relay is ideal as a dry contact switch for lights, 

fans, ovens, washing machines, garage doors etc. The output 

contact is voltage free (dry contact), so different power supply 

loads can be connected to the module. It also supports the 

connection of a digital temperature sensor. 
 

            Electrical Diagram for 230 VAC                               Electrical Diagram for 24 VDC   
 

 

 

 

 

 

 

 

Supported Loads 
 

Compact fluorescent lights, LED lights, low voltage halogens with electronic transformer, fans, garage door etc. 

Each output terminal can control up to 920 Watts. As for as LED light is concerned it can support upto 115 Watts. 

 

Specification and features 

 

 
 

Wireless Protocol Manufacturer Manufacturer country 

Z-Wave Qubino Slovenia 

Power supply: 100 VAC to 230 VAC ± 10%, 50/60 Hz, 24-30 VDC 

Rated load current of resistive load: AC output: 1 x 10A at 230VAC, DC output: 1 x 10A at 30VDC 

Output circuit power of resistive load: AC output: 2300W at 230 VAC, DC output: 240 W at 24 VDC 

The output contact is voltage free (dry contact), so different power supply loads can be connected to the module. 

Dimensions (WxHxD):  41.8 x 36.8 x 15.4 mm 

For installation in boxes:  Ø ≥ 60 mm or 2M, depth ≥ 60 mm 

Can be connected with digital temperature sensor having range from -50° to +125°C 

There are 11 additional parameters for expert users. 

Acts as a transceiver in a Z-Wave network and have a Wireless range of 30 meters. 

Saves energy by monitoring and measuring Electrical Power in Watts and Energy Consumption in KWH.  

Can be integrated with other Z-Wave devices like motion sensors, door sensors to control the lights or fans. 
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Wall Plug Dimmer 

 
Application: Smart lighting 

 
 

Provides wireless dimming of lights, and ON/OFF control of lights 

connected to the Plug-In Lamp Module. 

Can be plugged directly into 230 VAC source. The programming 

button on the module is also a manual ON/OFF switch. 

Each Plug-In Dimmer acts as an automatic repeater to other Z-

Wave Modules to ensure full home coverage.  

It has 30 meters range line of sight. 
 

Supported Load 
 
It can support upto 300 Watts for incandescent lamps only. 

 
    

Wall Plug Switch 
 

Application: Smart Lighting 

Provides wireless switching of lights connected to the Plug-In 

Lamp Module. Can be plugged directly into 230 VAC source. 

It is energy efficient device because it measures power and 

energy also. The programming button on the module is also a 

manual ON/OFF switch. 

Each Plug-In wall plug switch acts as an automatic repeater to 

other Z-Wave Modules to ensure full home coverage. 

It has 30 meters range line of sight. 
 

Supported Loads 
 

       Supports upto 2990 Watts of incandescent lamps only. 
 

 
 

 

Wireless Protocol Manufacturer Manufacturer Country 

Z-Wave TKB Home China 

Wireless Protocol Manufacturer Manufacturer country 

Z-Wave TKB Home China 
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Flush Shutter 

 
Application: Smart Curtain 

 
 

Qubino Flush Shutter is the world's smallest Z-Wave module able 

to control the motors of blinds, rollers, shades, venetian blinds, 

etc. You can control it either remotely through the Z-Wave 

network or through wall switches. It also measures power 

consumption and supports the connection of a digital 

temperature sensor. 
 

      Electrical Diagram for 230 VAC                                             
  

  
 

Supported Load 
 
The Qubino Flush Shutter is ideal for remotely controlling the motors of blinds, rollers, shades, venetian blinds and 

similar sunscreens. It can control 920 Watt motor on each output terminal operated on 230 VAC 

 
Specifications and  Features 

 

 
  

Wireless Protocol Manufacturer Manufacturer Country 

Z-Wave Qubino Slovenia 

Power supply: 100 VAC to 230 VAC ± 10%, 50/60 Hz 

Rated load current of resistive load: AC output: 2 x 4A at 230VAC 

Output circuit power of resistive load: AC output: 2 x 920W at 230 VAC 

Dimensions (WxHxD):  41.8 x 36.8 x 15.4 mm 

For installation in boxes:  Ø ≥ 60 mm or 2M, depth ≥ 60 mm 

Can be connected with Digital temperature sensor having range from -50° to +125°C 

Acts as a transceiver in a Z-Wave network and have a Wireless range of 30 meters. 

Saves energy by monitoring and measuring Electrical Power in Watts and Energy Consumption in KWH. 

Can be integrated with other Z-Wave devices like motion sensors, door sensors to control the lights or fans. 
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Aeotec Heavy Duty Switch 
 

Application: Smart Lighting 

With Aeotec heavy duty switch you can control, automate and 

record the electricity consumption of your heavy-duty appliances 

upto 40 A like water heaters and outdoor lights etc using smart 

phone/tablet remotely. Wiring diagram is given below. 
 

       
 

Supported Loads 
 

Aeotec Heavy duty switch can hold up to 40 A and 9600 watts. Any resistive load like water heater, villa outdoor 
lighting can be connected to it. In case of inductive load, inrush current should be considered for designing.  

 
Specification and features 

 

Wireless Protocol Manufacturer Manufacturer country 

Z-Wave Aeotec California, USA 

Power supply: 230 VAC ± 10%, 50/60 Hz 

Rated load current of resistive load: 40A /230VAC 

It is 2 Pole switch, which means it switches both Live and Neutral supplies. 

For installation, load should be connected with same circuit. 

Dimensions (LxWxH): 130 x 120 x 40 mm 

Output circuit power of resistive load: AC output: 9600W / 230 VAC 

Acts as a transceiver in a Z-Wave network and have a Wireless range of 30 meters. 

Saves energy by monitoring and measuring Electrical Power in Watts and Energy Consumption in KWH.  

Can be integrated with other Z-Wave devices. 
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Motion Sensor 

 
Application: Smart Security 

 
 

Fibaro Motion sensor is a multi-sensor who can measure motion, 

light intensity, temperature and acceleration. It can be integrated 

with other Z-Wave devices. For example lights will be turn 

ON/OFF depending upon the motion in the room or siren will 

start when you are away and there is any motion in your house. 

It can sense motion within 5 meters range. It is battery operated. 

 
 

     

Door/Window Sensor 
 

Application: Smart Security 

Fibaro door/window sensor is a multi-sensor who has contact 

sensor, Tamper sensor and temperature sensor in it. It tells status 

of door/window whether it is open or close.. It can be integrated 

with other Z-Wave devices. For example lights will be turn ON 

while opening the door  or siren will start when you are away.  
 

Wireless Protocol Manufacturer Manufacturer Country 

Z-Wave Fibaro Poland 

Wireless Protocol Manufacturer Manufacturer country 

Z-Wave Fibaro Poland 
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ZXT-120 Thermostat 

 
Application: Smart Thermostat 

 
 

ZXT-120 Thermostat is Z-Wave to AC IR Extender. It has a built in 

temperature sensor which allows Base unit to get the current 

room temperature. It has Built-in AC IR code library also. It 

translates wireless commands to AC IR control code.  
 

Supported Air Conditioners 
 
Any A/C having infrared (who can control through remote 

control) is compatible with ZXT-120. All split units can be 

controlled through it.  

Basically this device is infrared transmitter, who transmits 

infrared signal to infrared receiver of A/C. Any A/C with no 

infrared receiver should be replaced with a new thermostat 

having infrared receiver. Example of this is A/C duct system. 

Mitsubishi IR Receiver: 

We can make your Mitsubishi Split Duct thermostat smart. We 

will install a thermostat having IR receiver beside your old 

thermostat after that it will become a smart thermostat. 
 
Modes of Operation 
 
Spectrum has designed modes of operation for its customers. 

You can set desired temperature from selector, There is ON/OFF 

modes for A/C and 4 fan modes which includes Auto, High, 

Medium and Low. Real time temperature monitoring is also in 

interface. Interface for thermostat is shown in the drawing. 

 
Specifications and  Features 

 

Wireless Protocol Manufacturer Manufacturer Country 

Z-Wave and IR Remotec Hong Kong 

Power supply: USB Power DC 5V 200mA or 3xAAA dry batteries 

IR operating distance: up to 8m line of sight. Sends IR signal in 5 different directions. 

Acts as a transceiver in a Z-Wave network when connected through a 5 V 200 mA power supply. 

Has feature of low battery indication. 

Can be integrated with other Z-Wave devices like motion sensors, door sensors to control temperature. 

Can run customized events like good night, good morning, home, away and multiple devices at a time. 
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Fibaro Universal Sensor 
 

Application: Solar Water Heater/Garage Door 

The Universal Binary Sensor is a wireless module that makes it 

possible to improve the functionality of any sensor with a binary 

output by allowing it to communicate with the wireless Z-Wave 

network. The device can service up to two binary sensors and 

four temperature sensors.  
 

      Specification and features 
 

  
   

KeyFob Z-Wave Remote Control 
 
Application: Z-Wave Remote Control 

 
 

FIBARO KeyFob is a Z-Wave Plus compatible, battery-powered, 

compact remote control. Six buttons allow you to control other 

devices through the Z-Wave network and run various scenes.  
 

Specifications and  Features 
 

Wireless Protocol Manufacturer Manufacturer country 

Z-Wave Fibaro Poland 

Supply Voltage: 9-30V DC ±10% 

Maximum voltage at output contacts: 36 VDC / 24 VAC ±5% 

It  can service up to two binary sensors and up to four DS18B20 temperature sensors 

Dimensions (L x W x H):  27,3 x 14,5 x 12 mm 

Spectrum is using it for Solar water heater and garage door monitoring. 

Wireless range of 30 meters indoor and 40 meters for outdoor. 

Wireless Protocol Manufacturer Manufacturer Country 

Z-Wave Fibaro Poland 

Power supply: 3.0V battery (included) 

Dimensions(L x W x H):  70 x 38 x 15 mm 

Equipped with 6 easily recognizable buttons 

Actions are confirmed by the built-in LED diode. 

Device has 6 control buttons who can control 6 Z-Wave devices or 6 different scenes 

Built-in locking system will ensure that unauthorized person will not take control of your home. 

 



 

20 

Aeotec Minimote 
 

Application: Z-Wave Remote Control 

Aeotec minimote remote control can control a variety of Z-Wave 

compatible devices such as switches, dimmers, window blinds. 

Beauty of this device is, you can run multiple devices at  same 

time with only one button. Available in 2 colors black and white.  
 

      Specification and features 
 

  
  

Key Fob Remote Control 

 
Type: Z-Ware Remote Control 

 
 

Aeotec minimote remote control can control Z-Wave compatible 

devices such as switches, dimmers, curtains and Z-Wave scenes.  

Multiple devices/scenes can be controlled with only one button. 

It is equipped with a keychain. Its available in black color. 
 
Specifications and  Features 
 

Wireless Protocol Manufacturer Manufacturer country 

Z-Wave Aeon Labs California, USA 

Equipped with 4 control buttons and 4 Z-Wave network control buttons. 

It has non-replaceable but rechargeable battery.  Recharging cable includes in packing 

Battery can be charged through 5 V supply. It can be a power adapter or USB port of PC 

It acts as a secondary controller for a Z-Wave network 

4 Z-Wave buttons can control 8 different scenes or 8 devices. 

Wireless range of 30 meters indoor and 40 meters for outdoor. 

Wireless Protocol Manufacturer Manufacturer Country 

Z-Wave Aeon Labs California, USA 

Device has 4 control buttons who can control 8 Z-Wave devices or 8 different scenes 

Operated By: lithium cell CR2450 3 volt battery 

Operating temperature: -10°C to 50°C 

It acts as a secondary controller for a Z-Wave network 

Wireless range of 30 meters indoor and 40 meters for outdoor. 

Very small in size and can be used as a key chain. 

Battery life is almost 2 years. 
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Digital Lock Monoblock 

 
Application: Smart Security 

 
 

Yale door locks can be controlled using smart phone from 

anywhere. It can also be opened through smart card, keypad or 

key . To work with Z-Wave, you just need to insert a Z-Wave 

module.  After adding in Z-Wave network it can be integrated 

with other Z-Wave devices. Spectrum Smart phone application 

interface has been shown here. 

 
 
 
 

 

 

 

 

 

 

 

 

 

 
  

Keyless Digital Lock 
 

Application: Smart Security 

Yale Keyless digital is smaller in size having almost same features 

as Monoblock. It also needs Z-Wave module to work with Z-Wave 

network. To work with other wireless protocols like Bluetooth, 

Zigbee etc you just need to put respective module. 
    

Wireless Protocol Manufacturer Manufacturer Country 

Z-Wave Yale United Kingdom 

Wireless Protocol Manufacturer Manufacturer country 

Z-Wave Yale United Kingdom 
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DoorBird D201 

 
Application: Video Intercom 

 
           

DoorBird D201 is a video intercom made of steel. With DoorBird, 

you can see your visitors, speak with them and open the door by 

smartphone or tablet from anywhere in the world. You will not 

miss any more deliveries, because you will be informed right 

away when the postman rings. It has high end motion sensor, you 

always know what happens in front of your home. 
 

 
Specifications and  Features  
 

 
 

DoorBird D101S 
 

Application: Video Intercom 

  

  

 

DoorBird D101S is a video intercom made of acrylic. It has same 

features as DoorBird D201 but smaller in size. Both DoorBirds 

have IOS and Android applications. Both can be attached with 

doorbell and electric door strike. 
    

Installation Requirement 
 

For installation and operation it need an ethernet cable. In case of POE cable no need of separate power supply. 

Manufacturer Manufacturer Country 

DoorBird Germany 

Attractive design, Easy to install, simple PoE Ethernet cable required for connection. 

Gives ringtone and notification on pressing button in case of motion in front of your home. 

Multiple people can be connected through IOS or Android phone application. 

Rain and temperature free according to industry standard. 

Real Night-Vision function and Ultra wide-angle hemispheric lens, 180°. 

Can be connected with a relay for doorbell and electric door strike for opening the door. 

Manufacturer Manufacturer country 

DoorBird Germany 
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Yale Digital Lock Z-Wave Module  

 
Application: Z-wave module for Door Locks     

 
Yale Z-Wave module is designed to be used with digital locks. 

Once this module is inserted in the slot, lock can be added in the 

Z-Wave network. After adding in Z-Wave network, Yale lock can 

be controlled through mobile phone from anywhere in the world 

and lock can be integrated with other Z-Wave devices.  
 

 

Yale Night Latch (Silver) 
 

Type: Smart Security 

  

  

 

Retro-fit replacement for P77 Traditional Night latch no 

additional chiseling required. Snib to deadlock or hold back the 

latch. It is Anti Pump. Supplied with 1109 rim cylinder. It is used 

with Yale digital Digital door lock. This lock is suitable for doors 

up to 57mm thick or 54mm where a door pull is fitted. 

 
POPP Solar Siren 
 
 
Type: Smart Security  

POPP solar siren is Z-Wave siren. Due to its large solar panel it can 

be used without any additional power supply or batteries. The 

siren issues a very loud sound (105 dBm) and in parallel some 

stroboscope light. It provides tamper protection. It has built in 

temperature sensor. Its dimension is 300x190x68 mm. 
 

Wireless Protocol Manufacturer Manufacturer Country 

Z-Wave Yale United Kingdom 

Manufacturer Manufacturer country 

Yale United Kingdom 

Wireless Protocol Manufacturer Manufacturer Country 

Z-Wave POPP Germany 
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ZRC-90 Z-Wave Remotec Scene Master 
 

Application: Z-Wave Remote Control 

The Z-Wave Remotec Scene Master is a Z-Wave controller which 

can trigger actions and predefined scenes in a Z-Wave control 

center. The device has 8 single buttons and a status LED. When 

one of the buttons on the ZRC-90 is pushed, your Z-Wave central 

controller will receive a signal which it can use to trigger 

unlimited control possibilities.  

      Specification and features 
 

  
 
  

 Global Cache iTach IP to IR 

 
Application: IP to IR conversion 

 
 

Global Cache enables you to control Infrared devices over a 

network and the Internet. Consider the Global Cache IP2IR the 

glue between your smart phone/tablet and the physical 

equipment such as a television, blu-ray player etc.  
 
Specifications and  Features 
 

Wireless Protocol Manufacturer Manufacturer country 

Z-Wave Remotec Hong Kong 

ZRC-90 is a great solution for triggering events more quickly than taking out your smart-phone and running app. 

It is operated by dry battery AAA x 2pc. 

It has wireless range Up to 30m in unobstructed environment 

It has 8 buttons, each supporting double click capability, you can control 16 different actions. 

Wireless Protocol Manufacturer Manufacturer Country 

Infrared Global Cache California, USA 

Device can support Up to eight (8) simultaneous connections. 

Client can access TV and elife remotely. 

Client can access variety of channels just by clicking on the channel icons. 

Client can monitor and receive notification for his favourite shows. 

It is integrated with Homeseer so you can control your Samsung TV or eLife with same Smart Home Application. 

Attractive designs for Samsung TV and eLife has been prepared by Spectrum for its valued customers. 
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Linksys Velop Wi-Fi Mesh System 
  

Application: Complete Home Wi-Fi 

Tri-Band Wi-Fi mesh system provides 100% Wi-Fi throughout 

your home. Can be configured simply through Linksys App. 
 

  
Comparison between traditional Wi-Fi and Linksys 

 
In case of traditional Wi-Fi, signal becomes weaker after each access point. Moreover it cannot cover whole home Wi-

Fi.  It requires manual switching between your router and range extenders. 

Linksys works on tri-band and mush topology. It provides 100% full strength of Wi-Fi without signal degradation. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Specifications and Features 
 

 

Wireless Protocol Manufacturer Manufacturer country 

Wi-Fi Linksys United States 

Coverage up to 6,000 square feet. 

Operating Frequency: 1 x 2.4 GHz radio - 400 Mbps | 2 x 5 GHz radio 867 Mbps 

Customize your home Wi-Fi anytime anywhere. 

Through Parental control Ensure a safe Internet experience for your kids. 

Generate a separate password protected Wi-Fi network for up to 50 guests. 

Automatically selects the best channel for your device 

Provides device prioritization and speed test of Wi-Fi network 
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 DS-2CD2120F-I Network Dome Camera 

 
Application: Smart Security 

 
           

 
Specifications and  Features  
  

   
 

 

DS-2CD2T42WD-I3/I5/I8  Network Bullet Camera 

 

Application: Smart Security 

 

 
 
 

Specifications and Features 
 

Manufacturer Manufacturer Country 

HikVision China 

Indoor 2 MP HD camera used for Villas, shops and Towers. 

Image Sensor:  1/2.8" Progressive Scan CMOS 

Lens: 4mm@ F2.0 (2.8mm, 6mm optional) 

Wide Dynamic Range: Digital WDR,  Max. Image Resolution:  1920 x 1080 

Have IR Range upto 30 meters. Separate slot for SD card upto 132 GB. 

Can be powered through 12 VDC or Power over ethernet (POE). 

Line crossing, Intrusion detection, motion detection, tampering alarm, network disconnect , IP address conflict. 

Have two way audio and Ingress Protection level IP67. 

Can be operated from -30 °C  to 60 °C and humidity upto 95% 

Manufacturer Manufacturer country 

HikVision China 

Outdoor 4 MP HD camera used for Villas, shops and Towers. 

Image Sensor:  1/3" Progressive Scan CMOS 

Lens:  4 mm, 6 mm options; angle of view: 83° (4 mm), 56° (6 mm) 

Wide Dynamic Range:  120 dB,    Max. Image Resolution: 2688×1520 

Have IR range upto 30/50/80 meters. Can be powered through 12 VDC and POE. 

Can be operated from  -30 °C  to 60 °C and humidity upto 95% 

Having Ingress Protection level IP67. 

Face detection, line Crossing, Intrusion detection, motion detection, dynamic analysis, tampering alarm, Network 

Disconnect,  IP address conflict, Storage exception. 
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DS-7616NI-E2 8/16P Embedded Plug & Play NVR 

  
Application: Network Device 

 
           

 
Specifications and  Features  
 

  
 

WD40PURX WD Purple Hard Disk 

 

Application: Storage Device 

 

 

 
 

Specifications and Features 
 

 

Manufacturer Manufacturer Country 

HikVision China 

Power Supply: 100 – 240 VAC, 50/60 Hz 

Two NVR’s are available 8 channels and 16 channels 

Supports up to 2 SATA Interfaces 

Supports Network Detection, Including Network Delay, Packet Loss, Alarm and Audio Input/output 

Synchronous HDMI and VGA Output 1920 × 1080p Resolution 

Recording Resolution: 6 MP/5 MP/4 MP/3 MP 1080p/UXGA/720p/VGA/4CIF/DCIF/2CIF/CIF/QCIF 

Live view / Playback:  6MP/5MP/3MP/1080P/UXGA/720P/VGA/4CIF/DCIF/2CIF/CIF/QCIF 

Network Interface:  1RJ-45 10/100/1000Mbps self-adaptive Ethernet interface 

Capacity:  Up to 4TB for each disk 

Chassis:  19-inch rack-mounted 1U chassis 

Dimensions:  445 × 290 × 45mm (17.5 ×11.4 × 1.8 inch) 

Can be operated from  -30 °C  to 60 °C and humidity upto 95% 

Manufacturer Manufacturer country 

Western Digital United States 

Storage capacity of 4 TB 

Designed specifically for network video recorder (NVR) surveillance systems where scalability is needed 

Compatible with DVR systems also. 

Can support up to 64 high definition cameras 

Low power consumption at high temperature 

Can work from 0°C to 60°C. 
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Linksys 8/16/24 port PoE switch 

 
Application: Network Device 

 
           

 
Specifications and  Features 

 

 
 

Linksys WRT 1200AC Dual Band Wi-Fi Router 

 

Application: Network Device 

 

 
  

Specifications and Features 
 

 
 
RGBW Strip Light   
 
 
Application: Smart Lighting  

 
RGBW strip light with 4 colors Red, Green, Blue and White. 

Non- Water proof with 5 meter length and 300 Leds. 

Used with RGBW controller and RGBW power supply. 

 

Manufacturer Manufacturer Country 

Linksys United States 

Power Supply: 100 – 240 VAC, 50/60 Hz 

Available in 3 types,  8/16/24 port Gigabit POE ports. 

Operating temperature from 0°C to 50°C 

Manufacturer Manufacturer country 

Linksys United States 

Dual Band antennas for professional grade coverage. 

Fast 1.3 GHz Dual-core processor for HD streaming and gaming. 

Works on 2 bands 2.4 GHz for mobile phones and printers and 5 GHz for laptops. 

Through Parental control Ensure a safe Internet experience for your kids. 

Generate a separate password protected Wi-Fi network for guests. 

Provides device prioritization and speed test of Wi-Fi network 
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Temperature Sensor 
 

Application: Temperature Sensing 

  

  

 

Product Features 

Digital Temperature sensor has 1m cable with connector to 

connect directly to Qubino modules. 

Its range is between -50 and 125°C. 

It can be connected with almost all Qubino devices. It will 

continuously monitor and report temperature near Qubino 

module. 

If temperature goes high,  controller will immediately turn off 

the module to avoid any fire or short circuit. 

 
Remotec ZXT-120 Power Supply 
  

 
Application: Power Supply 

 
           

Remotec ZXT-120 thermostat can work as a repeater in Z-Wave 

network if it is connected with a power supply. So it’s better to 

power it through power supply instead of battery. This Power 

supply operates at 5 volts and 200 mA. 
     

Power Supply for RGBW 
 
 

Application: Power Supply 
 
 

Description 
 

12 VDC, 12 A power adapter having 1.2 meter cable 

length. Ideal for RGBW controller and LED strip lights. 

 

 

Manufacturer Manufacturer country 

Qubino Slovenia 

Manufacturer Manufacturer Country 

Remotec Hong Kong 
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IP PBX UCM 6202 
 
 

Application: IP Telephony 

 

 
 
 

Product Features 

UCM6202 is an innovative IP PBX appliance designed for residential or small to medium business.  

It offers a highly versatile state-of-the-art Unified Communication (UC) solution for converged voice, video, data, fax 

and video surveillance application needs. 

Specifications and Features 
 

 
GXV3275 IP Video Phone 

  
Application: Video Intercom 

 

 
     
 

Specifications and  Features 
 

Manufacturer Manufacturer country 

Grandstream United States 

Universal Power Supply: Output: 12VDC, 1.5A,  Input: 100-240VAC, 50-60Hz 

Mounting: Wall mount and Desktop. 

Network Interfaces: Dual Gigabit RJ45 ports with integrated PoE Plus. 

Maximum call capacity: Concurrent audio calls up to 30, concurrent WebRTC calls up to 25. 

SIP Devices:  Up to 500 registered SIP endpoints. 

Conference Rooms: Up to 3 password-protected conference rooms allowing up to 25 PSTN or IP participants. 

Call Features: Call park, call forward, call transfer, DND, ring/hunt group, paging/intercom and etc. 

LED Indicators: Power/Ready, Network, PSTN Line, USB, SD . 

LCD Display: 128x32 graphic LCD with DOWN and OK button. 

Manufacturer Manufacturer Country 

Grandstream United States 

6 lines with up to 6 SIP accounts including FREE IPVideoTalk account with video mail. 

Up to 6-way audio & 3-way video conference, phonebook with up to 1000 contacts, up to 1000 call history. 

Runs the Android™ Operating System 4.2 and offers full access to the Google Play Store. 

Integrate with DoorBird video intercom, talk with visitors and open the door through phone. 

Graphic Display: 7" (1024×600) capacitive (5 points) touch screen TFT LCD 

Wi-Fi: integrated. 802.11 b/g/n,  Bluetooth:  integrated. Bluetooth 4.0 + EDR 

Telephony Features: Hold, transfer, forward, 6-way audio conference, call waiting, call history and much more. 
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GXP2135 IP Audio Phone 
 
 

Application: IP Telephony 

 

 
 
 

Product Features 

The GXP2135 is the ideal selection for busy users who value call control, productivity and usability, and manage 

medium to heavy call volumes. Equipped with 8 lines and 4 SIP accounts, a 2.8 inch color LCD display, and 32 digital 

speed dial/BLF keys, the GXP2135 enables quick and powerful usability. 

Specifications and Features 
 

 
 

Door Strike   
  

Application: Remote Door Opener 
 
           

 
Specifications and  Features 

 

  

Manufacturer Manufacturer country 

Grandstream United States 

8 lines, 4 SIP accounts, 4 XML programmable context-sensitive soft keys 

Base Stand:  2 angle positions available, Wall Mountable. 

Dual switched, auto-sensing Gigabit ports, built-in PoE 

32 digitally programmable and customizable BLF/speed-dial keys 

Built-in Bluetooth for syncing headsets and mobile devices for contact books, calendars & call transferring. 

HD audio on the handset and speakerphone; full duplex speakerphone 

4-way audio conferencing for easy conference calls 

Graphic Display: 2.8 inch (320x240) TFT color LCD 

Telephony Features:  Hold, transfer, forward, 4-way conference, call park, call pickup,  call waiting, call log (up to 

500 records), auto answer, click-to-dial, flexible dial plan, hot desking, personalized music ringtones and music on hold. 

Manufacturer Manufacturer Country 

POPP Germany 

An electric strike is an access control device used to lock and release doors. 

Electric strikes are installed in or on the doorframe and work in conjunction with mechanical door locks. 

It is operated by 12 volts power supply having 16 mm thickness that can fit into almost all door formats. 

Integrated with DoorBird and grand stream video phone. It works standalone, means no need of IP PBX server. 

Open door for your guests and kids when you are away from home. 
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 Legrand Motion Sensors 

  
Application: Smart lighting and Energy Efficient 

 
           

 
Device Features 

 

  
Supported Loads 
  
In following table you can see supported load and their specifications. These sensors can be connected with almost 
all load types. Due to this characteristic Legrand motion sensors are first choice for Real Estate Developers and 
Engineers as well. 
 

 
    

 

Manufacturer Manufacturer Country 

Legrand France 

This device enables a light source to be controlled automatically by detecting motion in the monitoring area. 

Device also has LUX sensor who senses the light intensity in the premises and turn ON/OFF light source accordingly. 

These type of devices need very few investement but it saves your energy and decrease electricity bills. 

Cab be connected with almost all types of lighting for example LED, Halogen lamps, fluorescent bulbs etc. 

Operating voltage: 230-240 VAC at 50/60 Hz frequency.  Standby Power consumption: 0.75 W 

There are 3 types of technologies available. Passive Infrared technology, Ultrasonic technology and dual technology. 
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Types of Technologies: 
 

   

Passive Infrared (PIR) Technology 
 
Ultrasonic (US) Technology Dual Technology (DT) 

Passive infrared technology detects 

occupancy by reacting to infrared 

energy sources, such as a human 

body in motion. 

The sensor emits ultrasonic sound 

waves that bounce off objects in 

the covered space, and then 

measures the amount of time it 

takes for the waves to return. 

Sensors that employ PIR + US 

sensing technologies are  usually  

referred to as "dual technology". 

It ensure maximum sensivity and 

coverage in tough applications. 

 

 Passive infrared sensors Ultrasonic sensors Dual technology sensors 

Coverage type 
- Line of sight 
- Cut off 

- Volumetric 
- No clear cut off 

- Complete coverage 
- Cut off 

    

      Best 
Applications 

- Enclosed offices where sensors 
can have a clear view of the 
entire area. 
- As a wall switch replacement 
- Areas with high air flow A/C: 
computer rooms, laboratories, 
coldrooms, etc. 
- Warehouses, hallways, 
highceiling- mount applications. 
- Areas that require direct line-of 
sight viewing. 
- Spaces that need to mask off 
unwanted detection in certain 
areas. 

Enclosed offices, larger 
Conference rooms. 
- Areas up to 150 square 
metres that can be considered 
enclosed. 
- Storage areas with cabinets 
and shelving. 
- Bathrooms (ultrasonic waves 
will bounce off the partitions) 
- Open office spaces and areas 
that require 360° coverage. 
- Hallways that are completely 
3nclosed. 

- Classrooms. 
- Computer rooms. 
- Large conference rooms. 
- Open office spaces with defined 
aisles. 
- Lunchrooms. 
- Areas with high ceilings 
- Areas requiring 100% cut-off and/ 
or small motion sensing. 
- Spaces with low motion levels by 
cccupants. 

    

       Poor 
Applications 

- Bathrooms (sensors cannot see 
in the partitioned areas). 
- Open space with ceilings under  
4 metres, requiring 360° coverage. 
- Larger enclosed spaces - the 
infrared zones get to be too large 
- Areas where storage areas, 
cabinets and shelving can block 
the view. 
- Areas where very small motions 
must be sensed. 

- Spaces that have lots of air 
turbulence. 
- Areas that requires ceiling 
mounting heights over 4 metres. 
- Spaces that are not considered 
enclosed. 
- Spaces with areas of unwanted 
detection. 
- Spaces with high ceilings. 
- Spaces with high levels of 
vibration or air flow. 

- Spaces with high levels of air flow. 
- Warehouses. 
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BroadLink Products 
 
 

Spectrum is providing two types of Home Automation one is Centralized Home Automation” and other one is “Stand 

Alone Home Automation”. Centralized Automation consists of main controller and Z-Wave devices. All of them work 

on Mesh Network Topology and each device acts as a repeater. This system is most secure and reliable. 

Stand Alone Automation is based upon Wi-Fi, Radio Frequency and Infrared protocols. If we Sum up this system in one 

line “ Any device working with Radio frequency or Infrared (devices who can be controlled by remote control) can be 

controlled with BroadLink devices remotely. Example of such devices are Air Conditioner, TV, Lighting plugs, RF 

controlled switches and RF based home appliances. This system is cheaper and have some limitations. 

We are providing following BroadLink products. 
 
1. RM Mini 3 

2. RM Pro 

3. TC2- 1/2/3 Smart Gang Touch 
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RM Mini 3 Universal Remote 
 
 
Application: Smart Home 

 
 
 
 

Supported Devices 
  
Any Infrared device like Split A/C, TV, DVD, receiver, IR home appliances etc. 

For split duct system there should be thermostat having infrared receiver. 
 
Specifications Features 

 

 
   

RM Pro Universal Remote 
 

Application: Smart Home 
  

 

 

Supported Devices 

Any Infrared device like A/C split unit, A/C split duct with IR receiver, TV, DVD, receiver, IR home appliances etc. 

Any RF devices like RF Gang switch and other home appliances.  
      Specification and features 

 

Wireless Protocol Manufacturer Manufacturer Country 

Wi-Fi and IR BroadLink China 

Power supply: 5 volts, 1000 mA.  

Powered by power supply having input of 110-220 VAC and 50/60 Hz frequency. 

Wi-Fi frequency: 2.4GHz b/g/n , IR frequency : 38K 

Supports UAE environment and can work upto 50°C 

Supports almost all IR Controlled Devices such as Air condition, TV, DVD player, receiver etc. 

Can control devices through IOS and Android smart phone applications from anywhere. 

Can run customized events like good night, good morning, home, away and multiple devices at a time. 

Wireless Protocol Manufacturer Manufacturer country 

Wi-Fi, IR, RF BroadLink China 

Power supply: 5 volts, 1000 mA. 

Powered by power supply having input of 110-220 VAC and 50/60 Hz frequency 

Wi-Fi frequency: 2.4GHz b/g/n , IR frequency : 38K, RF frequency:  433/315MHz, Can work upto 50°C  

Same features like RM Mini 3 plus some extra features. It can control Radio frequencies also. 

Have built-in temperature sensor so tells actual room temperature indication and IFTTT compatibility. 
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TC2-1 Smart Gang Touch 
 
 
Application: Smart Lighting 

 
 
 
 

Supported Devices 
  
TC2-1 is single gang touch. Traditional incandescent light can be connected from 5 Watts to 200 Watts per gang. 

Load should be less than 100 watts per gang in case of LED or energy saving lights. 

Note: As staring current of LED light is very high so don’t use LED loads above 100 watts. 
  
Specifications Features 

 

 
 
  

TC2-2 Smart Gang Touch 
 

Application: Smart lighting 

 
 
 

 
Supported Devices 

TC2-2 is double gang touch. Traditional incandescent light can be connected from 5 Watts to 200 Watts per gang. 

Load should be less than 100 watts per gang in case of LED or energy saving lights. 

Note: As staring current of LED light is very high so don’t use LED loads above 100 watts. 
 

Features and Specifications 
 

 
 

Wireless Protocol Manufacturer Manufacturer Country 

Radio Frequency BroadLink China 

Power supply: 170 – 240 VAC,  RF frequency:  433/315MHz 
Controlled by RM Pro or RM Home. Cannot be controlled through RM mini 3 

Lights can be controlled through touch buttons or through IOS and Android smart phone application. 

Wireless Protocol Manufacturer Manufacturer country 

 Radio Frequency BroadLink China 

Power supply: 170 – 240 VAC,  RF frequency:  433/315MHz 

Controlled by RM Pro or RM Home. Cannot be controlled through RM mini 3 

Attractive design and easy to configure. 

Lights can be controlled through touch buttons or through IOS and Android smart phone application. 

Can run customized events like good night, good morning, home, away and multiple devices at a time. 
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TC2-3 Smart Gang Touch 
 
 
Application: Smart Lighting 

 
 
 
 

Supported Devices 
  
TC2-3 is three gang touch. Traditional incandescent light can be connected from 5 Watts to 200 Watts per gang. 

Load should be less than 100 watts per gang in case of LED or energy saving lights. 

Note: As staring current of LED light is very high so don’t use LED loads above 100 watts  
 

Specifications 
 

 

Wireless Protocol Manufacturer Manufacturer Country 

Radio Frequency BroadLink China 

Power supply: 170 – 240 VAC,  RF frequency:  433/315MHz 

Controlled by RM Pro or RM Home. Cannot be controlled through RM mini 3 

Lights can be controlled through touch buttons or through IOS and Android smart phone application. 

Can run customized events like good night, good morning, home, away and multiple devices at a time. 


