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Affordable Quality  

Designing and constructing a quality light that provides a balance 

between price, long life and energy efficiency is not easy. Every single 

detail of our light contributes to delivering the best value to our clients.  

 

More for the same 

LUMNZ downlights are designed to be more energy efficient and last longer than our 

competitors. This will deliver more savings, in your pocket, over a longer period of time.  

 

More light by design  

By using superior high brightness LED’s we achieve an incredible amount of light at very low 

power consumption.  

 

Light distribution.   

Our lens is selected to enhance light distribution. This means there 

are no bright or dark spots on the floor. This results in an 

exceptional spread of light without glare. You will appreciate the 

120 Degree wide beam of even light that fills your room with light.  

 

One light many applications 

Water resistant front by design. Our lens is hermetically sealed at the face 

of the light. Meaning that the same light can be used directly above a 

shower, in the kitchen, throughout the house and even under the soffit of 

your home. This reduces the need to buy multiple lights for different 

applications. Minimum rating is IP44 

Class leading reliability 

Our LED’s are LM80 certified for reliability, housed in a aluminium housing.– Our claims of 

longevity are backed by testing, certification and engineering.  Our design and component 

selection allows for the LED’S to produce more light while using less power. In conjunction 

with our all Aluminium design and efficient heat sink our light will simply outlast the 

competition.   

Conservative estimation shows our LEDs will reach 70% of their original light output around 

67 000 hours.  

 



 

Highest levels of safety 

Safety is not something left to chance, we simply do 

not trust anybody outside of New Zealand to test this. 

Considering the risk of fire and the use of insulation to 

cover lights in many New Zealand homes our lights are 

designed to work in these conditions. Every detail of 

the LumNZ down light is engineered to outperform in 

this environment. LUMNZ downlight has been tested to the highest level possible being IC-F 

by independent testing, locally in New Zealand.  

 

Your safety – Our Priority 

 

Quality Built to last.   

Our light is designed to give you more over a longer time.  

 Independently tested as IC-F in New Zealand 

 5-year warranty on the light and the driver 

 Full Aluminium construction  

 Engineered heat sink for longer LED life.  

 Premium Quality components throughout 

 Extra-long connection cable  

 Secure Connector on cable  

 

Enhanced Installation 

One of the largest costs associated with lighting is installation of your lights.  

Our design aims to minimise the time required to install your 

lights. From the Extra Large 5mm internal diameter mains voltage 

terminals, screw-less terminal cover & captive screws.   

With the extra-long 500mm secure connect cable it is easy to 

place the driver well clear of any insulation while ensuring a great 

connection. Eliminating the possibility of flicker due to loose 

connection.  

 

The job is made as quick & easy as is possible. Saving you time, saving you money 



Consistent Colour & Consistent Light 

Using cheap LED’s often results in a noticeable difference in colour and brightness in lights 

out of the same batch.  

Every LED we use is graded to a tight specification for both Colour and Intensity. This 

ensures that our lights consistently produce the same amount and colour of light. Every 

manufactured batch of lights now or in years to come will produce the same colour and 

intensity of light.  Always 

 

Options  

Every light is available with several options to suit your requirements.  

Trim Colour:   White or Matt Anodised Silver  

Light Colour:   3000K (Warm White) or 

    5000K (Natural White) 

 

Dimming:     Works with most New Zealand Dimmers 

Outer rim:   120mm   140mm  160mm 

Lumens:    850 Lumen   1150 Lumen  1150 Lumen 

Rating:    IC-F        IC-F   IC-F 

 

 

 


