
Instructions for use
To keep your floor in good condition, it is important to 
place doormats at all entrances to eliminate abrasive 
particles driven by footwear (e.g. gravel, pebbles). Use felt 
protector pads under the feet of furniture items or under 
other heavy objects.  Do not use rubber carpets.  Use soft, 
non-rubber wheels for office chairs.

Cleaning Instructions
Initial Cleaning
First remove all dirt and dust from the flooring with a 
brush or vacuum cleaner. Clean with water and a neutral 
appropriate cleaning agent, at least twice and until the 
water stays clean. We strongly recommend TarkoClean.  
Any other cleaning product may contain agents that 
damage resilient floor surfaces. The PU coating of the top-
layer makes polishing after installation unnecessary.

Regular Cleaning
Vacuum or damp mop. Use when required a solution of 
clean water and mild TarkoClean with a microfibre mop.  
Do not pour water over the floor or leave a puddle of water 
on the floor. Rinse thoroughly and soak up residual water. 
Spots, marks and spillages should be wiped up as soon as 
possible. Do not use acetone, chlorinated solvents, varnish 
coating, wax or products that contain wax or oil. DO NOT 
STEAM CLEAN.
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Installation
Refer to the in-depth installation instructions from:
www.floorspace.co.nz

Preparation
Tools, Accessories
Trimming knife or guillotine / pencil / 
T-square / folding rule/ measuring tape.

Subfloor Conditions
Careful subfloor preparation is vital for 
an excellent floor appearance. Roughness 
or uneveness of the subfloor (more than 
3mm per m) may telegraph through the 
new floor resulting in an unsightly surface 
and cause excessive wear on high spots 

or indentation on low spots. You must clean the working 
area and clear away any debris which could potentially 
damage finished floor panel fitting. The surface on which 
you place the vinyl planks should be perfectly hard, even 
and dry. It must be clean, bump-free and free of traces of 
plaster, paint, oil, grease or cracks. Textile floor coverings 
and needle felt carpets must be removed.  Do not install 
over underlay.
Floor level must be maximum 3mm per m. If the indicated 
deviation is exceeded, the subfloor should be evened-out 
with a suitable filler or levelling product. Subfloors must 
be carefully checked for moisture problems.
Create Laminate/LVT floors can be installed on top of 
concrete, tiles, wood, and most existing hard-surface floor 
coverings, provided that the existing surface is smooth or 
can be made smooth.
Maximum moisture content in a screed/concrete floor is 
75% RH at min. 20°C (max. 3,0 CM %). 

Acclimatisation
Keep the panels in the unopened package 
at room temperature for at least 48 
hours before you start the installation. 
Stack horizontally in the fitting location, 
decorative side up. The ideal indoor 
climatic conditions are 18-25°C. Maintain 

this temperature during installation as well.
Make sure you are satisfied with the flawless conditions of 
the flooring delivered before the installation begins. Claims 
cannot be made on goods that have been cut to size or laid. 
You should mix and fit floor panels from several different 
boxes to minimize shade variations. This will ensure a more 
natural looking floor.

Distributed exclusively 
in NZ by Floorspace
www.floorspace.co.nz

with Laminate Flooring
or with Luxury Vinyl Tile

• imagine • create • inspire •



imagine what effect a brand new floor will have on 
your room.

Let the create flooring ranges inspire you to 
design a room you love to live in.  A completely new 
environment which is fresh and bright, easy to clean 
and adds value to your home.

create laminate flooring, or create luxury vinyl 
tile provide flooring options which are practical and 
long-lasting. The colour choice and wood look finishes 
will blend easily into a modern or traditional home.

Let your imagination run wild with these two exciting 
new ranges.
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Black Oak Plank
01806

Kashmere Oak 2-strip
01798

Silver Oak Plank
01807

Nordic Grey Oak 2-strip
03363

Thermotread Oak Plank
01803

Blonde Oak 3-strip
01787

Solid Oak 3-strip
01790

Vineyard Oak Plank
03366

Dark Grey Oak Plank
01805

Pure Oak 2-strip
01799

Size | 1200 x 190mm
Pack | 7 planks
m2 / box | 1.596
Warranty | 10 years

 Luxury 
 Vinyl Tile

with

Columbian Oak
296L

Columbian Oak
996E

Lime Oak
939S

Lime Oak
954D

Toulon Oak
293M

Columbian Oak
693M

Thermotread Oak Plank
01806

Thermotread Oak Plank
01806

Lime Oak
963M

Toulon Oak
619L

Columbian Oak
946M

Thermotread Oak Plank
01806

Thermotread Oak Plank
01806

Lime Oak
979M

Size | 1250 x 178mm
Pack | 15 planks
m2 / box | 3.338
Warranty | 10 years


