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Cabinets
Horizontal Cable Management

Ordering Information 
Product Description Part Number

Brush Strip Panel - 19inch RR-A8

Brush Strip Panel - 10inch 009-001-020-00

1u Blank Panel - 19inch 009-001-009-00

1u Blank Panel - 10inch 009-001-021-10

2u Blank Panel - 19inch 009-001-009-01

1u Dump Panel - 19inch RR-DP1

2u Dump Panel - 19inch RR-DP2

Cable Tidy Panel (4 ring)  - 19inch RR-A6

Cable Tidy Panel (4 ring)  - 10inch 009-001-021-06

Cable Tidy Panel (5 ring)  - 19inch RR-A7

Product Specifications
Brush Strip Panel

Dimensions (W x H x D) 482.6mm x 44.45mm x 9.3mm 

Material Mild Steel 1.5mm thickness

Finish Matt Black

1u Blank Panel

Dimensions (W x H x D) 482.6mm x 44.45mm x 12mm

2u Blank Panel

Dimensions (W x H x D) 482.6mm x 44.45mm x 12mm

Material Mild Steel 1.5mm thickness

Finish Matt Black

1u Dump Panel

Dimensions (W x H x D) 482.6mm x 44.45mm x 83mm

2u Dump Panel

Dimensions (W x H x D) 482.6mm x 88mm x 83mm

Material Mild Steel 1.5mm thickness

Finish Matt Black

4 Ring Cable Management Bar

Dimensions (W x H x D) 482.6mm x 44mm x 63mm

5 Ring Cable Management Bar

Dimensions (W x H x D) 482.6mm x 88mm x 63mm

Material Mild Steel 1.5mm thickness

Finish Matt Black

Brush Strip Panels are used to allow the passage of patch leads from the front of a cabinet to the rear whilst maintaining a neat appearance 
and reducing front to back air flow. Blank Panels are used to neatly fill spare cabinet space and maintain correct air-flow.

Dump Panels are a convenient way to store excess patch lead length.

Features and Benefits

• Makes installations neater and more professional
• Finished in black to match panels
• Patch lead management
• Air flow management


