
*************************************************************************************************************************************************************** 

CAUTION: Risk of fire. Min. 90°C supply conductors. Consult a qualified electrician to ensure correct branch circuit
conductor. 
WARNING - If any Special Control Devices are used with this Fixture, Follow the Instructions Carefully to assure full 
compliance with N.E.C. requirements. If there are any questions, contact a Qualified Electrical Contractor. 
CAUTION - All glass is fragile, use care when handling Glass component(s) and or Lamp(s). 

*************************************************************************************************************************************************************** 

CANOPY MOUNTING & WIRE CONNECTION ASSEMBLY STEPS: 
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LER N Jllr--- A (A VERROUIL 

WHITE SUPPLY WHITE, MARKED OR 

WIRE II RIBBED FIXTURE WIRE 

LUSTED 
WIRE NUTS 

BLACK SUPPLY w:::: OR SMOOTH 

URE WIRE WIRE • FIXT 

BARE COPPER OR i BARE 

GREEN GROUND GRE 
WIRE FROM SUPPLY 

COPPER OR 

EN FIXTURE 
UNDWIRE GRO 

�' GREEN GROUND 
S 

WIRE 

6" [152mm] 
£"[13mm] 

TT 

REEN GROUND 
CREW 

B, C, G & R 
(NOT FURNISHED) 

(NO INCLUIDA) 
(NON FOURNIE) 

G------+--
F------+--

A -- --(';;=-r"-

N-- - -�

p--------:'.--";-'----

-----K 

liiiil-----H 

Installation Instructions: UHP1383




