
Because keeping you safe is our top priority… 
Please take a moment to read through the following care and 

use instructions for your new forestry helmet kit. 

We care a lot about your safety and satisfaction. That’s why we’ve put together a few precautions 
for you to follow while using your NoCry Forestry Helmet Kit. 

● The NoCry Forestry Helmet is designed to protect your head from falling objects. The earmuffs
shield your ears from high frequency noise, while the visors are designed to protect you from 
flying debris. They cannot offer complete protection against every hazard or injury, so their 
protective capability should be examined prior to each use. 

● When putting on the helmet, try adjusting the headband size using the dial ratchet until the
helmet feels comfortable and snug on your head. Please bear in mind that the headband should 
not be fastened too tightly. 

● The ear muffs can be rotated and placed on the back of the helmet when not in use and the
visors can be attached and detached, giving you the ability to adjust the helmet to your needs. 
Do not try to attach both visors to the helmet at the same time. 

● Always be careful when assessing situations and environments where you are planning to use
the helmet kit. Make sure that the helmet, earmuffs and visor selected are the most suitable 
means of protection from potential threats you will be exposed to in your work environment. 

● The helmet kit is not fire or chemical resistant. Avoid storing it in environments with high
temperatures or high humidity. 

● You can remove minor dirt/stains from your helmet kit by using a soft brush. If the dirt/stains
are stubborn please use a washcloth in lukewarm water with a neutral detergent solution. Rinse 
with clean water afterwards. Never clean any part in a washing machine. 

If the forestry helmet kit you received is not a great fit or you have any questions or concerns, 
feel free to contact our customer support at wecare@nocry.com. We’re always here to help. 



Assembly Instructions 

Follow the steps below to assemble your forestry helmet kit.  

1. Take all parts out of their original
packaging and place them on a flat, soft 
working surface.  

2. The clear polycarbonate visor arrives
with a thin plastic film on both sides. 
Remove the film from both sides. 

3. Install the suspension inside the
helmet by inserting the four hanger keys 
into the key slots.  Slide each hanger key 
into their respective key slot and make sure 
they are firmly attached.  The adjustable 
dial ratchet should be at the back of the 
helmet.  

4. Attach the ear muffs by sliding their
connectors into the top of the cap slots on 
each side of the helmet until they click into 
place. Each ear muff can be attached to 
either side. Rotate and place the ear muffs 
in their resting position on the back side of 
the helmet to allow for easy further 
assembly. 

5. Affix the visor support by sliding its
ends into the earmuff connector slots on 
both sides of the helmet. The support can 
be locked into three different positions, 
allowing you to adjust the depth position of 
the visor.  

6. Choose the visor you wish to attach

and fasten it to the visor support by aligning 
the slots on top of the visor with the locking 
system.  Turn the black knobs to lock the 
visor into place. Make sure the visor can be 
raised and lowered freely and is securely 
locked in place. 


