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Har-Tru® Concrete Primer 

 
DESCRIPTION:    Har-Tru® Concrete Primer is a non-textured, water based, 100% acrylic primer designed for application 
onto properly cured and prepared concrete for priming and moisture mitigation purposes prior to applying any Har-
Tru® Sports Coating products. Har-Tru® Concrete Primer is asbestos and mercury free. 

 
CONCRETE SURFACE CONDITIONS:    The finished concrete must have a light to medium broom finish, steel trowel or 
smooth finishes require grinding, hydroblasting or shotblasting to provide a Concrete Surface Profile of CSP 3.  Wet 
curing is highly recommended.  No other finishes are acceptable.  Curing compounds, fly ash, fibers, etc. are not 
acceptable in concrete mixes.  Concrete should be allowed to cure for 35 days, check with your authorized Har-Tru® 
Sports Coatings contractor or applicator for any variances to these curing times based on local conditions.  It is highly 
recommended that the concrete be poured onto a vapor barrier with a minimum thickness of 10-mils thick, check with 
your authorized Har-Tru® Sports Coatings contractor or applicator for any variances to this vapor barrier 
recommendation based on local conditions.  Prior to applying Har-Tru® Concrete Primer, the cured concrete must be 
acid washed and flushed thoroughly with potable water. 

 
COLOR OPTIONS:    Har-Tru® Concrete Primer is white colored in the container but dries to clear / opaque. 

 
MIX DESIGN:    Har-Tru® Concrete Primer is not mixed with any other product or component.  Stirring the container 
with a non-mechanical paddle prior to application is recommended.   

 
APPLICATION METHOD:    Har-Tru® Concrete Primer is to be applied to a cleaned and dry area utilizing a ½-ich nap 
roller, fine bristle broom, or 50 to 70 durometer squeegee by qualified personnel.  Prior to applying Har-Tru® Concrete 
Primer, the cured concrete must be acid washed and flushed thoroughly with potable water. 

 
COVERAGE:    The undiluted applied coverage rate of Har-Tru® Concrete Primer is detailed below.  NOTE:  The applied 
coverage rates will vary based on surface porosity, surface temperature, ambient air temperature, humidity, altitude, 
etc. 

Concrete Primer Application: approximately 0.05 to 0.07 gallons per square yard per applications. 

 
DRYING:    The approximate drying time for the application of Har-Tru® Concrete Primer should be between 30 and 60 
minutes.  NOTE:  The drying time can vary due to shade, surface porosity, surface temperature, ambient air 
temperature, humidity, altitude, etc.   

 
LIMITATIONS:    Har-Tru® Concrete Primer should not be applied when the ambient air temperature is below 50° 
degrees Fahrenheit for 6 hours before the application process, during the application process and for 24 hours after a 
coat is applied or if the surface temperature exceeds 140° Fahrenheit.  Do not apply Har-Tru® Concrete Primer if the 
surface is wet or if rain is imminent.  New concrete should be allowed to cure for approximately 35 days, check with 
your authorized Har-Tru® Sports Coatings contractor or applicator for any variances to these curing times based on 
local conditions. Keep all Har-Tru® Concrete Primer from freezing and do not store in sun exposed areas.  Har-Tru® 
Concrete Primer will not prevent pavements from cracking or re-cracking. 

http://www.hartru.com/
mailto:hartru@hartru.com

