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Specifications

Isolé Power Strip
[IDP-3050]

Power Strip
8 total outlets, 6 outlets controlled by 
occupancy sensor, 2 outlets for normal 
uncontrolled use.

Sensor
Uses the latest infrared technology to 
turn plug load devices on and off based 
on user occupancy. User adjustable time 
delay from 30 seconds to 30 minutes. 
Detection range of 120o, up to 300 
square feet. Instant response time. 
ASIC technology reduces components 
and enhances reliability.

Surge Suppression
A high degree of surge protection is 
provided by the power strip to protect 
from power surges, lightning strikes and 
voltage spikes.

Curcuit Breaker
Re-settable

LED Indication
Two LED lights on the power strip 
indicate that the outlet is wired and 
grounded properly and the surge 
protection is functioning.

Application
Ideal for controlling task lighting, 
computer monitors, space heaters, 
fans and other equipment that can be 
turned off during unoccupied periods. 
Devices such as computers, fax 
machines, and telephones should be 
plugged into the uncontrolled outlets 
for constant usability.

Switch
On/off switching for power control of the 
entire strip

Installation
No hard-wiring required

Mounting (sensor)
Screw or double-sided tape

Plug
Three pronged, flat offset plug for wire 
management

Cord
6 feet

Certifications
UL, cUL (strip and sensor)

Features
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Footcandles ISO Plot

Footcandles

Base Models Performance Test Installation Data

120VAC, 12A, 50/60 Hz
12A dry contact relay
Provides power to sensor
600V
High-energy, multistage hybrid
0-25 db (94.38%)
740 joules
48,000 Amps
500V L-N, 600V L-G, 600V N-G
140V
200V
Five years

Specifications

Electrical rating
Contact relay
Transformer
UL 1449 3rd Edition rating
Circuit
Noise filtration
Joule rating
Maximum surge amperage
Protection modes
Let-through voltage
Initial clamping voltage
Warranty

two uncontrolled outlets LED indicators on/off switch

six controlled outlets

LED (blinks when 
occupancy detected)

Occupancy sensor lens

Double-sided tape
or 
Self-tapping screw

Sensor mounts under desk or overhead bin

Product Controls Personal Sensor Mounting

Side Coverage Pattern Overhead Coverage Pattern

Front 15’ (4.5m)

6’ (2m
)

Front 15’ (4.5m
)

6’ (2m)

chair
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