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Specifications

Product Features

• Masport Quickcut® 
Blade System

• Snorkel Air Filter

• Adjustable Wheel 
Bearings

• Washport

• Camlocks

• Mowzone

• HDPE Plastic Catcher

Product Benefits

• Masport Quickcut® Blade System is great for superior cutting and catching 
performance

• Snorkel Air Filter reduces the risk of dust getting into the engine resulting in 
less air filter services

• Ball bearing wheels make the mower easy to push and with a threaded axle 
and nut, the wheels are adjustable.

• Hose fitting point on the housing to clean the housing while the mower 
engine is running, increasing the life of the deck and improving cutting 
efficiency

• Camlocks for quick release handle fold down

• Mowzone means this mower cuts up to and over the edge on one side

• Sturdy long lasting high density polyethylene plastic catcher

Additional Information

Carton Dimensions (H x W x D)     470 x 545 x 890mm

Product in Carton Weight (kg) - 32.5kg

Product Weight - 29kg

Model - Masport 575 AL
Part Number - 483918  Introduction Date - August 2008
Barcode - 9414974839183 Market - United Arab Emirates

Marketing Description

Powered by Briggs & Stratton 190cc LSE Series 650 IC engine and 460mm (18”) heavy duty aluminium 
chassis, this mower can cut and catch.  This mower features a washport and plastic catcher.

Key Information

Suitability - Large sized lawns or where more power is 
required.
Mow Time - Up to 60 minutes

Cut & Catch
Briggs & Stratton 190cc LSE Series 650 IC engine 
Masport Quickcut® Blade System
HDPE Plastic Catcher

Common Spares / Accessories

460mm (18”) Blade & Bolt Set - 783480
Masport 600ml SAE 30 4 Stroke Oil - A29946
MSV Cam Lock Assembly (2) - 782419
Throttle Control - 779321

• Briggs & Stratton 190cc LSE Series 650 IC engine
• 460mm (18”) Alloy Chassis
• Masport Quickcut® Blade System
• 175mm (7”) Front and 200mm (8”) Rear Adjustable 

Dual Bearing Wheels

• Upturned Upper Handle with PVC grip
• Reinforced Lower Handle
• 46.5L HDPE Plastic Catcher


