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BATTERY POWERED IRRIGATION CONTROLLER
400A  Series

DIG presents the new single station, 400A 
series battery powered controllers. These 
controllers provide a simple and reliable 
method for irrigation control when AC power 
is not available. Rugged and waterproof, 
the 400A series controllers are built to last 
whether below grade in a valve box or above 
grade on an anti-siphon valve. Flexible, 
iconic programming combined with durable 
construction make the 400A series battery 
powered controllers the ideal choice for your 
irrigation system needs.

• Simple to program

• Rain sensor compatible

• Battery life up to three years with two, brand 
name, AA alkaline batteries (not included)

• Sealed potting technique provides IP68 rated 
waterproofing

• Timer only model (400A-000) includes 
solenoid valve adapters to retrofit to Rain Bird, 
Hunter and Toro valves

Features:
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How to specify

Model Description

400A Controller only

400A-000 Controller with 3 adapters

400A In-line Valve

400A-075 3/4”

400A -100 1”

400A-150 1 1/2”

400A-200 2”

400A In-line Valve with BSP thread

400A-075BSP 3/4”

400A -100BSP 1”

400A-150BSP 1 1/2”

400A-200BSP 2”

3 year manufacturer warranty

Available solenoid valve adapters

Model Compatible valves

BERMAD series 200, HIT series 500,
DOROT series 80, GRISWOLD series
2000, DW and BUCKNER series VB valves

RAIN BIRD DV, DVF, PGA, PEB (1” only),GB, 
EFB-CP, BPE, PESB (1” only) and ASVF valves

HUNTER series ASV, HPV, ICV,
PGV, SRV, IBV and ASVF valves

WEATHERMATIC series 12000, 21000, 
8200CR valves

IRRITROL series 100, 200B, 205, 217B,
700, 2400, 2500, 2600 and TORO series 220, 
P220 valves

SUPERIOR series 950, HUNTER HBV and 
TORO series 252 valves (1.5” and larger)

30-920

30-924

30-925

30-923

30-922

30-921

RAIN BIRD SERIES PEB and
PESB (1 1/2” and 2”ONLY) valves

30-926

*

*

*

* Included with model 400A-000

Simple, icon-based
programming

Fully waterproof 
construction

Large LCD and 
easy-to-read icons

One button
manual watering

BATTERY POWERED IRRIGATION CONTROLLER
400A  Series

Programming Features
• Four start times per day provides added 

flexibility for any type of watering application 

including sandy or clay soil

• Valve duration up to 5 hours 59 minutes  

in one-minute increments

• Custom programming with a weekly calendar, 

odd days, even days or intervals of one to 

thirty (1-30) days utilizing yearly calendar with 

leap year

• Rain Delay with up to 99 days with auto restart 


