
Installation Instructions

Benefits & Features 
•   Made of premium quality materials
•   Protects walls, doorframes and elevators
•   Easy installation
•   Stays securely attached

Enclosed
   ❒   Velcro Strips
          •    Four -  7” x 1.5”              •    Four -  10 ”x 1.5”
          •    Two  -  2” x 1.5”              •    Four - 5” x  ½”
   ❒   One - Custom-made bumper guard                                                                       
 

cart sold 
separately

  for Janitor Cart 
Bumper Guard  

DuraBumper.com   •   (480) 699-1172  •  Service@DuraBumper.com   •   10645 N Tatum Blvd., Suite 200-377, Phoenix, AZ 85028-3068

Fig. 1 Fig. 2

Item:  RJCB

Clean frame of cart with rubbing alcohol or a non-bleach and non-oil-based cleaning solution.  
Note:  Dirt will prevent Velcro from adhering well.

Velcro® Placement & Installation

Fig 2.  EACH SIDE of cart:
     •  One — 2”   Velcro on front corner
     •  Two — 7”   Velcro along middle side of cart
     •  One — 10”  Velcro near cart’s back-end and along lower-edge
     •  Two — 5” x ½”  Velcro along upper-edge and centered 
                    above 10” Velcro strip

Fig 1.  FRONT end of cart:
     •  Two — 10”  Velcro strips 

Center “DuraBumper” label onto cart’s front-end.   Stretch and attach bumper to front & both sides of cart.  
IMPORTANT:  Bumper must completely cover Velcro to prevent dirt  from attaching to adhesive. 

Bumper Installation


