
H592 - Heckler AV Cart XL
Supports display up to VESA 1000 (horizontal) mounting pattern,
and up to 300 pounds of total display weight.

Smaller displays with alternative VESA patterns are supported.

Designed for 65-inch to 98-inch displays.

Designed & made in Arizona

Patented



If you have any questions, please contact Heckler.

service@hecklerdesign.com

844-432-5930

To reduce the risk of severe injury or death to persons, 
or damage to equipment, review these installation safety 
steps before proceeding:

A minimum of three people should install the display 
to the cart.

Caster brakes should be applied during the 

installation of the display.

Do not exceed 300 pounds of total display weight. 

Whenever rolling the cart with a large display 

installed, two people should guide the cart to 
prevent wall and doorframe collisions, and tripping 
on sidewalk expansion joints. 
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A

D E F G H I J K

B CIN THE BOX

Side Leg2 x

Cross Bar3 x

Display Rail2 x

Key, Hex, 5/16”1 x

Socket Head Screw, 3/8”-16, 2.5” Long 6 x

Key, Hex, 6mm1 x

Socket Head Screw, M8-1.25mm, 75mm Long4 x

Washer4 x

Caster4 x

Display-Mounting Screws and Spacers1 x

Velcro1 x
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STEP 1
Remove the wheels from all four casters.
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STEP 2
Install all caster posts.
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STEP 3
Reinstall caster wheels.
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STEP 4
Engage all caster brakes.

6



Back

Front

Ensure the bottom 
cross bar opening faces
the back side of the stand.

x6 x1

STEP 5
Assembly Side Legs to Cross Bars.
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X

STEP 6
Determine Display Rail locations. 
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34”

X

34” - X34 inches - measurement X = the height of the
bottom of the display above the finished floor



STEP 7
Install Display Rails.
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Important note: 
Be sure that no feature of 
the display protrudes 
beyond the Display Rails. If 
a display feature protrudes, 
the display will not install to 
the cart and damage to the 
display can result. Install the 
display-mounting spacers 
provided to space the 
Display Rails away from the 
rear of the display to 
eliminate protrusions.



STEP 8
Ensure all caster brakes are engaged.
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Front

Back

STEP 9
Install the display to the stand.
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Important Notes:
Immediately continue to 
Step 10 while manually 
supporting the stability 
of the display until which 
time the rails are 
fastened to the 
structure of the stand.



STEP 10
Fasten Display Rails to Cross Bars.
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STEP 11
Route the power cable along the
Side Legs using the supplied Velcro.
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STEP 12
Route the power cable along the Cross Bar
using the supplied Velcro.
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H592 - Heckler AV Cart XL


