
MAZDA MX5-EUNOS-MIATA  SERIES 1 MODELS – 1989-97 

BOOT/TRUNK BULKHEAD CARPET KIT 

PART NO.   CK8049 

 

FITTING INSTRUCTIONS 

 

Tools required:- Aerosol adhesive- screw driver 

 

Your old carpet is glued to the bulkhead and can be removed by just pulling it away from the 

metal. 

  

The kit includes a large pre cut piece of carpet and 

a smaller matching piece with a slit cut out. If you 

look at the photo here – to the left hand side of the 

jack handle you will note a slight bulge in the 

carpet. This smaller piece needs to be fitted first. 

 

 

 

Hold this piece as shown in the photo and you will see that 

you are able to push the carpet up between the wheel arch 

and the bulkhead panel. Suggest you do a dry run. 

 

 

Apply adhesive to both the back of the carpet and the metal bulge. 

Start fitting the left hand side of the carpet, having pushed the carpet 

into the gap as previously described and press into place. You can 

then arrange the right hand side of the carpet so the “V” cut is pushed 

together. Press into place. 

 

 

 

Before fitting the large carpet, we suggest you cover the carpeted 

bulge with a piece of plastic that the kit arrived in as you do not 

want over spray of glue on this piece. 

 

 

 

Suggest you make a dry run of fitting this piece. Lay it on the 

bulkhead and fit the jack handle which will help hold the piece in 

place. We suggest you spray the left hand side of the carpet and 

bulkhead and fit this side first. By aligning over the three jack handle 

holes, press the carpet to the bulkhead. Do not spray adhesive on the 

lower edge of the right side, as you will need to push this area into 

the bulkhead so as the moulded floor carpet sits properly. You do not need to push the carpet 

into all of the hollows in the bulkhead. Press firmly into place.  Finally, the flap by the 

bootlid/trunk lid hinge needs to be glued and turned to allow the hinge to operate.   

Job done! 
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