
 

 

FITTING INSTRUCTIONS 

MAZDA MX-5 / EUNOS /MIATA 

CK8059 = 3 PIECE TAILGATE COVERING KIT 

 
All Mk.I series cars had fitted as standard, a moulded 

plastic panel covered in a soft felt type material which 

covered the rear vertical centre section of the boot 

under the tailgate area. (See picture right) At the top of 

the panel you can see slot where the boot lock 

assembly locates. 

Originally, the rear light clusters either side of this 

panel were not covered. We have developed a pair of creased fibreboard panels covered in the same material 

as the centre moulded section.  

 

 

 

 

 

 

 

 

The kit includes a piece of soft carpet to cover the moulded panel and the pair of carpet covered light cluster 

boards. Unclip your moulded panel & remove it from the vehicle. 

The loose material is glued over the top of the original material covering the panel.   

We suggest using a general purpose spray contact adhesive. (Follow the manufacturer’s safety instructions) 

After gluing in place, trim the carpet to approximately 1 inch (25mm) larger than the edge of the moulded 

trim panel. Glue the rear outer edges of the panel & the carpet overhang. Turn the carpet over the edge of the 

panel, trimming off the excess at corners. Clear the opening for the lid latch 

 

  

 

 

 

Here is a photo of the rear side of the finished panels. 

 

 

 

  

 

 

Pierce through the new carpet covering at the seven clip holes. Re fit the panel using the new clips supplied 
(if the old ones are unsuitable). The rear light panels are complete & just push fit into place. The creases in 

the boards allow them to be shaped to fit snugly in place. Your covering kit fitting is now complete. 

Please Note; Adhesive is not included in the kit. 

 

Happy Motoring! 

NEWTON COMMERCIAL 

Picture left shows 

your complete kit 


