
 

 

NEWTON COMMERCIAL 
FITTING INSTRUCTION 

WHEEL ARCH COVERS – MINI SALOONS – ALL MODELS 
Please read through these instructions carefully & we suggest a few ‘dry runs’ to get the feel of the materials & how much hand 

pressure may be needed to remove any creases. You will need a pair of scissors & some brush on contact adhesive to complete 

this fitting. 

  

 
 

1)  Trim & glue thin felt or foam to cover the 
wheel arch where shown. 

 
 

2)  Select the correct wheel arch cover. 
(Left Hand is shown) 

 
3)  The aim is to line up the sewn seam on the 
wheel arch cover with the horizontal & vertical 
join of the wheel arch itself. (Shown in Yellow) 

Glue the metal areas above & below the top 
padding also the corresponding areas on the 

back of the wheel arch cover. 
(Shown in Red) 

 
 
 

4)  Position the cover so that the join sits firmly 
against the top of the rear pocket & the seam is 

lined up, as previously mentioned. 
Anchor the bottom of the cover in place then 

stretch the cover upwards to remove any 
creases. When happy with the position, press 

the cover firmly against the bulkhead 
 

 
 

5)  The cover will need a few slits where it 
meets the outer skin, to allow it to sit flat over 
the wheel arch. Do not make the slits too big. 

 
 

6)  Time to glue the back of wheel arch cover 
side where it meets the bulkhead & rear seat 

pan. ( Glue only where shown in Red) 
 

 
7)  Smooth the wheel arch cover side 

Downwards & Rearwards before bringing the 
glued surfaces together. (Arrows in Red show 
the directions of stretch) Slits will probably be 

needed along the edges to allow the cover to lie 
flat. This will ensure a crease free fit. 

 
8)  Finally push the cover firmly into the trough 
between the outer body skin & the wheel arch. 

(You should not need glue here) 
This will allow the rear quarter panel to sit fully 

downwards when fitted, at the same time 
pulling the wheel arch cover into place. 

 
 

Happy Motoring.        JW  07/11/2018 


