
 

 

NEWTON COMMERCIAL 

Morris Minor Moulded Carpet Fitting Instructions  

 

TOOLS REQUIRED 
Contact Adhesive-Hammer-Flat & Philips Screwdrivers– Scissors or Knife-Chalk-Needle-Pliers 

We would suggest that you read these instruc-

tions carefully before starting to fit this carpet 

set. The illustration numbers correspond with 

the numbers in the following text. These are 

used to identify the carpet pieces as well as to 

show the order of the installation. 

 

It will be necessary to remove the front seats 

and the rear base seat. We are now assuming 

that you have removed all the old carpet and 

that the floor  area is clean and dust free. Lay 

the new carpet set beside the car in the order 

shown in the illustration. For pieces that need 

to be adhered to the body, we would suggest you apply adhesive to the underside of the carpet and 

bodywork. Allow glue to go tacky , then position and apply pressure. 

 

1) SILL CARPETS—Before applying adhesive, offer the sill carpets up to the sills themselves. The 

door kick plate needs to be loosened as the outer edge of the carpet lies underneath this plate. Apply 

adhesive, lay in place and press firmly. Refit sill plate over carpet. 

2) FRONT WHEEL ARCH CARPETS—You will need to remove the scuttle panels as the wheel arch 

carpet lies underneath this panel. Loosen and remove bolts holding the parcel tray and unscrew the 

screws and cup washers holding the panel in place. The square cut out in the carpet fits around the 

sill, and the cut out “V” will come together when you mould the carpet around the wheel arch. 

3) REAR VALANCE CARPETS—This piece is cut to shape and slightly oversize in length for 2 door 

Saloons and Travellers. Offer it against the body and cut off any excess material at either end to fin-

ish flush above the top of the sill. For 4 door models, this piece is the correct size and follows the 

rear seat pan towards the rear of the door aperture. The two small pieces of carpet supplied can be 

trimmed and these fill the gap on the seat panel by the rear seat assembly. The pieces are not need 

for other models. 

4  & 5) Please turnover and see instructions on second page. 

6) REAR FLOOR MATS—Lay these in place, fitting them tightly up to the rear valance and against 

the sill. The front of these pieces are not bound and are located under the front seat area and held in 

place by the seat bar. 

7) FRONT FOOTWELL MATS— Lay the passenger side first. The bound rear edge is designed to lie 

on top of the rear mat already in place. Lay in the drivers side and carefully slide over the pedals, 

steering column and dipswitch. 

8) FITTING CARPET CLIPS—Using either the old floor studs or the new ones supplied, locate them 

through the carpet using a needle of any description and mark the centre of hole with the chalk. 

Press the three pronged clips centrally through the carpet where you have marked. The chrome clip 

fits on the underside of the carpet. The spikes pass through this clip. Bend the spike over to secure 

both together. 

9) Before replacing the front seats, cut holes in the rear footwell mat for the seat bolts. 

          

        We hope you will be happy with your carpet set and thank you for purchasing from us. 
  

 

 

  

 
 

 

 

 



 

 

5 Piece felt kit to  cover tunnel area & pair of 

moulded tunnel carpets 

Apply adhesive to the underside of each felt piece & 

to the metal tunnel section involved. Note position of 

cut outs of tunnel piece. 

Having applied the three pieces around the 

handbrake wires, apply adhesive to the 

large rear felt piece and place over tunnel 

section 

The front moulded carpet can now be 

fitted and should just lie in place. The 

rear section when fitted will lie over the 

end of the gearbox tunnel carpet. If nec-

essary, you can apply adhesive to the 

edges of these moulded sections to stop 

them slipping around. 

Cut holes for seat belt bolts. 

Trim any excess felt and cut out holes 

for seat belt anchorages 

 


