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SPITFIRE MK II & III SEAT COVER FITTING 

INSTRUCTIONS 
 

 

For the purpose of these fitting instructions we shall call the seat cover you lean against the 

SQUAB cover and the cover you sit on the CUSHION cover. 

 

Having removed the seats from the car, the first job is to remove the clips that hold the 

cushion cover to the frame.  A flat tipped screwdriver can be used for this operation.  By 

releasing the skirts, this will allow the complete cushion assembly to be removed from the 

frame.  Hog rings hold the rear skirt flaps to the frame, and these can be removed by using 

pliers.  Note how cushion cover is attached around the edge of the foam cushion.  Peel this 

away carefully if you are going to use the cushion again, the centre of the cover is glued to the 

latex foam.  Using a hacksaw blade or sharp knife, carefully cut the cover away.  The foam 

cushion can either be repaired or replaced as is necessary, 

 

To remove the squab cover initially, remove the tacks from the front and then the seat clips 

from the rear part.  Note how the inner flaps by the white piping are situated to hide the metal 

frame.  Make a mark on he metal frame to denote the middle of the centre section etc.  The 

cover can be pulled up and off the frame.  The rubberised hair can either be repaired or 

replaced as is necessary.  Any seat frame repairs and painting should be carried out at this 

stage. 

 

Fitting the Squab cover – You will probably have noticed by now that the squab covers are 

handed.  Before pulling on the cover it may be a good idea to stick a piece of soft plastic (use 

the bag that the sear covers came in) to the outer edge of the frame and over the padding.  

This will allow the cover to slip easily over the frame.  Pull the cover down gently, pulling on 

the piping and not the cover itself.  Centralise to the mark on the frame and pull down the 

pipings until the piping at the very top of the frame is sitting comfortably.  Tack or staple the 

inner flaps into position and then staple the front face first.  The back section, when clipped, 

will finalise the tension and fitting. 

 

Fitting the Cushion Cover – Apply adhesive to the centre section of the seat cover and the 

foam cushion (use contact adhesive).  Allow to dry slightly, then stick together.  Allow a good 

half hour for these two items to adhere properly.  You will need to check at this time that the 

base cover pipings line up with the pipings on the squab cover.  Turn the base skirts over 

temporarily and fit the base assembly into the seat frame.  This will show you if everything is 

lined up properly.  If so, the rear base flap can now be hog ringed into place, and then the 

skirts clipped to the seat assembly that will finalise the fitting. 

 

HAPPY MOTORING! 

  


