
MC-Crackfill  
Ready to use fine repair mortar and  
crack-filler for external surfaces  

Product properties 

 Non-shrink in nature. 
 Ready to use premixed polymer repair mortar.   

Areas of application 

 Suitable for filling cracks, holes and cavities in brick masonry, concrete and plaster  
 Also suitable for general crack repairs in external surfaces. 
 Additionally MC-Crackfill can also be used as protective coat to concrete.  

Application 

MC-Crackfill is a premixed, polymer containing fine 
repair mortar for external cracks. It is ideal for filling of 
cracks, holes, gaps and cavities present in brick 
masonry, concrete and plastered surfaces.  MC-
Crackfill is non-shrink in nature. 

Instructions for Use 

Substrate Preparation 

The cracks to be repaired shall be opened up to their 
depth and they shall be cleaned free from and loose 
material such as dust, laitance etc. 

Mixing 

The dry mortar is to be heaped onto a non-absorbent 
board and water to be added in the centre of the mix. 
The mortar is to be mixed until a stiff paste is formed. 

Application 

MC-Crackfill can be applied onto the cracks directly by 
means of a trowel or steel float. Prior to the application 
the surface shall be dampened, but no standing water 
shall be allowed to remain. The surface shall then be 
smoothened. Care is to be taken to ensure that there 
are no cavities left inside the filled up crack and the 
formation of voids should be kept as low as possible. 

Also, due to the non-shrink properties, the mortar does 
not debond, thus ensuring a strong surface.  Only mix 
as much water as is sufficient to form a stiff paste.  The 
quantity of water to be added shall vary as per the site 
conditions and the stiffness required. 

Curing: 

Care must be taken to ensure that MC-Crackfill is 
suitably protected to prevent it from drying out too 
rapidly, especially from the effects of direct sun and 
wind. As with all cementitious materials, rain or similar 
can cause slight surface blemishes.  
Before application of further coatings loose particles 
must be removed.  

. 



Technical Data for MC-Crackfill

Characteristic Unit Value Comments  

Density 

Viscosity 
Mixing ratio 

Pot life 

Minimum application temperature  

Product Characteristics for MC-Crackfill

Colour 

Shelf Life 6 months 

Delivery 30 Kg Sack 

Storage Protect from rain, heat and frost 

Disposal Packs must be emptied completely. 

Safety Advice 
Please take notice of the safety information and advice given on the packaging labels and safety information leaflets. 

Note: The information on this data sheet is based on our experiences and correct to the best of our knowledge. It is, however, not binding. It has  to be 
adjusted to the individual structure, application purpose and especially to local conditions. Our data refers to the accepted engineering rules, which have 
to be observed during application. This provided we are liable for the correctness of this data within the scope of our terms and conditions of sale-
delivery-and-service. Recommendations of our employees which differ from the data contained in our information sheets are only binding if given in 
written form. The accepted engineering rules must be observed at all times.  
Edition 08 / 2005 Some technical changes have been made to this print medium. Older editions are invalid and may not be used anymore. If a 
technically revised new edition is issued, this edition becomes invalid.  
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