
Symbol Description

Type BF Equipment

Refer to the instruction manual/booklet

Serial Number

No SpO2 Alarm

When the end-user wishes to discard this product, it cannot be 
placed in the regular trash. It must be sent to a collection facility for 
appropriate recovery or recycling.

Warning: Crucial information for protecting patients and medical staff from 
possible injury

Caution: Information for protecting the equipment from possible damage.

Note: The important information you should know



Problems Possible Reason Resolutions

Oxyhemoglobin or 
heart rate cannot be 
shown normally.

1. Finger is not inserted deeply enough 
into the unit.

2. Patient’s perfusion is too low to be 
measured.

1. Try reinserting the finger.

2. If no result is achieved 
after several tries, and you 
can find no trouble with the 
product, go to a hospital for 
an exact diagnosis.

Oxyhemoglobin or 
heart rate reading is 
unstable.

1. Finger is not inserted deeply enough 
into the unit.

2. Finger is trembling or patient is 
moving about too much.

1. Try reinserting the finger.

2. Encourage the patient to 
remain calm and to move 
as little as possible.

The oximeter 
doesn’t turn on and 
start working.

1. Batteries may be missing or too low 
in power. 

2. Batteries may be installed 
incorrectly.

3. The Oximeter may be damaged.

1. Replace batteries

2. Reinstall the batteries

3. Contact with local 
customer service center

The screen 
suddenly turns off.

1.The product automatically goes into 
standby or sleep when no signal is 
detected longer than 8 seconds.

2. The batteries may be too low in 
power

1. This is normal.

2. Replace the batteries.

Internal: Two AAA 1.5v alkaline batteries

Power Consumption: Smaller than 30mA (Normal)

Parameter Value

Hemoglobin saturation 
Display 35-100%

Pulse rate Display 25-250 BPM

Perfusion Index Display 0-30%

Resolution
Hemoglobin 
Saturation 1%

Pulse rate 1 BPM

Measure Accuracy
Hemoglobin 
Saturation

2% (80% - 100%)
3% (70% - 80%)
Unspecified (※70%)

Pulse rate 2 BPM

Operating Temperature: 40°F to 100°F

Storage Temperature: -4°F to 131°F  

Relative Humidity: 15% to 85% non-condensing


