
Thank you! 
As a small family run business, your custom is really 

appreciated. You can find loads of instructions, guides 
and tips in this flyer to get you started with our home-

made products, but if you need anything else, don’t 
hesitate to get in touch at any time! 

- The Lanoguard Team 

Ask questions of other users, share your 
Lanoguard stories, experiences and uses... 

Search Lanoguard Users Group 

Something wrong with your order? 

We’re here to help! 
 

 +44 (0) 330 100 1959 
 info@lanoguard.co.uk 

 www.lanoguard.co.uk 
 

Don’t hesitate to contact us on the details above, or join the 
Lanoguard Users Group on Facebook and message us! 

 
Lanoguard UK—view our YouTube for detailed tutorials! 



How to Apply 

Visit www.lanoguard.co.uk/pages/how-to-apply for more info 

Instructions: 

1. Clean and dry the surface to be treated and remove 
any unsound surfaces (flaking, laminating, non-surface 
rust etc.). A good close-up jet-wash will be best, but 
wire brushing and wiping should be fine too! 

2. Apply (warmed if possible) Lanoguard Grease to any 
areas very vulnerable to high corrosion or seizing up. 
Apply Lanoguard Spray to all areas you’d like to 
protect. Check for any missed parts and wipe excess 
spray from places you’d like a thinner coat. 

3. Lanoguard typically lasts up to a year, but we 
recommend twice-yearly treatments to ensure your 
machines stay protected and in optimal condition. 

 

Top Tips: 

• Shake spray bottles well before use. 

• If the sprayer doesn’t spray, ensure the pipe is properly 
pushed into the trigger assembly (see next page) and 
that the Spray isn’t thickened by cold weather. 

• Gently warm the grease and spray to make application 
even easier. We recommend heating the spray to room 
temperature and the grease to hand hot water 
temperature. In winter it’s often a good idea to keep 
the spray bottle in a bucket of hot water whilst you 
spray. 

See below a step-by-step application guide and top Lanoguard tips! 

Kit Assembly 
See below how to assemble and troubleshoot our 2L and 5L kits. 

1. Pull the straight plastic pipe out of the trigger 
gun. Keep the pipe just in case you want to buy a 
500ml refill bottle later! 

2. Push the flexi pipe into the trigger 
gun, ensure it is pushed in properly 
and then screw on the attachment. 
If the trigger stops spraying, repeat 
this step! 

3. If you have the screw cap flexi hose, simple 
insert the pipe into the bottle and screw it on. 
If you have the cone insert, push the pipe into 
the bottle and then insert the cone. Push the 
cone down hard and to avoid spillage tape it to 
the bottle top. 

You’re good to go! Common issues 
include a trigger not spraying (repeat 
step 2 or check the filter isn’t blocked) 
and spillages (this is only with cone 
insert hoses. Tape the insert to the 
bottle and place the bottle in a bucket 
before spraying). Any issues, get in 
touch! 

Lanoguard UK—for more info see our YouTube. 


